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The complexity of the two-phase ﬂow in a tube bundle presents important problems in the de-
sign and understanding of the physical phenomena taking place. The working conditions of an
evaporator depend largely on the dynamics of the two-phase ﬂow that in turn inﬂuence the heat
exchange and the pressure drop of the system. A characterization of the ﬂow dynamics, and
possibly the identiﬁcation of the ﬂow pattern in the tube bundle, in thus expected to lead to
a better understanding of the phenomena and to reveal on the mechanisms governing the tube
bundle. Therefore, the present study aims at providing further insights into two-phase bundle
ﬂow through a new visualization system able to provide for the ﬁrst time a view of the ﬂow in
the core of a tube bundle. In addition, the measurement of the light attenuation of a laser beam
through the two-phase ﬂow and measurement of the high frequency pressure ﬂuctuations with
a piezo-electric pressure transducer are used to characterize the ﬂow. The design and the vali-
dation of this new instrumentation also provided a method for the detection of dry-out in tube
bundles. This was achieved by a laser attenuation technique, ﬂow visualization, and estimation
of the power spectrum of the pressure ﬂuctuation. The current investigation includes results
for two diﬀerent refrigerants, R134a and R236fa, three saturations temperatures Tsat = 5, 10
and 15 ◦C, mass velocities ranging from 4 to 40 kg/sm2 in adiabatic and diabatic conditions
(several heat ﬂuxes). Measurement of the local heat transfer coeﬃcient and two-phase frictional
pressure drop were obtained and utilized to improve the current prediction methods. The heat
transfer and pressure drop data were supported by extensive characterization of the two-phase
ﬂow, which was to improve the understanding of the two-phase ﬂow occurring in tube bundles.
Keywords: bundle boiling, pool boiling, heat transfer, two-phase ﬂow, visualization, pressure
drop, spectral analysis, Wilson Plot
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La complexité des écoulements diphasiques au sein d’un faisceau de tubes soulève de nombreux
problèmes de compréhension des phénomènes physiques y prenant place, et par suite, de di-
mensionnement. Les conditions de fonctionnement d’un évaporateur sont fortement liées à la
dynamique de l’écoulement diphasiques qui inﬂuence le transfert de chaleur et les pertes de pres-
sion dans le système. La caractérisation de la dynamique de l’écoulement et l’identiﬁcation des
régimes d’écoulement permettent une meilleure compréhension des phénomènes et mécanismes
physiques dominant le faisceau. Cette étude présente des résultats obtenus au moyen d’une
nouvelle technique de visualisation permettant d’observer pour la première fois l’écoulement
directement au sein du faisceau. De plus, des mesures par atténuation de l’intensité lumineuse
d’un laser, associées à des mesures des ﬂuctuations de pression à hautes fréquences obtenues au
moyen d’un capteur piézo-électrique permettent de caractériser l’écoulement. Cette approche
permet la détection de l’assèchement dans les faisceaux de tubes par l’utilisation d’une technique
d’atténuation de l’intensité lumineuse d’un laser, la visualisation des écoulements et l’estimation
de la puissance spectrale des ﬂuctuations de pression. La présente étude couvre deux diﬀérents
réfrigérants, R134a et R236fa, trois températures de saturation, Tsat = 5, 10 and 15 ◦C, des
vitesses surfaciques massiques comprises entre 4 et 40 kg/sm2 et une large gamme de ﬂux de
chaleur (conditions adiabatiques et diabatiques). Des mesures locales du coeﬃcient de trans-
fert de chaleur et des pertes de pression diphasiques par frottement ont été réalisées et mises
en parallèle avec l’étude approfondie des caractéristiques de l’écoulement double phase. Cette
étude permet d’améliorer la compréhension des régimes d’écoulement diphasiques à l’intérieur
des faisceaux de tubes ainsi que les méthodes de prédiction.
Mots clés: ébullition en faisceau, ébullition en vase, transfert de chaleur, écoulement diphasique,
visualisation, pertes de pression, analyse spectrale, Méthode de Wilson.
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The multiphase scientiﬁc community, with increasingly more complex industrial applications, is conduct-
ing extensive studies in the ﬁeld of two-phase ﬂow and heat transfer. The goal is to better understand
the mechanisms characterizing two-phase ﬂow and evaporation on a dense array of tubes typical of heat
exchangers and the link between the ﬂow and heat transfer. Thermo-physical properties of the evapo-
rating ﬂuid play a strong role in the physical phenomena during evaporation. However, current available
prediction methods can only be applied to speciﬁc ﬂuids and with well-deﬁned conditions mainly obtained
through applied research. Often the resulting prediction methods available in literature are purely empir-
ical. The basic physical phenomena of two-phase ﬂow are well known in simple internal ﬂow geometries
but for more complex geometries, like ﬂow over tube bundles, many questions still remain and wait to
be solved by the scientiﬁc community. Consequently, a development of a more fundamental research
approach is mandatory to tackle this complex problem.
The complexity of the two-phase ﬂow in a tube bundle presents important problems in the design and
understanding of the physical phenomena taking place. The working conditions of an evaporator depend
largely on the dynamics of the two-phase ﬂow that in turn inﬂuence the heat exchange and the pressure
drop. A characterization of the ﬂow dynamics, and possibly the identiﬁcation of the ﬂow pattern in tube
bundle, will lead to a better understanding of the phenomena and reveal the mechanisms governing the
heat transfer process in a tube bundle.
The aim of the present investigation is to better understand the mechanisms linked to two-phase ﬂow and
evaporation on a dense array of tubes in heat exchangers. The ﬁrst stage of this work was a literature
review, to clearly identify possible measurement techniques and deﬁne a starting point for the devel-
opment of new experimental techniques. Three diﬀerent techniques capable of providing quantitative
information about the two-phase ﬂow were designed, tested and developed. These techniques lead to the
measurement of:
 the ﬂuctuation of the local pressure signals from high frequency piezoelectric pressure transducers;
 the attenuation of a low power laser beam crossing the two-phase ﬂow by means of a photodiode;
 the visualization of two-phase ﬂow structures with high speed video recording and analysis. This,
for the ﬁrst time, provided visual access to the core of a tube bundle under evaporation test
conditions.
The bundle boiling LTCM stand was designed and built in a previous study by Robinson and Thome [63]
and numerous boiling data were obtained under adiabatic conditions, mainly with enhanced tubes. In
the present study the LTCM facility was modiﬁed, allowing the installation of the new instrumentation
and the visualization system. The experimental campaign focused on plain copper tubes in adiabatic and
diabatic tests with two diﬀerent refrigerant ﬂuids: R134a and R236fa. A new database, under adiabatic
conditions, was obtained and employed to reﬁne existing frictional pressure drop models. As well as a
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comparison with existing models, a veriﬁcation of the ﬂow pattern map approach was shown. This new
study provide extensive new information on the behavior of two-phase ﬂow in tube bundles, and provides
a solid base for further instrumentation development in this ﬁeld. Local heat transfer coeﬃcients were
measured to obtain new local heat transfer data. The new results were then used to develop new pre-
diction methods for two-phase pressure drops and boiling heat transfer, based in part on the new ﬂow
observations.
The thesis is organized as follow:
 Chapter 1 · Introduction.
 Chapter 2 · Deﬁnition of the main variables and the basic equations used in two-phase ﬂow.
 Chapter 3 · State of the art review on tube bundle ﬂow pattern classiﬁcation and on ﬂow regimes
identiﬁcation techniques.
 Chapter 4 · Description of the test facility and the instrumentation.
 Chapter 5 · Discussion of the experimental results concerning two-phase ﬂow characterization. The
analysis of the laser-photodiode signals, the piezo-electric pressure signals and the high speed ﬂow
visualization are presented.
 Chapter 6 · The experimental results concerning pressure drop in tube bundles are discussed and
compared to existing two-phase pressure drop correlations.
 Chapter 7 · An analysis of the local heat transfer data is presented and compared with existing
prediction methods.
 Chapter 8 · The conclusions of this study are summarized.
Chapter 2
Fundamental Deﬁnitions and Flow
Parameters
This chapter introduces the primary variables used throughout this work and derives some simple relation-
ships between them for the case of one-dimensional ﬂow. To distinguish between gas and liquid phases,
the subscripts G and L are used respectively. Basic equations for two-phase ﬂows are also introduced at
the end of the chapter.
2.1 Two-phase ﬂow
Classical thermodynamics tell us that a phase is a macroscopic state of matter which is homogeneous in
chemical composition and physical structure; e.g. a gas, a liquid or solid of a pure component. Two-phase
ﬂow is the simplest case of multi-phase ﬂow in which two phases of a pure component are present. In
internal convective vaporization and condensation processes, the vapor and liquid are in simultaneous
motion inside the pipe. The resulting two-phase ﬂow is generally more complicated physically than single-
phase ﬂow. In addition to the usual inertia, viscous, and pressure forces present in single-phase ﬂow,
two-phase ﬂows are also aﬀected by interfacial tension forces, the wetting characteristics of the liquid on
the tube wall, and the exchange of momentum between the liquid and vapor phases in the ﬂow.
2.2 Vapor quality





When phase change does not take place in the channel, one needs to measure the mass ﬂow rate of each
phase, and the quality is then determined for the entire channel. In case there is a phase change in
the channel, e.g. if the channel is heated and boiling takes place, then the quality will increase (inverse
for condensation) downstream with the ﬂow. Since often there is no thermal equilibrium between the
phases, one cannot calculate the quality merely by knowing the inlet quality and the heat ﬂux from the
wall. Unfortunately, it is very diﬃcult to measure or calculate with precision the quality of the liquid-
vapor mixture ﬂowing in a channel where a change of phase takes place. However a ﬁctitious quality,
the so called thermodynamic equilibrium quality, can be calculated by assuming that both phases are
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saturated, i.e., that their temperatures are equal to the saturation temperature corresponding to their
common pressure. The so-called thermodynamic equilibrium quality can be calculated as:
x = hz − hL
hLG
(2.2)
where hL J/kg is the enthalpy of the saturated liquid, hLG J/kg is the latent heat of vaporization, and
h(z)J/kg is the enthalpy at a cross section z. This can be calculated from:






where hin J/kg is the enthalpy of the ﬂuid at the inlet and q(z)W/m is the heat input per unit length of
channel.
2.3 Void fraction
In two-phase ﬂow, void fraction is one of the most important parameters to be deﬁned. It deﬁnes the
cross-sectional area occupied by each phase. As it determines mean velocities of the liquid and the vapor
phases, it represents a fundamental parameter in the calculation of pressure drop, ﬂow pattern transitions




where AG is the sum of areas occupied by voids and AL is the sum of areas occupied by the liquid. The
total cross-sectional area of the channel is called A.
2.4 Velocities
In two-phase ﬂow there are a number of velocities that can be deﬁned. Also, in general, the phases will
not have the same velocity and there will be a relative velocity between them.
2.4.1 Mass velocity





Considering the continuity law, the mass velocity is the expression of the mean ﬂow velocity multiplied
by the mean density. The mass velocity has units of kg/m2s. For a tube bundle, G is the mass velocity
at the minimum cross-sectional area of the channel including blockage of the tubes.
2.4.2 True average velocities
The true average velocities (also called actual velocities) of the phases uG and uL are the velocities
by which the phases actually travel. The cross sectional average true velocities are determined by the
2.5. Deﬁnition of non-dimensional numbers 5
volumetric ﬂow rates V˙G and V˙Lm3/s of the vapor and liquid divided by the cross-sectional areas occupied









= V˙L(1− ε)A (2.6)
From the equation of continuity, it is possible to deﬁne liquid and vapor true mean velocities referred to


























The superﬁcial velocities (also called volumetric ﬂuxes) of the phases jG and jL are deﬁned as the
volumetric ﬂow rate of the phase through the total cross-sectional area of the two-phase ﬂow. It might











(1− x) = (1 − ε)uL (2.8)
The total superﬁcial velocity is deﬁned as:
j = jG + jL (2.9)
2.4.4 Drift velocities
The drift velocities of the phases VGj and VLj are deﬁned as the true average velocity of the phase in
relation to the total superﬁcial velocity, namely:
VGj = uG − j VLj = uL − j (2.10)
The drift ﬂuxes of the phases jGj and jLj are deﬁned as:
jGj = εVGj = ε(uG − j) jLj = (1− ε)VLj = (1− ε)(uL − j) (2.11)
It follows:
jGj + jLj = 0 (2.12)
2.5 Deﬁnition of non-dimensional numbers
The principal non-dimensional numbers used in the present study are deﬁned below. Diﬀerent deﬁnitions
of the main non-dimensional numbers, particularly for the Reynolds and Froude number, can be found
in the literature. In order to be coherent in this work, the following deﬁnitions are used throughout this
work:
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2.5.1 Reynolds number
The Reynolds number represents the ratio of the inertial forces to the viscous forces. For the particular
case of forced convection inside a tubular channel, the liquid Reynolds number for a single-phase in a





















Considering one-dimensional ﬂow and using the deﬁnition of the true mean velocity from equation

















The Nusselt number expresses the ratio of convective to conduction temperature gradient. In internal




where h is the heat transfer coeﬃcient,D is the tube diameter and λ is the thermal conductivity.
2.5.3 Liquid Froude number






2.5.4 Liquid Weber number
The liquid Weber number expresses the ratio of inertia to surface tension forces. As for the Nusselt
number, the reference length is the tube diameter. It is expressed for liquid phase as:








The Prandtl number is the ratio between the momentum diﬀusivity and the thermal diﬀusivity. It is









The Capillary number is the ratio between Weber and Reynolds number, and represents a ratio between










The Martinelli parameter is deﬁned as the ratio between the theoretical pressure gradients which would
occur if either ﬂuid were ﬂowing alone in the pipe with the original ﬂow rate of each phase. The Martinelli





X2tt is void fraction independent and is a measure of the degree to which the two-phase mixture is closer
to being a liquid, i.e. X2tt  1, or to being a gas, i.e. X2tt  1. The subscript tt is sometimes used and
signiﬁes that both phases are turbulent. Modeling the pressure drop of each phase with its superﬁcial
velocity and friction factors in the classical form:
fL = CLRe(−n)L fG = CGRe
(−m)
G (2.24)
and assuming the same friction model for both phases (both turbulent or both laminar) which means
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Chapter 3
State of the Art Review
A state of the art review is presented here. The ﬁrst part will focus speciﬁcally on tube bundle ﬂow
pattern classiﬁcation, whilst the second part will analyze the techniques developed through the years
by the two-phase community for ﬂow regime identiﬁcation. Experimentally, it is much more diﬃcult to
investigate two-phase ﬂows over tube bundles than for internal tube ﬂows. Hence, the results of this
review will be used to develop three methods, that will be implement simultaneously, to determine local
ﬂow patterns.
3.1 Flow patterns and their transition in two phase ﬂow
Two phase ﬂow plays an important role in advanced energy conversion systems. The quantity of energy
involve (for example: pressure drop, heat transfer rates, rates of chemical reaction, etc. depend strongly
on the ﬂow regime). Thus, in order to better model these ﬂows, this demands greater understanding of
the physics of the ﬂow, and also of the ability to predict the ﬂow regimes.
Hubbard and Dukler [29] concretize the concept of ﬂow patterns giving the following deﬁnition: in
single phase ﬂow the phase boundaries are deﬁned by the dimensions of the conduit in which ﬂow takes
place. Two phase ﬂow is complicated by the fact that the phase boundaries are determined not only by the
position of the walls but by the distribution of the phase in the ﬂow space. Furthermore, this distribution
varies with ﬂow rate, ﬂuid properties, conduit size, shape and other factors. Each of these distributions
is called a Flow Regime. Vince and Lahey [28] state: ﬂow regime maps represent a convenient way to
indicate the phase distribution of a two-phase mixture. Flow regime boundaries can be indicated on a plot
with parameters commonly measured or calculated.
The prediction or the identiﬁcation of ﬂow regimes in two phase ﬂow is one of the most important
problems in the design and operation of two phase systems. To underline the importance of the problem,
Noghrehkar et al. [16] stated: it has been estimated that nearly half of all process heat exchangers operate
in two-phase ﬂow, however, our understanding of two-phase ﬂow is far from satisfactory. Historically, it
has been diﬃcult to develop an accurate method because ﬂow regimes have been judged mostly on a basis of
visual observation. In such cases the models suﬀer of a lack of objectiveness. Lin and Hanratty [33]: gas
and liquid ﬂowing in a horizontal pipeline show a number of interfacial conﬁgurations, called ﬂow patterns.
This situation is universally accepted in the two phase community which consciously recognizes such
limitations. From this point of view, it is desirable to develop more objective methods of ﬂow pattern
identiﬁcation. The expression more objective and not objective is used: all the "objective" techniques
are calibrated through visual measurements which are intrinsically subjective. Fluctuations and their
spectral analysis in the two-phase ﬂow ﬁeld have catalyzed over the years with more and more interest,
as this appears to be a powerful tool to more objectively detect ﬂow patterns.
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3.1.1 Flow patterns
On the last 60 years, several attempts to characterize ﬂow patterns in tube bundles have been carried out.
Historically, the main technique employed in this task has been visual observation. Flow pattern maps
have been proposed by several authors, and usually, there is a simple plot of the superﬁcial velocity of
the liquid versus that of the gas, with boundaries between regimes drawn based on observations. Below
the more important studies are mentioned.
Diehl [1]
Diehl [1] has been a pioneer in deﬁning the existence of diﬀerent ﬂow regimes. Without presenting a ﬂow
pattern map, he identiﬁed in a condenser, for down-ﬂow, two possible ﬂow regimes: annular ﬂow and
misting ﬂow.
NEL research [2], [3], [4], and [6]
The National Engineering Laboratory (NEL) performed an extensive study on heat exchanger design [5]
and research. Studying pressure drop and heat transfer on the shell side of a heat exchanger prototype,
Sutherland and Murray [2] presented a series of images from the experimental investigation: see Fig. (3.1)-
Fig. (3.5). The authors did not classify the possible ﬂow patterns and the test section (only 1 column of
tubes) is far from being representative of a real heat exchanger.
For vertical up and down ﬂow in another tube bundle test section, Grant and Murray [3] identiﬁed by
visual observation, as reported in Fig. (3.6): bubbly, slug and spray ﬂows. The authors, using an air-
water mixture, identiﬁed a change from bubbly ﬂow (the liquid phase ﬁlled the channel with the gas
phase dispersed in the liquid as discrete bubbles) at low qualities to slug ﬂow (intermittent slugs of liquid
were propelled cyclically through the bundle by the gas) in the quality range from 1 to 10% and then
to spray ﬂow (the liquid phase was entrained as droplets in the gas stream) at higher qualities. A ﬂow
pattern map based on visual observations was presented, refer to Fig. (3.7), where the plot was done in
terms of the parameters used by Baker (see [3]).
Similarly, Grant and Murray [4] using the same facility as in [3], studied the possible ﬂow patterns in
the case of horizontal two-phase ﬂow. They identiﬁed the following distinct regimes:
 Spray ﬂow
 Stratiﬁed spray ﬂow: the liquid tended to separate from the gas phase and ﬂow along the bottom
of the bundle, but a part of the gas phase was mixed, as bubbles, in the liquid layer.
 Stratiﬁed ﬂow: complete separation of the two phases.
 Bubbly ﬂow.
The representation of the diﬀerent ﬂow regimes is given in Fig. (3.8). A ﬂow map is presented in terms
of Baker (see [3]) parameters modiﬁed according to Bell (see [3]) as shown in Fig. (3.9). It is basically a
plot of jG.(ρG/ρL)1/2 against jL.(ρL.μL)1/3/σ. A global summary and analysis of the work carried out at
National Engineering Laboratories [2], [3], [4], is presented in the paper of Grant and Chisholm [6]. They
proposed the same data presented previously but rearranged the two-phase ﬂow pattern maps into new
parameters and classiﬁcations (e.g. the slug ﬂow it was now classiﬁed as intermittent), see Fig. (3.10).
Kondo and Nakajima [7], Kondo [8]
Kondo and Nakajima [7] and Kondo [8] identiﬁed bubbly, slug and froth ﬂows in an air-water bundle
facility with vertical upward ﬂow. They did not propose a new classiﬁcation or a new ﬂow pattern
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Figure 3.1: GL = 537 [kg/s.m2], x = 0.035%,
Sutherland and Murray [2]
Figure 3.2: GL = 885 [kg/s.m2], x = 0.088%,
Sutherland and Murray [2]
Figure 3.3: GL = 204 [kg/s.m2], x = 1.43%,
Sutherland and Murray [2]
Figure 3.4: GL = 204 [kg/s.m2], x = 5.23%,
Sutherland and Murray [2]
Figure 3.5: GL = 182 [kg/s.m2], x = 9.16%, Sutherland and Murray [2]
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Figure 3.6: Flow pattern, up-ﬂow, Grant and
Murray [3]
Figure 3.7: Flow regime map, up-ﬂow, Grant
and Murray [3]
Figure 3.8: Flow pattern, horizontal-ﬂow,
Grant and Murray [4]
Figure 3.9: Flow regime map, horizontal-ﬂow,
Grant and Murray [4]
Figure 3.10: Flow regime map, up/down-ﬂow, Grant and Chisholm [6]
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map, but their work supports what was previously proposed by Grant and Chisholm [6]. An interesting
representation of the diﬀerent ﬂow patterns was presented and supported with photographic material
as in Fig. (3.11). The top ﬁgure is characteristic for low ﬂow rates, where bubbles are much smaller in
diameter than the tube diameter and are rather uniformly distributed in the water phase. The shape of
the bubbles is elliptical. This ﬂow regime is classiﬁed as bubbly ﬂow. Passing now to the central ﬁgure,
the authors noticed that as the air ﬂow rate increased, some of the bubbles coalesced and ﬁlled up the
tube clearance, so that the height and length of the bubbles were comparable. This ﬂow regime was
classiﬁed as slug ﬂow. The bottom ﬁgure represents the ﬂow at high air ﬂow rates, where height and
width of the large bubbles are several times the tube pitch; this ﬂow regime is classiﬁed as froth ﬂow.
Figure 3.11: Flow patterns (I. bubbly; II. slug; III. froth), Kondo and Nakajima [7]
Pettigrew et al. [9], [10], [11]
Pettigrew et al. [9], [10], [11], studying the vibration of tube bundles in two-phase cross ﬂow, added
some new information regarding ﬂow patterns for vertical upward ﬂow. The authors stated that some
knowledge of the ﬂow regime is necessary to understand ﬂow-induced vibrations. They compared their
data, classiﬁed by visual observation, with the ﬂow pattern map of Grant [5]. The ﬂow map, shown
in Fig. (3.12), is plotted in terms of the Martinelli parameter against the gas dimensionless velocity. The
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authors stated that bubbly ﬂow appears to prevail at void fractions below 90%. Intermittent ﬂow was
observed at higher void fraction, roughly above 90%.
Figure 3.12: Flow regime map, Pettigrew et al. [9]
Ulbrich and Mewes [12]
For vertical upward ﬂow, Ulbrich and Mewes [12] proposed a classiﬁcation of the ﬂow patterns by the
use of visual observation and by the statistical analysis of the pressure drop time signals. The following
classiﬁcations were proposed:
 Bubble: dispersed gas distributed as discrete small bubbles in the continuous liquid phase, whose
diameters are less than the characteristic spacing between the tubes and generally uniform in size;
 Intermittent: irregular and alternating motion of the liquid and gas; the direction of the liquid
ﬂow changes in an erratic and irregular manner from up-ﬂow to down-ﬂow and vice versa. The
liquid ﬂows downwards not only as a ﬁlm but also as units of liquid which occupy much of the
cross-sectional area. Gas ﬂows not only as spherically or elliptically capped bubbles but also as
large ﬂattened and irregular bubbles, whose height is several times greater than the tube diameter
and their width is equivalent to the tube clearance);
 Dispersed: regular dispersed droplets, which are carried out from the gas, initially above the tube
bundle, and then also between the tubes. The dispersed ﬂow regime is subdivided as: intermittent-
dispersed (part of the liquid ﬂows as irregular moving units) and annular dispersed (liquid ﬂows as
a thin ﬁlm, with surface waves occupying the tube wall or the shell wall.
A representation is given in Fig. (3.13). Ulbrich and Mewes compared their database with the ﬂow pattern
maps available in the literature, and proposed a new ﬂow pattern map in terms of superﬁcial velocities.
The ﬁnal classiﬁcation lead to three regimes: bubble, intermittent and dispersed. A representation of the
proposed ﬂow pattern map, with plotted experimental data points obtained from the authors, is given
in Fig. (3.14).
Lian et al. [13]
In the ﬁeld of tube bundles vibrations, Lian et al. [13] proposed a classiﬁcation according to the available
literature: bubbly, churn turbulent and dispersed droplet.
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Figure 3.13: Flow pattern (B. bubble; I. inter-
mittent; ID. intermittent dispersed; AD. annu-
lar dispersed), Ulbrich and Mewes [12]
Figure 3.14: Flow regime map, Ulbrich and
Mewes [12]
Xu et al. [14], [15]
Visual observation of vertical up, down and horizontal ﬂow in a tube bundle was carried out in the experi-
mental investigation of Xu et al. [14], [15]. For a two phase down ﬂow across their tube bundle, Fig. (3.15),
the following classiﬁcations were given:
 Falling ﬁlm: the superﬁcial velocities of the gas and liquid were low, and the liquid formed a
ﬁlm around the tube wall and the inside wall of the shell continuously; the ﬁlm contained no gas
bubbles, and the gas ﬂowed through free areas between tubes; the surface of the ﬁlm was wavy and
the gas contained very few or no liquid droplets;
 Intermittent: gas moved at higher velocity; the gas liquid interface was disturbed by waves traveling
in the ﬂow direction, the continuous liquid ﬁlm was intermittently cut oﬀ between the tubes by
the gas; when the velocity of liquid was increased, the gas phase was entrained as bubbles in the
liquid;
 Annular : the tube wall and the inside wall of the shell were covered by an annular liquid ﬁlm; at
a high gas velocity, some liquid was entrained as bubbles in the liquid;
 Bubbly: similar to the falling ﬁlm ﬂow, but the liquid ﬁlm became thicker and contained small
dispersed air bubbles; the ﬁlm moved faster.
In the case of up ﬂow, their schematic diagrams are shown in Fig. (3.16) with the following descriptions:
 Churn: at low superﬁcial velocities of liquid and gas, it was controlled by gravity force and was
much more chaotic;
 Intermittent: the two phase ﬂow became periodically unstable; when a pulse appeared, parts of
tubes were wetted by an annular liquid ﬁlm, the others were ﬁlled with discrete bubbles;
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Figure 3.15: Flow patterns (a. falling ﬁlm; b. intermittent; c. annular; d. bubbly) for down-ﬂow, Xu et
al. [14]
Figure 3.16: Flow patterns (a. churn; b. intermittent; c. annular; d. bubbly) for up-ﬂow, Xu et al. [14]
 Annular : same behavior as down ﬂow;
 Bubbly: the gas phase was uniformly distributed in the form of discrete bubbles in a continuous
liquid phase.
In the case of horizontal ﬂow, the authors seemed to be able to distinguish between annular, bubbly,
intermittent and stratiﬁed ﬂows. Flow pattern maps for vertical up and vertical down ﬂows were proposed
plotting the experimental observations in terms of liquid and gas superﬁcial velocities: Fig. (3.17).
Noghrehkar et al. [16]
Noghrehkar et al. [16] used the probability density function (PDF) of local void fraction ﬂuctuations as
a ﬂow regime indicator. From the experimental data obtained, the following classiﬁcations were given:
bubbly, intermittent and annular ﬂow. The authors proposed diﬀerent ﬂow maps in terms of superﬁcial
velocities for in-line, Fig. (3.19) and staggered conﬁgurations, Fig. (3.20). According to the presented
maps, as the superﬁcial liquid velocity increases, the transition from the bubbly to the intermittent
ﬂow pattern occurs at higher gas velocities for the staggered conﬁguration compared to the in-line one.
Noghrehkar et al. pointed out that the use of only visual observations as a ﬂow regime indicator can lead
to false considerations: using the PDF method, the authors observed diﬀerent ﬂow patterns near the shell
wall from than at the inside of the bundle. Hence, this point out the need to make such measurements
at the "heart" of the bundle and not at its perimeter.
Burnside et al. [18] and Iwaki et al. [19]
The latest developments in ﬂow regime identiﬁcation were oriented towards a characterization of the
velocity ﬁelds inside the bundle using particle image velocimetry measurements. This work was done by
Burnside et al. [18] and Iwaki et al. [19]; see Fig. (3.21). They tested a very short bundle butted up
against a plexiglass end plate in order to view the ﬂows.
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Figure 3.17: Flow regime map: down-ﬂow, Xu
et al. [14]
Figure 3.18: Flow regime map: up-ﬂow, Xu et
al. [14]
Figure 3.19: Flow regime map, in-line,
Noghrehkar et al. [16]
Figure 3.20: Flow regime map, staggered,
Noghrehkar et al. [16]
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Figure 3.21: Visualized ﬂow patterns using a strobe light: in-line vs staggered, Iwaki et al. [19]
Khushnood et al. [20], Ribatski and Thome [21]
Two recent papers review the work on tube bundles, one by Khushnood et al. [20] who focused on
vibrations in tube bundles and the other by Ribatski and Thome [21]. From the work of Ribatski
and Thome [21], the comparison of the ﬂow maps according to subjective and objective methods was
made. The diﬀerent ﬂow pattern maps are confronted in Fig. (3.22) and Fig. (3.23). An analysis unveils
important discrepancies between the diﬀerent methods. As stated from Ulbrich and Mewes [12], the
three ﬂow pattern maps proposed by Grant and Murray [3], Grant and Chisholm [6] and Pettigrew et
al. [9], [10], [11] are practically identical and diﬀer only in the coordinate system used. For this reason,
just one of them is employed as reference: Grant and Chisholm [6]. A summary of the literature analyzed
in this section is presented in Table (3.1).
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Figure 3.22: Shell side ﬂow pattern map, Noghrehkar et al. [16] vs. Ulbrich and Mewes [12]
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Flow pattern recognition is achieved by the analysis of various experimental parameters. A review is
provided by Noghrehkar et al. [16], Bertola [38], Rajković et al. [35]. The main types of instrumentation
employed in ﬂow pattern identiﬁcation are: X-ray attenuation, absolute and diﬀerential pressure trans-
ducers, electrical resistive and impedance void probes, ﬁber optic probes and visual recording devices.
The techniques of identiﬁcation from processing of the measured signals are: visual inspection of the ﬂow,
shape analysis, ﬂuctuation analysis, statistical moments, PDF, PSD, correlation dimension, space-time
analysis and fractal techniques, namely by estimating the correlation dimension.
An overview of the techniques available in the two-phase community for the classiﬁcation of ﬂow patterns
is presented here. The goal is to give a fuller understanding about the origins of the approaches and data
analysis methods employed in the present experimental work.
3.1.2 Fluctuations in two phase ﬂow: milestones of the two phase ﬂow spec-
tral analysis, the chordal void fraction analysis
The study of Jones and Zuber [24]
Jones and Zuber state: two phase ﬂow is a macroscopic conglomeration and not to be treated on the
whole as a single ﬂuid. Hence, point diﬀerentials are not adequate in themselves to completely describe
the system behavior because, at one instant, one phase exists and one set of relations would hold, whereas,
at the next instant the ﬂuid will change and the alternate set of equations would govern. Extensive
experimental campaigns are required and necessary to allow a better understanding of the phenomenon.
The authors propose a simpliﬁcation of the overall ﬂow pattern classiﬁcation suggested by the statistical
data and the development of an objective ﬂow pattern discriminator for the three major classiﬁcations:
bubbly ﬂow, slug ﬂow and annular ﬂow. The data suggest that in the overall view, slug ﬂow is a simple
transitional ﬂow, periodically ﬂuctuating between bubbly ﬂow and annular ﬂow, and thus is simply a
recurring time combination of the latter two independent regimes.
The authors identiﬁed the chordal void fraction, measured by a X-ray technique, as the sensible quantity to
characterize the ﬂow. Experiments were carried out in an air/water facility under adiabatic conditions.
The test section was a rectangular vertical channel. The X-ray technique was earlier introduced and
developed by Pike et al. [40]. Jones and Zuber point out that considerable fundamental information
regarding the structure of two-phase ﬂow may be obtained from the statistical behavior of the void
fraction. From this point of view, the work of Akagaw et al. [43], [44] and [45] support this hypothesis by
showing a direct correlation between void fraction and pressure drop ﬂuctuations in two-phase ﬂows. The
link between these two physical quantities will be found to be of fundamental interest. A more extensive
and detailed description of the work is available in the PhD thesis of Jones [22] and in the paper of Jones
and Zuber [23].
Probability Density Function (PDF) Jones and Zuber expect the following behavior according
to the paper of Delhaye from the 1969 (see [24]):
 Bubbly-like ﬂows: single peaked PDF at low void fractions with a large count ratio, ni/N occuring
at low void fraction while small ratios would exist in Δεi’s at higher values of ε.
 Annular-like ﬂows: single peaked PDF at high void fraction with a large count ratio at high void
fraction.
 Slug-like ﬂows: twin peaked PDF with one at low void fraction characteristic of bubbly ﬂow, and
one at high void fraction characteristic of annular ﬂow. The data suggest that in an overall view,
neglecting the ﬁne structure, slug ﬂow is simply a transitional ﬂow, periodically ﬂuctuating between
bubbly ﬂow and annular ﬂow, and thus is simply a recurring time combination of the latter two
independent regimes.
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These expectations gained a strong support from their experimental campaign. Jones and Zuber noted
that the transition from bubbly to slug ﬂow was delineated by the appearance of a second maximum in the
PDF at high void fractions. The authors stated: absolutely no subjectiveness was required to determine
the appearance or disappearance of bridging along the measurement chord. It is felt that the probability
density method presented an uniquely objective method for ﬂow pattern determination.
Furthermore, one can say the following:
 Slug-like ﬂow: localized condition characterized by the appearance of two separate and statisti-
cally signiﬁcant localized maxima in the void fraction PDF. The two key expressions are "localized
condition" and "statistically signiﬁcant". A ﬂow pattern could occur at one point in, say, rod bun-
dle, another ﬂow pattern could occur in another region. In order to be statistically signiﬁcant, the
maximum involved must be clearly existent when taken in consideration of the local measurement
irregularities of the PDF.
 Bubbly and Annular ﬂows: it would simply be determined by the non-occurrence of slug ﬂow
coupled with the appropriate void fraction. If the low-void half of the PDF is analyzed, it is
diﬃcult to determine the diﬀerence between a slug and typical a bubbly ﬂow situation. Similarly
for the high-void half, it looks and behaves quite like annular ﬂow. Therefore, it is suggested that
slug ﬂow may be treated as a transition ﬂow which occurs in a periodic time combination of bubbly
and annular-like ﬂows.
Jones and Zuber were also able to determine the slug residence time by the PDF technique. The ratio
of slug residence time to bubble residence time ts/tb was computed as the ratio of the two peaks of the
probability density function encountered in slug ﬂow. A graphical representation of the results is given
in Fig. (3.24), Fig. (3.25) and Fig. (3.26). The PDF function is plotted as a function of the void fraction
respectively for bubbly, annular and slug ﬂows.
Figure 3.24: Bubbly-like ﬂow, Jones and Zu-
ber [24]
Figure 3.25: Annular-like ﬂow, Jones and Zu-
ber [24]
Figure 3.26: Slug-like ﬂow, Jones and Zuber [24]
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Power spectral densities (PSD) Following the need to estimate the slug and bubble length (Ls,
Lb), Jones and Zuber estabilished another milestone in the statistical analysis of two phase ﬂow. The
importance of the power spectral density of the chordal average void fraction was stated. If the frequency
f is obtained by the frequency analysis of the void fraction signal in the time domain, the period between
two successive slugs T ∗ can be evaluated as a reciprocal. Knowing the ts/tb ratio by the PDF analysis
and the measured void fraction, then:












(L∗ is the distance between the center of two succesives slugs)
The slug frequency is obtained by the frequency analysis of the void fraction signal in the time domain.
The PSD of the void fraction signal brings the following information:
 Slug: the PSD in this ﬂow pattern indicates strong periodicity, although the spectra are apparently
continuous rather than discrete.
 Bubbly and Annular : The maximum magnitude of ﬂuctuations in slug ﬂow is larger than the one
of either bubbly ﬂow or annular ﬂow. Alternatively, the void ﬂuctuations in bubbly ﬂow appear as
completely random with no periodicity. For annular ﬂow the periodicity was not at all deﬁnite as
the one shown for slug ﬂow, and amounted to a small percentage of void fraction.
The basis of the work carried out from Jones surely constitutes a big step in the development of an
analysis technique to investigate the two-phase behavior. However, the X-ray technique is technically
diﬃcult to manage, costly and not generally open to the scientiﬁc community. The strongest limitation
is the impossibility to simply apply it to industrial facilities.
The Alekseev et al. [31] study
This study is situated in the same general ﬁeld as the work of Jones. A β-ray technique was employed
and coupled with the measurement of temperature ﬂuctuations. Experiments were carried out in a
vertical circular channel. The authors did not specify the nature of the ﬂuid used. The authors, applying
statistical and spectral analysis to the temperature ﬂuctuations and void fraction, arrived at similar
conclusions as above. This paper provides important support to the work of Jones and Zuber [24], and
demonstrates that PDF analysis can be successfully applied to a wider family of signals than just X-ray.
The Vince and Lahey [28] study
This study is a further step in the development of the approach of Jones and Zuber [24]. The experimental
results are representative for air/water mixtures with adiabatic conditions in a circular, vertical channel.
The X-ray attenuation technique was selected to provide the statistical data. Six chordal void fractions
were acquired on the cross section of a vertical tube. Fig. (3.27) refers to the proposed ﬂow regime
classiﬁcation for vertical two-phase ﬂow: Vince and Lahey included the churn turbulent ﬂow to the Jones
and Zuber [24] classiﬁcation.
The authors stated that the statistical moments of the acquired signals completely quantify the informa-
tion contained in the two-phase ﬂow. The authors use the ﬁrst four statistical moments (mean; variance;
skewness; kurtosis), deﬁned in appendix A, to characterize the void fraction density distribution. These
moments have physical signiﬁcance and can be related to the various two-phase ﬂow regimes. The variance
of the void distribution should be small in bubbly and annular ﬂows. These ﬂows should also be leptokurtic
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Figure 3.27: Flow regimes classiﬁcation, vertical ﬂow, Vince and Lahey [28]
and possess (positive or negative) skewness. Slug ﬂow void distributions, on the contrary, should have a
large variance but small skewness. The slug ﬂow void distribution is normally platykurtic. Flow regime
identiﬁcation should thus be possible with these moments.
These moments can be computed from the measured channel chordal void fraction, and can be used to
get information on ﬂow regime. Further comments are made below:
PDF and PSD results:
 Bubbly ﬂow indicates unimodal PDF. A sharp peak is also observed at zero void fraction due to
the measurement associated with liquid phase only. For slug ﬂows the PDF becomes bimodal.
The circular conduit geometry used in this study indicates that the number of modes possessed by a
PDF is not adequate for the ﬂow regime identiﬁcation. However, calculations of the moments can
provide an objective indicator.
 About the slug-ﬂow regime, the PSD indicates a speciﬁc behavior: a sharp peak of large magnitude
is observed at low frequencies. As expected the peak moves at higher frequencies as the liquid
velocity increases.
 Statistical moments of the PDF distribution seem to provide a tool for ﬂow pattern recognition.
The authors state: any practical ﬂow regime indicator should be independent of ﬂuid velocity. Thus,
the authors compare the data acquired at zero liquid ﬂow with the ones at non-zero. In such a case,
the authors wanted to provide a methodology to detect the two phase ﬂow pattern by the use of
only the chordal average void fraction signal. This approach should allow a "simple" measurement
and ﬂow pattern identiﬁcation without having to take care of the main ﬂuid parameters.
 The analysis of the PSD data added new information about the nature of the two phase ﬂow ac-
cording to the ﬂow pattern. A wide band in the low amplitude spectrum was found to be associated
with bubbly ﬂow. A low frequency peak of large amplitude was associated with the characteristic
frequency of slug ﬂow. A medium width band with an amplitude spectrum corresponded to an-
nular ﬂow. The authors stated that: annular ﬂow is composed of the frequencies of the liquid ﬁlm
thickness variation and roll waves moving along the liquid ﬁlm/vapor interface, and thus produces
a spectrum of medium width, which increases with the liquid velocity.
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 All moments associated with the PSD exhibit a strong dependence on superﬁcial liquid velocity.
This characteristic is very undesirable for a ﬂow regime indicator because any correlation would
require knowledge about the liquid superﬁcial velocity. Void fraction measurements are suﬃciently
diﬃcult, the requirement of a simultaneous liquid velocity measurement renders the use of PSD
moments impractical. Moreover, only the variance of the PSD has possibilities for a ﬂow regime
indicator. The skewness and kurtosis are essentially independent of the ﬂow regime. As a result,
the moments of the PSD are not considered to be as valuable as the moments of the PDF for the
ﬂow regime identiﬁcation.
 Due to low velocity studies, the frictional pressure drop is very small. Thus a diﬀerential pressure
measurement will then produce an accurate estimate of the global void fraction.
Concluding, the authors point that the PDF variance appears to be the best ﬂow regime indicator
and recommended it as ﬁrst choice.
The Lowe and Rezkallah [47] study
In this paper the authors investigate two-phase ﬂow under micro-gravity conditions. Experiments were
done with water and air under adiabatic conditions. A concave parallel plate capacitance sensor was
employed to measure the chordal two-phase void fraction. The PDF of the void fraction signals was
computed afterwards. For comparable ﬂow regimes, the results optimally matched the results of Jones
and Zuber [24] as visible in Fig. (3.28), Fig. (3.29) and Fig. (3.30) and constitutes a valid and authoritative
support to the PDF approach. Furthermore, the analysis continues with the characterization of transitions
between ﬂow regimes by PDF analysis and visual observation. The authors proposed and veriﬁed a ﬂow
pattern map based on an objective ﬂow indicator to predict the transitions between the diﬀerent ﬂow
regimes.
Figure 3.28: Bubbly-like ﬂow, Lowe and
Rezkallah [47]
Figure 3.29: Annular-like ﬂow, Lowe and
Rezkallah [47]
Figure 3.30: Slug-like ﬂow, Lowe and Rezkallah [47]
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3.1.3 Local void fraction analysis
Noghrehkar et al. [16]
Their test stand was a horizontal tube bundle with upward ﬂow. Experiments were carried out under
adiabatic conditions with air and water. An electrical resistivity void probe was employed to measure the
local void fraction. With this instrument, the change in electrical conductivity of the ﬂuid was measured.
From this point of view, experiments with air and water lead to a suitable experimental technique: the
diﬀerence of electrical resistivity of the two ﬂuids is signiﬁcant. This is not the same for liquid refrigerants
and their vapors as used in the present thesis: the change in electrical conductivity for a ﬂuid and its
vapor is usually not measurable.
The signal provided from the descibed instrumentation was post-processed by the PDF approach. The
ﬂow patterns identiﬁed were: bubbly, intermittent and annular and showed the well-known PDF distri-
butions. From the obtained database, ﬂow regime maps were constructed using the PDF technique.
An intermittent ﬂow regime existed within the staggered bundle over a wide range of homogeneous void
fractions, but the void ﬂuctuation amplitude remained very low near the wall, which is representative for
bubbly ﬂow. Even under the same ﬂow conditions, the ﬂow regimes that exist near the shell wall and well
inside the bundle can be quite diﬀerent. Visual observation of the ﬂow from outside the bundle showed
the passage of numerous small bubbles under the ﬂow conditions tested, which would be interpreted as
bubbly ﬂow, but the ﬂow regime inside the bundle was in fact intermittent ﬂow. From this the author
stated a fundamental point: visual observations from outside the tube bundle may not reveal the actual
ﬂow regime existing inside the bundle under certain ﬂow conditions. What is remarkable is that the PDF
of local void fractions was successfully used in an objective manner to identify the two-phase ﬂow regimes
and to construct a ﬂow regime map.
3.1.4 Pressure ﬂuctuations as a ﬂow regime indicator
If the void fraction represents an important feature for ﬂow pattern identiﬁcation, the pressure drop
should not be underestimated. Already starting from the work of Akagawa [43], [44] and [45], a correlation
between void and the pressure drop ﬂuctuations in two phase ﬂow has been shown.
The Hubbard and Dukler [29] study
The work of Jones and Zuber [24] represented a milestone in terms of an objective ﬂow regime indicator.
Similarly, the two-phase community has developed similar techniques based on the analysis of the pres-
sure ﬂuctuations.
The ﬁrst attempt in this direction was that of Hubbard and Dukler [29] although related work has
been performed by Nishikawa et al. [42]. Hubbard and Dukler [29] used the spectra of wall pressure
ﬂuctuations to discriminate between various ﬂow regimes in the case of horizontal ﬂow. Their paper
anticipates historically the one of Jones. Hubbard and Dukler [29], stating that the spectral distribution
of the wall pressure ﬂuctuations provided a suitable parameter for ﬂow regime characterization, thus rec-
ognized the capability of spectral analysis. Hubbard and Dukler [29] performed a set of tests in adiabatic
conditions with water and air. The channel was circular and horizontal. All the spectral distributions
were seen to fall into three broad categories, characterized by the manner in which the energy in the
wall pressure ﬂuctuation was distributed among the frequencies observed. It appears that the multitude
of ﬂow regime types described in the literature may be redundant. The ﬂow regimes were classiﬁed as
separated ﬂow, intermittent ﬂow and dispersed ﬂow.
The character of the trace was distinguished by only two variables, the amplitude of the ﬂuctuations
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and their frequency. The authors pointed that the magnitude and frequency of the pressure oscillations
encountered in two-phase ﬂow required pressure measuring devices having good frequency response and
generating a continuous output signal capable of being recorded. In analyzing the pressure records, pres-
sure ﬂuctuations were analyzed. That is, if p is the instantaneous pressure and p is the time average
pressure, the quantity (p− p)2 is subjected to spectral analysis. The analysis provided the frequency dis-
tribution of the energy in these ﬂuctuations. These distributions where employed to characterize the ﬂow
regimes. The capability of spectral analysis of the wall pressure ﬂuctuations was developed successfully
for the characterization and identiﬁcation of two-phase ﬂow regimes.
Weisman et al. [32]
The authors experimentally investigated air-water mixtures and evaporating Freon 113 in a horizontal
circular channel. The following classiﬁcation was assumed: plug/bubble, stratiﬁed, wavy, slug and annular
Visual criteria were established for each of the ﬂow patterns.
Figure 3.31: Pressure drop ﬂuctuations traces, Weisman et al. [32]
The authors decided to develop relatively simple criteria which could be readily applied to oscillograph
traces of pressure drop as reported in Fig. (3.31). The authors propose a criterion for determining ﬂow
patterns on the basis of the pressure drop ﬂuctuations. This method was developed for air-water ﬂows
and it is based on water and air mass velocities, on the frequency content of the signal, and on the ratio
of the amplitude of the trace to the amplitude of a standard slug ﬂow. The method proved to be good
at investigated conditions but less so for more complex geometries.
Tutu [25]
An analysis of pressure signals concerning adiabatic air-water ﬂow in a vertical circular channel was
presented. The pressure signals from two piezoresistive pressure transducers, axially separated by half
of the diameter of the pipe, were registered. The author demonstrated that this approach is capable
of characterizing the ﬂow pattern through PDF and statistical quantities of the measured signal. The
same concept developed for the void fraction was applied to dynamic pressure signals. In Fig. (3.32), the
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pressure transducer layout is depicted. The non-dimensional pressure drop p∗21, see Table 3.2, is bound
between 0 and 1, any excursion must be addressed to dynamic eﬀects: acceleration and wall friction.
Figure 3.32: Pressure transducers layout
installation
p2, p1 Pressure signal from lower
and upper pressure trans-
ducer
p2 − p1 Pressure drop signal
Δps Hydrostatic pressure compo-
nent
p∗21 = p2−p1Δps Non-dimensional pressure
drop
Table 3.2: Sensible quantities
The subsequent PDF analysis of the pressure drop signal and visual support leads to the successive ﬂow
pattern classiﬁcation. A plot of the PDF traces, for the diﬀerent ﬂow regimes, as function of p∗21, is given
in Fig. (3.33). A comparison with experimental results available in the open literature is possible thanks
to the following ﬁrst approximation (1 − p∗21) ∼ ε. Thus, regarding ﬂow pattern identiﬁcation one can
say:
 Bubbly-like ﬂows (1-2): characterized by a single peaked PDF centered in the neighborhood of
p∗21 = 1− ε where ε is the average void fraction.
 Slug ﬂow (3-4): the PDF is bimodal. The smaller peak corresponds to the passage of Taylor
bubbles and is located in the neighborhood of p∗21 = 0; the larger peak corresponds to the bubbly
liquid slugs and is located around p∗21 = 1.
 Churn regime (5-6) and Annular ﬂow (7): the PDF is still bimodal but the magnitude of the peaks
is rethat are now degenerating into longer and more frequently occurring gas pockets.
 Annular churn (8): similar to annular ﬂow (7) but with a skewness decreased by a factor two. It
is expected that for higher air ﬂow rates, the distribution will be even more symmetric.
The analysis of the RMS shows that during the annular regime it is much smaller (almost an or-
der of magnitude) than during churn ﬂow, so the discrimination between the two regimes is easy:
RMS(annular)  RMS(churn). The authors showed that pressure drop signals, together with sta-
tistical quantities can be used to discriminate between the various ﬂow regimes. Further details are also
presented in Tutu [39].
Jain and Roy [37]
Static pressure ﬂuctuations at the test section outer wall and instantaneous chordal-average void fraction,
were studied in vertical up-ﬂow through concentric annular test sections. R-113, under evaporating
conditions, was tested. In this study, the big challenge was the experimental technique proposed: matched
piezo-electric pressure transducers for the pressure ﬂuctuation measurements, and a linearized dual-beam
X-ray system for the vapor fraction measurements. A sketch of the instrumentation layout is given
in Fig. (3.34). This measurement matching results in a set of information of fundamental importance
for the evaluation of the experimental technique in two-phase ﬂow; a redundant set of measurements
allows a cross checking of the results. Furthermore, the ﬂuctuating static pressure at any point in the
ﬂow ﬁeld consists of contributions from near ﬁeld sources and from the acoustic pressure ﬁeld generated
far upstream due to turbulent ﬂow through valves, elbows, restrictions, pump and so on. The innovative
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Figure 3.33: PDF of the pressure drop (1-2. bubbly; 3-4. slug; 5-6. churn; 7. annular; 8. annular/churn),
Tutu [25]
idea of the authors was to measure only the near-ﬁeld source contributions. They proposed a coherence
technique employing two pressure transducers with identical responses. This technique is based on the
postulate that at any axial location in the test section, the far-ﬁeld source generated contribution is
uniform over the ﬂow cross-section. According to visual observations, the authors proposed a classiﬁcation
by the following regimes: bubbly, churn-turbulent-slug and churn-turbulent-annular ﬂows. Their work is
summarized below:
Wall static pressure ﬂuctuations The pressure ﬂuctuation PDFs for bubbly, churn-turbulent-slug
and churn-slug-annular ﬂows showed that the obtained curves could be reasonably ﬁtted by a Gaussian
distribution as in Fig. (3.35). From a statistical point of view, the Gaussian distributions diﬀer from the
fourth moment, the Kurtosis. The presented plot shows an increasing Kurtosis going from bubbly ﬂow
to churn turbulent-slug-annular ﬂow and then through churn turbulent slug ﬂow. From the oscillogram
analysis, several peaks of comparable magnitudes were identiﬁed for bubbly ﬂow, a single dominant low-
frequency peak at the frequency passage of the slug for the churn turbulent-slug regime and a low-
frequency peak for the churn turbulent-slug-annular regime with a total spectral energy considerably
smaller than the ones in the other ﬂow regimes.
Chordal-average vapor fraction ﬂuctuations The analysis of the PDFs given in Fig. (3.36)
leads them to the following considerations:
 Bubbly: A single, narrow-peaked distribution occurs in the low vapor fraction region. The small
width of the distributions suggests the presence of a relatively homogeneous ﬂow ﬁeld in the time
domain for this ﬂow regime.
 Churn turbulent-slug regime: A single, wide-peaked distribution. The larger width of the distribu-
tion suggests the presence of a heterogeneous ﬂow ﬁeld (in terms of vapor agglomeration size and
spatial distribution) in the time domain. In this case, the well known double peaked distribution
32 State of the Art Review
Figure 3.34: Test section view, instrumentation
layout (P.T.1-2. piezoelectric pressure trans-
ducers), Jain and Roy [37]
Figure 3.35: PDFs of wall static pressure ﬂuc-
tuations, Jain and Roy [37]
Figure 3.36: PDF of the chordal-average vapor fractions, Jain and Roy [37]
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cannot be obtained because of the presence of a relatively high vapor fraction churn turbulent ﬂuid
in between the vapor slugs, in place of a very low vapor fraction ﬂuid in air-water experiments.
 Churn turbulent-slug-annular regime: A single peaked PDFs distribution in the high vapor frac-
tion region. The distribution is much narrower in comparison to the one obtained for the churn
turbulent-slug regime.
Coherence of pressure-vapor fraction ﬂuctuations
 Bubbly: The coherence function indicates a weak correlation between the wall pressure ﬂuctuations
and the vapor ﬂuctuation. It appears reasonable to postulate that a part of the wall static pressure
ﬂuctuations in bubbly ﬂow is caused by the vapor fraction ﬂuctuations in adjacent regions.
 Churn turbulent-slug regime: A strong peak was measured. A strong correlation between the
passage of vapor slugs and the wall pressure ﬂuctuations was underlined.
 Churn turbulent-slug-annular regime: The correlation was considered to be rather weak. The eﬀect
of the interfacial waves as felt by the outer wall probably becomes considerably dampened due to
the presence of a frothy mixture in-between.
This paper constitutes a key reference in our present research ﬁeld. Firstly, the ﬂuid is a one component
boiling ﬂow, which is a big step compared to the main part of the two-phase literature which investi-
gates only air-water mixtures. Secondly, the authors developed two redundant objective experimental
techniques for two-phase ﬂow identiﬁcation proposing and carrying out a strong analysis of the obtained
data.
Matsui [27]
Matsui focused on pressure signals as they are relatively easy to obtain and contain suﬃcient informa-
tion on the peculiar features of low patterns and conditions in two-phase ﬂow. His experiments covered
adiabatic nitrogen-water mixture in a vertical circular channel. The author selected diﬀerential pressure
ﬂuctuations as the quantity to identify ﬂow patterns. This closely follows the considerations of Jain and
Roy [37]. Therefore, diﬀerential pressure transducers were installed in such a way that it was possible to
diﬀerentiate between short and long scales: this follows the work of Tutu [25], [39]. The layout is given
in Fig. (3.37) and the computed pressure drops are summarized in Table (3.3).
Figure 3.37: Pressure transducers layout instal-
lation
R scale Δpa p1 − p2Δpb p3 − p4
L scale Δpc p1 − p3Δpd p2 − p4
Table 3.3: Pressure transducers measurement
scheme
The author introduced a new approach discriminating between short and long scales:
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 Small intervals - R scale: They are chosen as the inside radius of the pipe, in order to discriminate
a spherical cup bubble or a cluster of small bubbles with half the length of the inside tube diameter.
Calling d˜ the axial distance between the probes, it follows: d˜12 = d˜34 = D/2
 Long intervals - L scale: They are one order of magnitude larger in respect to the R scale to
discriminate a developed gas slug, so that: d˜13 = d˜24  D/2.
Their approach allowed for a more detailed analysis of the two-phase ﬂow bringing to a clear distinction
between ﬂow patterns by the analysis of the pressure drop PDF. Their volumetric void fraction was
obtained using cut-oﬀ valves; a photographic technique was employed for the visual observations. Where
Δpi is the diﬀerence of pressure between a pair of pressure transducers i. Δpi0 is the diﬀerential pressure.
We deﬁne a non dimensional pressure drop as:
ΔPi = Δpi/Δpi0 (3.2)
Assuming that the acceleration and frictional pressure components satisfy (Δpacc,Δpf ) (Δpi0−Δpi);
the term (1 − ΔPi) represents approximately the average void fraction in the section i. The PDF is
therefore applied to the quantity: ΔP ∗i = 1−ΔPi. On the L-scale, the pressure measurements indicated
low ﬂuctuations, so from ΔP ∗LONG it was possible to estimate the average void fraction.
Figure 3.38: Bubbly ﬂow,
Matsui [27]
Figure 3.39: Spherical cap
bubble ﬂow, Matsui [27]
Figure 3.40: Slug ﬂow,
Matsui [27]
Figure 3.41: Froth ﬂow,
Matsui [27]
Figure 3.42: Annular ﬂow,
Matsui [27]
Figure 3.43: Mist ﬂow,
Matsui [27]
The beauty of the employed method is that the R-scale and L-scale analysis are complementary, so
that when the information from one scale is not suﬃcient, the other can be used. Results in terms of
PDF are reported in Fig. (3.38), Fig. (3.39), Fig. (3.40), Fig. (3.41), Fig. (3.42) and Fig. (3.43). This
paper demonstrates the ability to recognize ﬂow regimes through the statistical analysis of static pressure
signals. Similarly, the successive work of Matsui [41] and [34] supports the technique be developed in
parallel with that of Tutu [25] and [39].
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Lin and Hanratty [33]
The authors of this paper describe how a pair of pressure transducers can be used to detect the presence
of slugs. They propose that the diﬀerential pressure drop is more suited for detecting ﬂow patterns which
are steady with respect to time rather than for intermittent ﬂows. The pressure in the front of the slug is
low and increases sharply to a much higher value behind the slug. The pressure gradient behind the slug
is small, but the pressure remains high. This type of pressure behavior was used to identify the slugs.
The upstream pressure measurement detected a blockage from the characteristics of the pressure signal.
The downstream pressure measurement was used to determine whether the slug remained coherent. An
air-water mixture and boiling R-113 were employed as test ﬂuids.
Two strain gauge pressure transducers with a ﬂat frequency response up to 2 kHz were used. The
location of the transducers was such that they were located 200 pipe diameters away from the entry in
order to allow the development of the ﬂow. Two sets of parallel wire conductance probes were addition-
ally used during the experiments to measure the heights and velocities of waves and pseudo-slugs. The
acquisition system, coupled with the instrumentation, could provide a frequency response up to 1 [kHz].
Figure 3.44: Wave-height and pressure-
ﬂuctuation measurements in slug ﬂow, Lin and
Hanratty [33]
Figure 3.45: Dimensionless cross-correlation
function, Lin and Hanratty [33]
Their measurements allowed an evaluation of the height of the liquid to the pipe diameter h/D to be
obtained. A plot of wave-height compared to pressure ﬂuctuation relative is presented in Fig. (3.44). The
time delay between the arrivals of the two pressure signals gives a means of measuring the slug velocity.
It is interesting to note that the use of pressure transducer pairs allows the propagation direction of the
pressure wave to be determined by cross-correlation; hence eliminating ambiguities caused by possible
pressure reﬂections from downstream. Analyzing the pressure record and the cross-correlation pressure
plot, the authors pointed out that once the slug passes through both pressure taps, the pressure values
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at both taps are almost identical.
Ito et al. [36]
These authors investigated air-water adiabatic two phase ﬂows in a vertical circular channel. The authors
pointed out that caution is required for the identiﬁcation of the ﬂow patterns because the ﬂow conﬁgu-
ration is quite complex due to the high degrees of freedom, and because the researcher’s subjectivity is
likely to inﬂuence the classiﬁcation of the ﬂow pattern. This study can be classiﬁed as diﬀerent in respect
to conventional discrimination methods using diagrams and parameters. The purpose of this study was to
provide a one-dimensional simpliﬁed numerical model of the ﬂow pattern and transition in an isothermal
vertical pipe, and to explain fundamental aspects, such as the physical reason for the appearance of the
ﬂow pattern and for the transition from bubbly ﬂow to annular ﬂow. In this model the ﬂow conﬁguration
is represented by the void wave pattern in the ﬂow direction and the irregular bubble movement. The
mutual interaction between bubbles in the local space does not attract attention. The numerical results
were validated through the result of an experimental campaign. The ﬂow behavior was observed with a
high speed video camera. The PDF of the diﬀerential pressure signal was used to identify the ﬂow pat-
tern. The authors classiﬁed the ﬂow pattern as: bubbly, slug, churn and annular ﬂow. This simpliﬁed
1D model shows one approach that is capable of capturing the investigated two-phase phenomena.
Liebenberg et al. [30]
The experimental conditions are for a condensing refrigerant ﬂuid in horizontal circular internally ﬁnned
tube. This paper represents one of the more complete and recent applications of the spectral analysis
for the objective determination of ﬂow patterns. Pressure traces were sampled. Their character was
distinguished by the amplitude of the ﬂuctuations and their frequency. Some ﬂow regimes, like stratiﬁed
and wavy ﬂow, can be detected from the time traces of the wall pressure oscillations without the need to
consider the power spectrum. As visible in Fig. (3.46) the traces have characteristic "triangular" pulses
with much larger amplitudes than the other ﬂow patterns. However, the pressure time records were not
suﬃcient to distinguish the other regimes. In such cases, the PSD distribution of the wall pressure is
employed, see Fig. (3.47).
The authors point out that: the pressure traces are typical examples of signals that are neither periodic
nor transient (from a statistical point of view), thus rendering classical Fourier series analysis ineﬀective.
A PSD distribution of the pressure traces would render a suitable generalized harmonic analysis.
At this point it is important to point out that the authors remind us that there are distinct similarities
between the PSDs of the diﬀerent refrigerant ﬂuids. Focusing on smooth-tubes, a classiﬁcation according
to the frequency content of the signal is proposed. Their ﬂow pattern identiﬁcation technique, applied in
the ﬁeld of condensation, could be transposed to evaporation.
3.1.5 Recent developments in objective ﬂow regime identiﬁcation
The identiﬁcation and classiﬁcation of two-phase ﬂow patterns through signal analysis is still open to
new techniques and concepts. The aim is to take a further step in the direction of objective ﬂow regime
identiﬁcation by ﬁnding new methods capable of overcoming the limitations of more classical approaches
such as statistical, PDF and PSD analysis.
 Franca et al. [46] experimented on the use of a fractal technique: analyzing the results in terms of
correlation coeﬃcients and Hurst analysis, the authors demonstrated that fractal techniques oﬀer
a promising way to objectively classify ﬂow patterns.
 Rajković et al. [35] combined concepts from nonlinear dynamics theory, spectral operator theory
and information theory to produce a method for the identiﬁcation of ﬂow regimes in two-phase
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Figure 3.46: Sample wall pressure (gauge pres-
sure), condensing R407 in a smooth tube,
Liebenberg et al. [30]
Figure 3.47: Example of PSD distribution and
observed ﬂow pattern for intermittent (slug and
plug) ﬂow, Liebenberg et al. [30]
ﬂows. The ﬂow regimes were classiﬁed according to their complexity, where the complexity was
deﬁned via the Gibbs-Boltzman-Shannon entropy.
 As a last signiﬁcative example, Finally, Bertola [38], focusing on the plug and slug ﬂow transi-
tion phenomena, successfully identiﬁed the phase density function as a basis of a method able to
distinguish between diﬀerent ﬂow patterns.
All these methods appear to be promising and powerful, but they still have not found wide use in the
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3.2 Void fraction prediction method
Combining the continuity equations for the liquid and gas phases, and accounting for the deﬁnition of
cross-sectional vapor quality and velocity ratio S (ratio of mean gas velocity to the mean liquid velocity),
the void fraction ε is obtained:
ε =
[







In the case of homogeneous ﬂow, the velocity ratio is equal to 1 and equation Eq. (3.3) can be solved. As
pointed by Ribatski and Thome in [49], several authors have measured void fraction values signiﬁcantly
diﬀerent than those predicted by the homogeneous model. Ribatski and Thome in [49] reviewed the
models proposed in literature. The Feenstra et al. [50] model is employed in the present thesis as the
void fraction prediction method, since they found that this was able to predict void fractions for tube
bundles. By non-dimensional analysis, the authors identiﬁed four dimensionless groups governing the
velocity ratio. Fitting their experimental data, Feenstra et al. obtained:







In this model, the basic length scale is assumed to be the gap between two tubes a. The pitch velocity
is also considered. From these assumptions it follows that:






where Ri is the Richardson number (ratio between buoyancy force and inertial force) and Cap is the the
Capillary number (ratio between Weber and Reynolds number, it represents a ratio between the viscous
force and the surface tension force).
An iterative procedure is needed for the computation: a guess value of the gas velocity uG is imposed
and then the parameters deﬁned through equations Eq. (3.5), Eq. (3.4) are evaluated. The void fraction
ε is now known by Eq. (3.3). Finally a new value of the gas velocity is re-computed by Eq. (3.26), closing
the loop of the iterative procedure.
3.3 Pressure drop
3.3.1 Single phase pressure drops in tube bundles
The single phase pressure drop, can be split into two main contributions:
 Gravitational component, since the tube bundle conﬁguration is vertical, the diﬀerence of pressure
due to the action of the column of liquid must be evaluated. This component is expressed as
follows:
Δph = ρgh (3.6)
 Fluid friction on the tubes, shell walls and the blockage eﬀect induced by the presence of the tubes.
Focusing on the frictional component: the single phase pressure drop across tube bundle is a function of
the mass velocity of the ﬂuid through the bank bundle, its geometry and dimensions, and the physical
properties of the ﬂuid. A generic non-dimensional parameter ξ can be introduced:




where ξ = ξ(Re, geometry) and N characterizes the number of tube rows in the bundle. This last
parameter is mostly deﬁned as the number of major restrictions to the ﬂuid ﬂow. It can be deﬁned in
diﬀerent ways according to the employed approaches. The Reynolds number Re is deﬁned as follows






The parameters sq, sl, sd are the transverse, longitudinal and diagonal spacings. They are usually divided
by the tube diameter in order to obtain the non-dimensional parameters a, b and c. The geometry of the



















The following distinctions are made:
b ≥ 12
√





2a+ 1 Staggered with narrowest cross sectionalong the diagonal
For a staggered conﬁguration, with narrowest cross section perpendicular to the direction of the ﬂow,
equations Eq. (3.11) are valid. They link together the free stream velocity uf , the velocity in the narrowest
cross section ue, and the average velocity in the constriction uv:




)uf ue = a(a− 1)uf (3.11)
The most used correlations to predict single-phase frictional pressure drop on plain tube bundles are the
ones presented by Žukauskas & Ulinska [52] and Gaddis & Gnielinski [53].
Žukauskas and Ulinska
As previously pointed out, a non-dimensional parameter ξ is deﬁned in order to describe the pressure
drop through a tube bundle. Žukauskas calls this parameter ξ the Euler number Eu, which represents
the ratio between the pressure forces and the inertia forces. Using the Euler number, the single phase




In this case, the parameter N becomes the number of tube rows NR. Equations of the Euler number are
given for diﬀerent ranges of the Reynolds number below:
3 < Re ≤ 103 Eu
k1













103 < Re < 2.106 Eu
k1
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and k1 ≈ 1, thus the inﬂuence of this parameter can be
neglected.
Gaddis and Gnielinski
Gaddis and Gnielinski approached the problem by considering a superposition of laminar and turbulent




N is assumed to be the number of minor restrictions encountered by the ﬂuid NW . For our geometrical
arrangement, it corresponds to the number of tube rows NR, as in equation (Eq. (3.12)). The parameters
ξi and Eu are the same quantity. ξ is written in the following form:
ξi = ξi,lfzn,l︸ ︷︷ ︸
l
+(ξi,tfz,t + fn,t)[1 − e(−
Re+200
1000 )]︸ ︷︷ ︸
t
(3.16)
These correlations were developed for generic tube bundle geometries. Since diﬀerent tube bundles are
geometrically and ﬂuid-dynamically dissimilar, the arrangement factors f are dependent on the geometry
of the tube bundle: the relative transverse (a) and longitudinal (b) spacing. Considering ﬁrst the laminar
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The arrangement factor for a staggered arrangement with the narrowest cross section along the diagonal
is:
fa,l =
280π[(b0.5 − 0.6)2 + 0.75]
(4ab− π)a1.6 (3.18)





The arrangement factor for a staggered arrangement with the narrowest cross section along the diagonal
leads to:
fa,t = 2.5 +
1.2












The coeﬃcient fzn,l accounts for the eﬀect of temperature dependency on the physical constant and
the number of rows of tubes for the laminar component. For the turbulent case, fz,t accounts for the
temperature dependency. The parameter fn,t incorporates the eﬀects of inlet and outlet pressure drops
in turbulent ﬂows when the number of rows of tubes is small.
The number of rows seems to only have an importance in the case of non iso-thermal ﬂows; in this
case the acentric factor will act for NR < 10.
3.3.2 Two-phase pressure drop in tube bundles
The two-phase ﬂow pressure drop comprises for three diﬀerent components: static, momentum (or dy-
namic) and frictional. For an evaporating ﬂow, the static component is generally dominant when the ﬂow
moves in the vertical direction and at low mass velocities. The dynamic component accounts for the loss
of momentum experienced by the ﬂow during vaporization. The static and momentum components are
similar to those used in evaluating void fraction. The pressure drop can be written as:
Δp = Δps + Δpm + Δpf (3.21)


































Experimentally, the frictional pressure drop can be backed out as the diﬀerence between the total mea-
sured pressure drop and the sum of the static and momentum pressure drop computed as in Eq. (3.22)
and Eq. (3.23). In the literature, several methods and correlations to compute the frictional pressure
drop in tube bundle are available; as described by Ribatski and Thome in [49]. One of the most recent
methods was developed at LTCM by Consolini et al. [51]. This method put its basis on the single phase
pressure drop with a two-phase multiplier. The single phase friction factor for tube bundle f1, according
to Žukauskas and Ulinska [52], can be computed in terms of Euler number:




where Eu is deﬁned by Eq. (3.13), Eq. (3.14). Generically, Eq. (3.12) written in terms of the friction







Now considering two-phase ﬂow, in order to extend generic equations of single phase to two-phase ﬂow,
the single phase density and viscosity are replaced by the following mixing values based on the void
fraction:
ρ = ρL(1− ε) + ρGε μ = μL(1− ε) + μGε (3.26)
They then correlated the homogeneous friction factor f1 to a two-phase friction factor f2, to be found in





















In literature forced ﬂow-boiling heat transfer on tube bundles no well-validated general method for pre-
dicting heat transfer can be found. A global review of methods available is summarized in the work of
Ribatski and Thome in [49]. Many studies present diﬀerent heat transfer trends and dependencies from
the basic parameters such as heat ﬂux, mass velocity, vapor quality, etc. Shah in [55] underlines apparent
conﬂicts in literature that show diﬀerent behaviors according to the authors. The method developed at
LTCM for plain tubes, presented by Thome and Robinson in [54], considers an asymptotic method for





where the ﬁrst term is the nucleate boiling heat transfer coeﬃcient and the second term is the convective
boiling heat transfer coeﬃcient. The nucleate boiling term αo,pb is predicted using the Cooper correla-
tion Eq. (7.15); the convective heat transfer coeﬃcients were assumed to be the same as a thin ﬁlm ﬂow
of thickness δ over the tubes in the bundle:
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The LTCM method, cover only plain tubes with the refrigerant R134a. A more recent method, proposed
by Shah [55], was developed starting from a broader database. The author identiﬁed three possible
regimes: intense boiling regime (heat transfer depends on heat ﬂux), convective boiling regime (heat
transfer depends on heat ﬂux and mass velocity) and convective regime (heat transfer aﬀected by mass
velocity only). Shah deﬁned afterwards a set of equations for each regime.
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Chapter 4
Experimental Set-up
The existing LTCM bundle boiling facility has been modiﬁed and adapted to the new test conditions and
measurement methods. The ﬂow pattern instrumentation and visualization systems have been success-
fully integrated into the bundle boiling facility. A description of the test stand and the instrumentation
will now be given.
4.1 General description
The objective of the experimental part of this study was to run bundle boiling evaporation and adiabatic
two-phase ﬂow tests. A wide range of experimental conditions over smooth tubes was investigated in
order to obtain accurate values of two-phase pressure drops, local heat transfer coeﬃcient values, video-
recordings of the two-phase ﬂow, and high frequency laser and pressure signals. These were then used to
characterize the two-phase ﬂow. The ranges of the experimental conditions are summarized in Table 4.1.
Experimental test conditions
Test ﬂuid R134a, R236fa
Saturation temperature Tsat=5, 10, 15 [◦C]
Tube diameter Do=18.87 [mm], Di=16.00 [mm]
Tube pitch s=22.22 [mm]
Tube layout Staggered equilater
Vapor quality x=0.1-0.9 [−]
Mass velocity G=4, 10, 20, 30, 36 [kg/sm2]
Heat ﬂux qo=0, 7000, 12000, 21000 [W/m2]
Table 4.1: Experimental conditions for bundle boiling tests
The existing LTCM test loop, developed by Casciaro and Robinson [63], has been adapted to be able to
run these tests. The modiﬁcations consisted in limiting the diabatic part to the lower half of the tube
bundle compared to the conﬁguration of Robinson [63]. This allowed the installation of the ﬂow pattern
detection instrumentation in the adiabatic part.
The bundle boiling facility consists of a circulating loop supplying a ﬂow of refrigerant to the bundle
test section and a water loop that acts as the heat source for boiling the refrigerant. A pumping system
controls the refrigerant mass ﬂow rate. The ﬂow is driven through a pre-heater, where the inlet conditions
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of the test section are imposed in terms of vapor quality. After the test section and before re-entering
the pumping system, a condensing system brings the ﬂuid to sub-cooled conditions. The water circuit
supplies heat at controlled conditions. The circuits are highly instrumented. General information about
the basic conﬁguration is available in [63]. A scheme of the refrigerant and of the water circuits are
depicted in Fig. (4.1) and Fig. (4.2) respectively. An image of the test stand is given in Fig. (4.3)
Figure 4.1: Refrigerant circuit scheme Figure 4.2: Water circuit scheme
A cross section of the test section is shown in Fig. (4.5). The test section is housed by a reinforced stain-
less steel box 107mm wide, 268mm high and 1067mm long. The walls of the box have a thickness of
20mm. In the center of the test section is a bundle of 20 smooth copper tubes over which the refrigerant
ﬂow evaporates. The tubes have an outer diameter Do = 18.87mm and an internal diameter tube of
Di = 16.00mm. The bundle is eight rows high in a staggered, equilateral triangle layout with a pitch
sq = 22.22mm, Fig. (4.4). The tube length over which the heat transfer takes place measures 1027mm.
From Fig. (4.5) it can be seen that the tube bundle is subdivided into four groups of ﬁve tubes, with three
tubes on the bottom and two tubes on top per group. Each group of ﬁve tubes represents one pass of the
water ﬂow along the length of the test section. Thus, in the original conﬁguration, there were four passes
of the water through the test section. In the new conﬁguration just the two bottom passes are connected
to the water circuit; the two top groups are not. These two zones will be referred to respectively as the di-
abatic and adiabatic zones. There are still four passes but just the bottom two are connected to the water
circuit. The water direction is from the bottom to the top of the test section. The refrigerant enters at the
bottom of the test section, being distributed by a perforated tube and a ﬂat perforated distribution plate.
Considering the diabatic zone, within the two tube passes, there are stainless steel rods of 8mm diameter
centered in each tube. A copper element is wrapped along all the length of the rod, generating a spiral.
The rod increases the heat source water velocity and therefore also the water side heat transfer coeﬃ-
cient. The spiral wrap on the rod mixes the water to avoid a non-uniform water temperature distribution.
In Fig. (4.5) the central water circuit is instrumented, this provides local measurements of water tem-
perature from thermocouples installed at three axial positions for each pass for a total of six along the
ﬂow circuit. At each position, a set of two thermocouples is placed. One is installed in the upper part of
the annulus and one in the bottom part. Additionally, for each water circuit and for each pass, there is
a thermocouple that measures the inlet and outlet temperatures.
4.2 Flow pattern instrumentation
In the adiabatic zone of the test stand, indicated in Fig. (4.5), two diﬀerent sections are indicated as A-A
and B-B. Their schematic representation are given in Fig. (4.6) and Fig. (4.7).
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Figure 4.5: Test section layout
Figure 4.6: Section B-B (OW: optical window;
PH: photodiode; P: prism; L: laser source).
Figure 4.7: Section A-A (OW: optical window;
M: mirror; PT: piezo-electric pressure trans-
ducer; C: camera; LS: light source; F: ﬁber op-
tic).
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4.2.1 Laser system
Considering the section B-B, two tubes are used to house the laser system that constitutes the laser-
light signal two-phase detector. A more detailed layout of the laser system in section B-B is presented
in Fig. (4.8) to Fig. (4.11). Inside the right tube, the laser source is mounted. The laser beam is aligned
along the tube axis to reach a right angle prism at the midplane. The beam is thus deviated by 90◦,
passing through the optical window and exiting the tube where it encounters the two-phase ﬂow. The
beam then passes through the optical window of the second tube and on to a miniature photodiode. The
photo-diode converts the intensity of incident light into voltage, and a wiring system brings the electrical
signal outside the test section to the data acquisition system.
Laser
A laser-diode with a wavelength of λ = 635nm and a power output of Po = 1mW was installed. It
generates an elliptical beam proﬁle with an aperture of 4x1.5mm. The laser is driven by a DC power
supply of 5V and 0.3A.
Prism
The prism made of BK7 fused silica glass. Its size is 5.0x5.0x5.0 ± 0.2mm. It is characterized by a
surface quality of 40 − 20 scratch & dig, a surface ﬂatness of λ/4 at 633nm and an angle tolerance of
±5 arcmin. The two catheti are un-coated and the hypotenuse is coated with aluminium.
Photodiode
Several photo-diodes were tested. The most suitable for our application works in a spectral range of
λ = 350 − 1100nm with a maximum sensitivity at λ˜ = 850nm. The radiant sensitive area measures
7.45mm2 and the dimensions of the radiant sensitive area are 2.73x7.73mm.
Optical window
The optical window is made from a borosilicate glass tube (glass type 3.3) with an outer diameter
Do = 19 ± 0.20mm and wall thickness WT = 1.2 ± 0.05mm. The transmissivity at a wave length of
λ = 635nm is > 92%.
4.2.2 Piezo-electric & Visualization system
A detailed layout of section A-A is presented in Fig. (4.12). The tube at the extreme right is instrumented
with a piezo-electric pressure transducer. The component is installed at the same axial position as the
laser system. The remaining two tubes are designed to allow visual access to the test section by the
use of a system of mirrors. Two elliptical mirrors are installed at an axial distance along the two tube,
corresponding to the midplane of the test section. The casing, where the elliptical mirror is installed,
has a rectangular optical window of 10mm high and 12.70mm wide, as visible in Fig. (4.13). One tube
brings the light to the area of interest. A ﬁber optic cable brings the light along the tube axis just in
front of the elliptical mirror. The light is reﬂected by the mirror, crosses the optical window and passes
through the tube interspace with the two-phase ﬂow. Inside the tube, a paper ﬁlter is wrapped around
the optical window: this allows a more uniform distribution of the light in the zone of interest. The
resulting image is captured by the second mirror and is reﬂected along the tube axis. A high speed
digital camera, focused on the mirror, is installed externally for making video recordings. The tubes are
internally ribbed in such a way as to avoid light reﬂections, as explained in appendix C.
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Figure 4.8: Section B-B, laser system layout
Figure 4.9: Photo-diode casing, front view Figure 4.10: Photo-diode casing, back view
Figure 4.11: Laser-prism casing
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Figure 4.12: Section A-A, camera system and piezo-electric pressure transducer layout
Figure 4.13: Elliptical mirror/optical window
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Light source and optics
The cold light source is 20V with 150W and equipped with an IR ﬁlter. The optic source comprises a
single ﬂexible light guide ﬁber optic cable that is 1000mm long and 5mm diameter.
High speed camera
The high speed camera is capable of frame rates up to 120000 fps; it has a 10-bit CMOS sensor with
17μm pixels and adjustable shutter speeds of 16.7ms to 4μs.
Piezo-electric pressure transducer
The sensing element is made of quartz, housed in a stainless steel casing and works in compression. The
sensitive area measures 4.95mm2, with a diameter of D = 2.51mm. The measurement range for an
output voltage of ±5V is 690 kPa. The sensitivity (−40/+ 20%) is 7.3mV/kPa. The sensor can resist
pressures up to 1720 kPa with a resolution of 0.035 kPa and a resonance frequency of ≥ 250 kHz. The
accuracy is ≤ 1%FS.
Elliptical mirror
The mirror is constructed from glass fused silica glass. The cut angle is 45◦, with a minor axis of
14.00± 0.25mm, a major axis 19.80± 0.25mm and a thickness of 6.00± 0.25mm. A surface quality of
20− 10 scratch & dig and the surface ﬂatness is λ/10 at 633nm is present. The angle of incidence is 45◦.
The mirror has a dielectric coating, with a reﬂectivity HR of > 99% at 450− 650nm.
4.3 Instrumentation and measurement accuracies
4.3.1 Data acquisition system
All measurements are made with a computer equipped with a National Instruments data acquisition
system. The system is split into two sub-systems. Two acquisition cards were installed on the PC, one
for high frequency signal measurements (photo diode and piezo-pressure transducer) and the other one
for low frequency response instrumentation like thermocouples and pressure transducers.
For the high frequency measurements, a PCI-6143 card was installed. This card provides 8 diﬀeren-
tial channels with an ADC resolution of 16 bits, a sampling rate of 250 kS/s per channel and an input
range of ±5V . A shielded I/O connector block SCB-68 allows diﬀerent conﬁgurations of connections
according to the signal source type. The connection scheme is reported in Fig. (4.14). The signal from
the piezo-electric pressure transducer is a ground referenced signal. It is connected to the building sys-
tem ground and is therefore already connected to a common ground point with respect to the PCI.
The signal is diﬀerential: each input signal is tied to the positive input of the instrumentation ampliﬁer
and its reference signal, or return, is tied to the negative input of the instrumentation ampliﬁer. The
piezo-electric pressure transducer PCB-ICP-M105C02 is connected to the connector box through a sensor
signal conditioner PCB-480E09: ampliﬁcation x1, 10, 100 with a frequency range of 15 · 10−5 − 100 kHz
in case of ampliﬁcation x1, 10 while instead 15 · 10−5 − 50 kHz in case of ampliﬁcation x100. The piezo
electric system is powered by a power supply PCB-ICP-M105C02. The signal from the photodiode ele-
ment BPW34B is a ﬂoating signal source; it is not connected in any way to the building ground system.
In this case, a bias resistor connects the negative signal input to the analog input ground which itself
is connected to the ground of the data acquisition card. A resistor of 100KΩ is installed; this resistor
provides a return path for the 200 pA bias current. If a return path is not provided (as tested), the
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instrumentation ampliﬁer bias current stores up stray capacitances, resulting in uncontrollable drift and
possible saturation of the ampliﬁer.
Concerning the low frequency instrumentation, a PCI-6259 was installed. This card provides 32 dif-
ferential channels with ADC resolution of 16 bits and a sampling rate of 1MS/s aggregate. A SCXI-1000
module with four bays is connected to this card. For the acquisition computer, each of the four bays has
a 32 channel voltage measurement card (type 1102). The total number of acquisition channels is thus
128. Each channel of this system has a computer programmable gain: 1 for 0 to 10V signal (pressure
transducer and mass ﬂow meter) and 100 for low voltage signals (thermocouples). The signals can be
adjusted to the 0 to 10V range of the acquisition card in the computer. A 2Hz low pass frequency ﬁlter
is also included in the card for each channel. This helps to diminish the measurement noise and does
not aﬀect the steady-state measurements of this study. At the end of the acquisition chain, a terminal
block with 32 sockets is connected to the 1102 card. Each card has its own terminal block. The cold
junction for every thermocouple is made in this terminal block at the socket. The material of this socket
is copper for both poles (+ and −) such that the continuity of the two diﬀerent speciﬁc materials of
the thermocouple is broken at this point located inside the terminal block. The temperature of the 32
cold junctions is maintained uniform with a metallic plate and is measured by the system via an RTD
installed in the middle. Additionally, all the terminal blocks are placed in a closed cupboard away from
external thermal inﬂuences. In order to measure a test parameter in a channel, 100 acquisitions are made
in 0.02 s (50Hz electric period) and the average of these 100 values is calculated during the acquisition.
The result is the measured value of this channel. By this way, any noise from alternating current on the
measured signal is removed. This value is stored and the system steps to the next channel. With this
measurement method, the theoretical channel measurement frequency is 50 channels per second, but due
to the switching time between channels, the actual frequency is 10 channels per second. In total, it thus
takes 4.3 s to measure all the channels of the acquisition computer once. To obtain one data point, 30 of
such acquisition cycles are recorded and averaged.
Figure 4.14: PCI-6143 conﬁguration
4.3.2 Thermocouples
Type K thermocouples (NiCr/NiAl) are used. They are calibrated in a thermal bath: the reference is
provided by a reference platinum thermometer. The maximum deviation resulting from the calibration
is 0.03K. See Gstöhl [61] for more details.
4.3.3 Pressure transducers
Absolute pressure transducers are employed for monitoring the operating conditions and for security
reasons. The operating ranges are between 0 − 20 bar and 0 − 40 bar. Accuracies of ±0.4%FS and
±0.1%FS respectively were given by the supplier. These transducers are calibrated in the laboratory
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with a calibration balance. The deviation is always smaller than the one speciﬁed by the supplier.
Diﬀerential pressure transducers with working ranges of ±40 bmar are installed for pressure drop mea-
surements. An accuracy of ±0.1%FS is given by the supplier. The instruments are calibrated in the
laboratory with a water column.
4.3.4 Flow meter
Two Coriolis mass ﬂow meters are installed on the bundle boiling test facility with a range of 0−1.67 kg/s.
The uncertainty in the measurement is provided by the constructor using the equation: Δm˙/m˙ ≤
±(0.15 + S/m˙)%, where S = 8.3 10−3 kg/s is a constant depending from the mass ﬂow meter.
The air-water test facility is equipped with variable area ﬂow meters. For air, they range from 0.5 −
50Nl/h, 4 − 40Nl/h and 50 − 500Nl/h with an accuracy of 2.5%FS; for water from 0.5 − 50 l/h,
4− 40 l/h and 40− 400Nl/h with an accuracy of 2.5%FS.
4.3.5 Heat transfer: measurement accuracies
qo 7000 12000 21000
[W/m2] [W/m2] [W/m2]
δqo% ±18% ±15% ±14%
δαo% ±12% ±18% ±16%
Table 4.2: Heat ﬂux and local heat transfer coeﬃcient experimental uncertainties
A rigorous uncertainty analysis is presented in appendix F.
According to Eq. (7.10) the internal heat transfer coeﬃcient αi is calculated from the Gnielinski cor-
relation and the corrective multiplier Ci. The relative uncertainty in the value of Ci corresponds ap-
proximately to the relative uncertainty of the internal heat transfer coeﬃcient. δCi% = ±8% for 95.4%
conﬁdence interval. The relative uncertainties of the heat ﬂux and of the local refrigerant heat transfer
coeﬃcient are reported in Table 4.2, the values refer to 95.4% conﬁdence interval.
Chapter 5
Flow Patterns
This chapter discusses experimental results concerning the characterization of two-phase ﬂow in the tube
bundle. The analysis of the laser-photodiode signals, the piezo-electric pressure signals and the image
processing from the visualization are presented.
5.1 Flow pattern: General statement
The following two-phase classiﬁcation of ﬂow in tube bundles is assumed: bubbly ﬂow, intermittent ﬂow
and dispersed ﬂow.
5.2 Laser and pressure signals
The instrumentation was installed at diﬀerent positions, see Fig. (4.5) but the measured quantities rep-
resent essentially the same physical phenomena. The pressure and laser instrumentation were installed
in the adiabatic zone, which allows us to assume that the signals are representative of the same physical
phenomena, since in the adiabatic zone no heat exchange takes place. As the distance between the two
measurement points is only limited to a pitch value, the eﬀect of the pressure drop is negligible. The
sampling frequency for the laser-diode and for the piezo-electric transducer was set to fsamp = 10 kHz
over a time interval of tsamp = 10 s. This time interval was suﬃcient to sample the investigated two-phase
ﬂow phenomena based on a preliminary study.
Before being installed in the bundle boiling facility, the instrumentation for ﬂow pattern identiﬁcation was
tested over a wide range of conditions with air-water tests. This allowed evaluation of the instrumentation
prior to tests with refrigerants in the main facility. The tests were carried out at somewhat similar geo-
metric conditions. A detailed description and discussion of these air-water results is given in Appendix C.
As apparent from the state of the art review, Chapter 3, and from the air-water tests in Appendix C,
statistical quantities derived from the pressure and laser signals appear to be suﬃcient to characterize
the ﬂow.
5.2.1 Raw signal
Compared to air-water tests in horizontal tubes, ﬂow patterns in the bundle boiling facility could not be
readily identiﬁed from the structure of their signal. From this point of view, the techniques presented in
literature that use simple criteria for ﬂow pattern identiﬁcation, like simple amplitude analysis, lose their
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applicability in complex geometries. An example of a characteristic raw signals is shown in Fig. (5.1).

















R236fa, adiabatic, G = 4kg/sm2, Tsat = 5 ◦C, x = 0.2
Figure 5.1: Laser-pressure raw signals
5.2.2 Laser vs. pressure signal correlation
Unlike air-water experiments inside a horizontal tube, the laser and pressure signals measured in the
bundle boiling facility do not show a strong correlation. As shown in Fig. (5.2), the two signals have a
small correlation. This can be due to two factors: either a variation of the two-phase ﬂow in between the
two measurement points, or a diﬀerent response of the instrumentation to the same phenomena. Since
the instrumentation is installed in the adiabatic zone, the second hypothesis is the more probable. This
means that the two instruments react in a diﬀerent way to the ﬂow ﬁeld, or, a structure detected from the
laser could not be detected from the pressure and vice-versa. Furthermore, due to secondary ﬂow, a given
two phase structure encountering the ﬁrst transducer may not encounter the second. This hypothesis
will be conﬁrmed later by image analysis.
5.2.3 Statistical moments
The laser and pressure signals were analyzed to determine their statistical moments. A representative
plot of the ﬁrst four statistical moments of the laser signal are given in Fig. (5.3), Fig. (5.4), Fig. (5.5)
and Fig. (5.6). What is evident is that the value increases to a steady value with increasing vapor quality
at the same mass velocity. The standard deviation is small for all the cases and exhibits the same trend
as the mean. The skewness and the kurtosis remain positive for almost all the cases and tend to constant
values close to zero (indicating normal distribution) for higher vapor qualities. A massive analysis of all
the data points acquired for the diﬀerent refrigerants, for both laser and pressure, did not show clear
trends that could be used to indicate a ﬂow pattern eﬀect. Changing the saturation temperature, the
behavior remains unchanged and shows similar trends. No sensible variations in the moments were visible
when passing from 5 to 15 ◦C.
5.2.4 Probability density function
The PDFs of the laser and pressure signals were computed using the method presented in appendix A.
According to literature, the PDF of the laser and pressure signals should show a well known distribution.
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R236fa, adiabatic, G = 4kg/sm2, Tsat = 5 ◦C, x = 0.2
Figure 5.2: Cross-Correlation between the laser and pressure signals











G = 4 kg/sm2
G = 10 kg/sm2
G = 20 kg/sm2
G = 30 kg/sm2
G = 36 kg/sm2
R134a adiabatic Tsat = 10 ◦C
Figure 5.3: Laser mean




















G = 4 kg/sm2
G = 10 kg/sm2
G = 20 kg/sm2
G = 30 kg/sm2
G = 36 kg/sm2
R134a adiabatic Tsat = 10 ◦C
Figure 5.4: Laser standard deviation














G = 4 kg/sm2
G = 10 kg/sm2
G = 20 kg/sm2
G = 30 kg/sm2
G = 36 kg/sm2
R134a adiabatic Tsat = 10 ◦C
Figure 5.5: Laser skewness















G = 4 kg/sm2
G = 10 kg/sm2
G = 20 kg/sm2
G = 30 kg/sm2
G = 36 kg/sm2
R134a adiabatic Tsat = 10 ◦C
Figure 5.6: Laser kurtosis
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The analysis is presented below.
Laser signal: Dry-out detection
Fig. (5.7) and Fig. (5.8) show the PDF of all the experimental data points measured for R134a and R236fa.
From these plots, three groups of signals are identiﬁable. The three groups represent three saturation
temperatures: 5, 10 and 15 ◦C. It can be seen that the absolute mean signal amplitude decreases with
increasing saturation temperature. This eﬀect can be attributed to two diﬀerent factors: a change in
the surface tension of the saturated ﬂuid and a change of the optical properties of the ﬂuid. The surface
tension acts on the bubble dimension; a decrease of this physical quantity with an increase of temperature
will reduce the diameter of the bubbles. Therefore, due to the increased absorption of the transmitted
light as a result of smaller bubbles, one would expect the peak of the photo diode voltage PDF to move to
a lower absolute value as the temperature increases. Furthermore, the light passing through a two-phase
mixture encounters phenomena such as reﬂection, refraction and absorption. The physical quantities
governing these phenomena are temperature dependent, see Table (5.1), therefore resulting in changes in
the measured voltage.












Tsat = 10 ◦C
Tsat = 5 ◦C Tsat = 15
◦C
Figure 5.7: Laser PDF, diabatic R134a, dry-out detection
T [◦C] nL nG (nL + nG)/2
20.3 1.2356 1.0032 1.1194
29.7 1.2304 1.0041 1.1173
39.4 1.2234 1.0058 1.1146
49.7 1.2160 1.0077 1.1119
59.9 1.2083 1.0103 1.1093
Table 5.1: R134a liquid-vapor refractive indexes (n), [56]
We now focus on a single group of laser PDF for diﬀerent vapor qualities but at the same saturation
temperature, heat ﬂux and mass velocity, Fig. (5.9). As can be seen, the PDF for the x 
 1 cases exhibit
some peaks at higher absolute voltages that are almost one order of magnitude bigger in amplitude than
other features. Since light attenuation is a function of its absorption by the ﬂuid, and is expected to
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Tsat = 10 ◦C
Tsat = 15 ◦CTsat = 5 ◦C
Figure 5.8: Laser PDF, diabatic R236fa, dry-out detection
be higher for the liquid phase than for gas phase, it is evident that in such a case just the gas phase
is present. This implies a dry-out condition. These cases were cross-checked with the temperature
distribution along the water circuit. In Fig. (5.10), the proﬁle of the water temperature along the circuit
for four diﬀerent inlet vapor qualities, ranging from x = 0.6 to x = 0.9, are plotted. With an imposed
heat ﬂux of 7000W/m2, the vapor quality at the measurement point ranges from slightly less than 1 to a
dry-out condition of x = 1. This can be clearly seen from Fig. (5.10): a lower inlet vapor quality results
in a vapor quality smaller than 1 at the measurement point. The water temperature proﬁle in this case
develops as expected by following a parabolic distribution along the circuit. An increase in inlet vapor
quality results in dry-out at the measurement point; this can be seen from Fig. (5.10) for the inlet vapor
quality of x = 0.7 and 0.8, where the water temperature proﬁle becomes ﬂat from at point b. Although
the two curves still follow a parabolic proﬁle for the ﬁrst part of the circuit, they suddenly get ﬂat at a
well deﬁned location. This is because part of the bundle is in the dry-out condition. This produces a
dramatic drop of the shell-side heat transfer coeﬃcient in such areas. A lower heat transfer coeﬃcient
signiﬁes a lower heat ﬂux, thus leading to an almost constant water temperature. A further increase of
inlet vapor quality to x = 0.9, produces an earlier dry-out in the tube bundle, as indicated by label a
in Fig. (5.10). Coming back to the laser signal, the PDF analysis seems to be good way of identifying
dry-out conditions but it does not indicate any changes in ﬂow regime over the present test conditions.
In Fig. (5.11) and Fig. (5.12), the experimental data are plotted in terms of superﬁcial gas and liquid
velocities for R134a and R236fa, respectively. Each plot displays conditions of heat ﬂux ranging from
0 to 21000W/m2, saturation temperatures of 5, 10, 15 ◦C, and mass ﬂuxes from 4 to 36 kg/sm2. On
the same plots, the experimental points approaching conditions of dry-out are marked with black circles.
The dry-out zone appears to be well-deﬁned and similar for the two investigated ﬂuids; a qualitative line
indicating the border between dry-out and non-dry-out is placed on the plots. A data point was deﬁned
as a dry-out point if and only if it simultaneously respected the conditions of a ﬂat water proﬁle and a
laser PDF peak. The deﬁnition of the dry-out zone constitutes an important achievement in the ﬁeld of
bundle boiling evaporation, because it enables one to identify conditions of very poor heat transfer and
also indicates where a change in the heat transfer model must be made.
For non-dry-out conditions, the PDFs are similar; they usually exhibit a single-peak that is characteristic
of bubbly ﬂow for almost all the experimented conditions. The positions of the peak change; however,
no coherent trend can be observed, Fig. (5.9). Although, it was easy to identify changes in the two-
phase distribution of air-water ﬂows, it is not possible here: the PDF exhibit only small changes of
intensity and the mean values remain almost constant for all the experimental conditions. PDF analysis
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R134a, q = 7000W/m2, G = 4kg/sm2, Tsat = 5 ◦C
Figure 5.9: Dry-out detection, laser PDF for diﬀerent vapor qualities

















R134a, q = 7000W/m2, G = 4 kg/sm2, Tsat = 5 ◦C
Figure 5.10: Dry-out, water temperature as a function of position along the water circuit
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Figure 5.11: Flow map, R134a
























Figure 5.12: Flow map, R236fa
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is widely employed for air-water ﬂows by the two-phase community, this seems to be a valid approach, as
demonstrated by the preparatory experimental campaign for air-water ﬂows described in appendix C, but
it is probably not the best approach for two-phase ﬂows in tube bundles. To investigate all possibilities
in terms of PDF analysis, the method presented in Aprin [57] was applied to the measured laser signal.
This method is applicable to binary signals such as those from electronic devices that digitize the signal
intensities into binary. Therefore, the laser time record was converted into a binary signal and the
treatment deﬁned by Aprin was applied. The signal was split into time blocks of 0.02 s and a void
parameter was then computed for each block. This was the ratio of the time where the signal reached
the threshold value relative to the total time window. The PDF of this void distribution was then
computed. It was found that although the method was not sensitive to the time window size, it was
highly dependent on the intensity threshold used to binarize it, Fig. (5.13). In other words, diﬀerent
PDF results are obtained from diﬀerent thresholds, leading to a lack of robustness.













































R236fa adiabatic G = 4kg/sm2 Tsat = 5 ◦C x = 0.2
Figure 5.13: Threshold analysis
Pressure signal
Although the same analysis was carried out on the pressure signals, it did not lead to any sensible
conclusions for characterizing the two-phase ﬂow patterns. Concerning dry-out, the PDF of the pressure
signal diﬀers from the laser one. There is no sharp variation of the PDF that can be used to identify
dry-out; the PDF smoothly changed from non dry-out to dry-out. Therefore, the pressure signal PDF
seems to be unable to clearly identify the dry-out condition from other phenomena that could indicate
changes in ﬂow pattern. To have a clearer view of the PDF distribution, contour plots of the PDF are
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shown in Fig. (5.14). In each sub-graph the PDF intensity is plotted: along the abscissa we have the
local vapor quality at the investigated point and the signal intensity on the ordinate .
Each sub-graph row refers to the same saturation temperature, ranging from 5 to 15 ◦C, and each column
to the same mass velocity varying from 4 to 30 kg/sm2. Variations in the PDF intensity and shape
are present but they do not seem to follow any particular trends. At the lowest investigated mass
velocity, 4 kg/sm2, for all the vapor qualities, the PDF of the pressure exhibits a single sharp peak and
ﬂat tails characteristic of a high kurtosis distribution. For all other mass velocities, the PDF exhibited
a distribution that ranged from a single sharp peak to a double peak, with generally smaller kurtosis
characteristic of a more rounded distribution. The diﬀerent PDF proﬁles are randomly linked to the
ﬂow conditions and for this reason they can not be employed as possible ﬂow regime indicators. The
detailed distribution of the PDFs, grouped according to heat ﬂux for R236fa at Tsat = 15 ◦C are shown
in Fig. (5.15) to Fig. (5.18). The results for other saturation temperatures and for R134a are not reported
here since they show similar features as those presented above. Examples of possible PDF distributions for
ﬁxed conditions are given in the subplots A, J , Q and U of Fig. (5.15); these correspond, respectively, to
the experimental points at G=4, 10, 20 and 30 kg/sm2 for a vapor quality of x=0.1. These experimental
points, according to existing ﬂow pattern maps like Noghrehkar et al. [16] and Ulbrich & Mewes [12]
and to visual observations, should fall in the same ﬂow regime but the pressure PDF seem to be unable
to identify these phenomena. the exact reason for this appears to be that no signiﬁcant variation in

























































Figure 5.14: PDF pressure contour plots, R236fa, adiabatic
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Q − T G=20 Kg/sm2
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Figure 5.15: PDF of the pressure, adiabatic R236fa, Tsat=10 ◦C
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A − C  G=4 Kg/sm2
D − I   G=10 Kg/sm2
J − M G=20 Kg/sm2
N − O G=30 Kg/sm2




























































































































































































Figure 5.16: PDF of the pressure, q=7000 [W/m2], R236fa, Tsat=10 ◦C
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A − E   G=10 Kg/sm2
F − I  G=20 Kg/sm2
J − K G=30 Kg/sm2








































































































































Figure 5.17: PDF of the pressure, q=12000 [W/m2], R236fa, Tsat=10 ◦C
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A − C   G=10 Kg/sm2
D − G  G=20 Kg/sm2
H − I   G=30 Kg/sm2


















































































































Figure 5.18: PDF of the pressure, q=21000 [W/m2], R236fa, Tsat=10 ◦C
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5.2.5 Power spectrum
Power spectrum analysis was carried out on the laser and pressure signals. The sampling frequency
fsamp = 10000Hz led to a Nyquist frequency of 5000Hz. The original signal, of length 10 s, was ﬁltered
with an anti-aliasing Kaiser ﬁlter, where the cut-oﬀ frequency was set at 0.96 times the Nyquist frequency.
The signal was then split into 192 records of 2048 samples; the scheme assumes a 0.5 overlap ratio between
successive records. The fast Fourier transform (FFT) then lead to a frequency resolution of 39.35Hz in
the ﬁnal spectra.
Laser signal
No sensible information could be extracted from the FFT power spectra of the laser signal.
Pressure signal
Power spectrum contour plots of the pressure signal are presented in Fig. (5.20) to Fig. (5.23). Each
ﬁgure collects all the data for the same heat ﬂux level, while each sub-ﬁgure represents a contour plot
of the power spectrum intensity as a function of the local vapor quality and frequency. Considering one
ﬁgure, each row represents the same saturation temperature and each column the same mass velocity.
For each condition, where a condition is identiﬁed by a speciﬁc heat ﬂux, temperature and mass velocity,
important features were identiﬁed. In all, four diﬀerent modes were observed, and identiﬁed as A, B, C
and D.
A. Fig. (5.19)A shows two features. Firstly, a component at approximatively 200Hz, whose frequency
increases with increasing vapor quality. Secondly, well deﬁned high frequency modes that disappear
above a certain vapor quality.
B. Similar to A, however, the high frequency components only appear at higher vapor qualities in
Fig. (5.19)B.
C. A high frequency component that decreases in frequency with increasing vapor qualities, highlighted
in Fig. (5.19)C.
D. An increase in the level of background noise across the spectrum; possibly indicative of chaotic activity,
highlighted in Fig. (5.19)D.
A B C D










































T=5°C G=10Kg/sm2 T=5°C G=30Kg/sm2T=5°C G=20Kg/sm2
T=5°C G=4Kg/sm2
T=10°C G=4Kg/sm2 T=10°C G=10Kg/sm2 T=10°C G=20Kg/sm2 T=10°C G=30Kg/sm2
T=15°C G=4Kg/sm2 T=15°C G=10Kg/sm2 T=15°C G=20Kg/sm2 T=15°C G=30Kg/sm2
Figure 5.20: Power spectrum of the pressure, R236fa, adiabatic










































T=5°C G=10Kg/sm2 T=5°C G=20Kg/sm2 T=5°C G=30Kg/sm2
T=10°C G=4Kg/sm2 T=10°C G=10Kg/sm2 T=10°C G=20Kg/sm2 T=10°C G=30Kg/sm2
T=15°C G=4Kg/sm2 T=15°C G=10Kg/sm2 T=15°C G=20Kg/sm2 T=15°C G=30Kg/sm2











































T=5°C G=10Kg/sm2 T=5°C G=20Kg/sm2 T=5°C G=30Kg/sm2
T=10°C G=4Kg/sm2 T=10°C G=10Kg/sm2 T=10°C G=20Kg/sm2 T=10°C G=30Kg/sm2
T=15°C G=4Kg/sm2 T=15°C G=10Kg/sm2 T=15°C G=20Kg/sm2 T=15°C G=30Kg/sm2
Figure 5.22: Power spectrum of the pressure, R236fa, q = 12000W/m2










































T=5°C G=10Kg/sm2 T=5°C G=20Kg/sm2 T=5°C G=30Kg/sm2
T=10°C G=4Kg/sm2 T=10°C G=10Kg/sm2 T=10°C G=20Kg/sm2 T=10°C G=30Kg/sm2
T=15°C G=4Kg/sm2 T=15°C G=10Kg/sm2 T=15°C G=20Kg/sm2 T=15°C G=30Kg/sm2
Figure 5.23: Power spectrum of the pressure, R236fa, q = 21000W/m2
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5.3 High speed video recordings
The sampling frequency of the high speed camera was fsamp = 6 kHz over a time interval of tsamp = 4 s;
the frame size was 256x256 pixels. In Fig. (5.24), a characteristic image of the two-phase ﬂow is depicted.
The setup of the visual system allows the acquisition of images covering an elliptical area with a semimajor
axis of a = 6.35mm and a semiminor axis of b = 5.00mm. The line AB, deﬁned at the midplane, was
used as the reference for the image analysis.
Figure 5.24: Field of view geometry
The novel approach used to evaluate the video recordings was to extract the pixel line AB from each
image and to plot it over time. This results in an image where the abscissa is the line AB and the
ordinate is the time. This allows a better and easier visual analysis of the results at the narrowest gap
between the tubes. The concept is depicted in Fig. (5.25), where over an interval of time Δt = (t∗ − t0),
a structure moves up through AB. Plotting this in a time dependent diagram results in a single image
where structures crossing AB become inverted.
Figure 5.25: Image analysis concept
The resulting video observation is characteristic of the ﬂow at the seventh tube row. These are depicted
in Fig. (5.26), Fig. (5.28), Fig. (5.29) and Fig. (5.30) for a representative sample of the experiments:
R236fa, Tsat=10 ◦C. The results are grouped according to the heat ﬂux level and to the saturation tem-
perature. In each image, a sketch of a ﬂow map in terms of superﬁcial gas and liquid velocities is shown;
this provides a direct link between the visual observation and its experimental conditions. According
to the literature, mainly on the basis of air-water experiments, the classiﬁcation of bubbly, intermittent
and dispersed is assumed. Bubbly ﬂow is deﬁned as a gas distributed as discrete small bubbles in the
continuous liquid phase. The diameter of these bubbles is less than the characteristic spacing between
tubes and should be generally uniform size. Dispersed ﬂow manifests itself as an irregular and alternating
motion of the liquid and gas. However, in the present study, the dispersed region was not covered because
it was out of the range of possible measurements.
Considering the presented range of experimental conditions, the visualization of the tube bundle in-
dicated that bubbly ﬂow did not manifest itself as expected. Due to the low gas velocities typical of this
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regime, the ﬂow appears as a continuous liquid phase characterized by the presence of vapor bubbles of
limited size. Vertically the gas bubbles are conﬁned by the narrow gap between the tubes, whilst in the
direction of the tube axis no conﬁnement is present. At the measurement point, considered as represen-
tative, the bubbles are much bigger than the tube interspace and are not generally uniform in size. This
can be expected in diabatic conditions: at a small inlet vapor quality, for example less then 0.1, we would
expect a kind of bubbly ﬂow. In such a case, a bubble rising from the bottom of the bundle will encounter
all the tube rows where evaporation is taking place. New gas structures will be generated and then gen-
erally interact and coalescence will take place, leading to the observed patterns. Therefore, the ﬂow
pattern changes across the tube bundle, at least in diabatic conditions. So, if a bubbly ﬂow, as deﬁned
in literature, is present at the bottom of the bundle, this will not be the case at the measurement location.
Superimposed on the vertical motion are secondary eﬀects that manifest themselves on the gas structures
and are visible in the ﬁgures, see for example points A, B, J of Fig. (5.26). The lateral movement indicates
recirculation eﬀects. This is generally more visible at low vapor qualities where the gas structures are
well identiﬁable and trackable.
Following an ideal line of constant mass velocity and increasing vapor quality, an increase of the gas
structure dimensions is notable; they get closer to each other in a chaotic and irregular motion until they
cover all the visual area in continuous fashion. Liquid slugs appear randomly for intermediate conditions.
This is visible for example in Fig. (5.26) at a mass velocity of 10 kg/sm2 with a vapor quality ranging
from 0.1 to 0.7.
At high vapor superﬁcial velocities, the gas phase is dominant and covers all the visual area. A wavy
surface indicates the presence of a liquid ﬁlm all around the tube, that is a sort of "annular ﬂow". In all
the investigated conditions, excluding conditions of dry-out, the tube appears to be covered by a layer
of liquid that manifests its presence by a wavy surface. Unfortunately, it was not possible to determine
the liquid ﬁlm thickness around the tubes in the bundle boiling facility. A sequence of representative
raw images, obtained by the experimental campaign, is given in Fig. (5.31) where the waves are clearly
visible. One possibility, from the acquired images, is to compute the local void fraction based on the
area occupied by the liquid and the vapor phases. In the presented case, the image is a two-dimensional
representation of the ﬂow; this can lead to misinterpretations since the two-phase ﬂow normal to the
observation plane is not known. Therefore, the images do not give a full representation of the inter-tube
volume. The present images are a good starting point for ﬂow identiﬁcation, but future improvements of
the developed techniques should provide a better view of the ﬂow ﬁeld.
Coming back to the power spectrum of the pressure signal, it is interesting now to compare the four
identiﬁed modes with the visual results. For the mode deﬁned previously as A, the high energy peaks at
low frequency are most probably linked with the direct passage of bubbles or more generally gas struc-
tures. The passage of a gas structure leads to a variation in the pressure. This can explain the continuous
shift of the low frequency peaks towards higher frequencies. For modes B and C it was not possible to
ﬁnd any link with the ﬂow observations. Mode D, characteristic of chaotic motion, is representative of a
ﬂow that appears visually as a continuous structure of gas without liquid inclusions, and where a wavy
surface indicates the presence of a liquid ﬁlm. Therefore, it is possible to speculate that in this case the
liquid is mainly present as a ﬁlm. The wide range of higher frequencies characteristic of mode D could
be an eﬀect of the wavy ﬁlm pattern.
The measurement campaign was carried out in a range of mass velocities between 4 and 40 kg/sm2.
The results did not show agreement with the maps of Noghrehkar et al. [16] and Ulbrich and Mewes [12].
This mismatch is also clear from the frictional pressure drop and the local heat transfer data. The lack
of changes in behavior in the measured data could indicate that they were all taken in the same ﬂow
regime, and that no mode change occurred. This could suggest the validity of the map proposed by
Xu et al. [14], [15], since all his points fall in the churn regime that is controlled by gravitational forces
and characterized by chaotic motion and distorted bubble shapes. However, this is speculation since the
experiments conducted by Xu et al. were for air-water ﬂows. According to our identiﬁcation campaign,
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it was not feasible to propose a new ﬂow pattern map, at least at this time, since the visual data indi-
cate a gradual transition from one condition to another. It is of course possible to deﬁne diﬀerent ﬂow
regimes according to bubble sizes, but since there is no direct eﬀect on the measured local heat transfer
or frictional pressure drops, this appears not to be important at this stage.
Flow pattern maps proposed in literature for tube bundles are based on their supposed correspondence
to intube two-phase ﬂows. However, the results of the present study do not lead to a validation of this
duality. The observed discrepancies include:
• Due to the change in geometry within a tube bundle, the convected bubbles are subjected to cyclic
compression and expansion as they pass across the tube vows.
• Unlike intube ﬂows, the liquid ﬁlm is no longer continuous but becomes interrupted from tube to
tube.
• The bundles display secondary ﬂow patterns absent in intube two-phase ﬂow.
































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































   














































































































































































































































































































































































































































































































































































































































































































































































































































































































   
















































































































































































In this chapter, the experimental results concerning pressure drop in tube bundles are discussed and
compared to existing two-phase pressure drop correlations. An analysis of local frictional two-phase
pressure drop and an update of the existing LTCM prediction method is proposed.
6.1 Single phase pressure drop results
A validation of the test-section in single-phase ﬂow conditions was undertaken for tests with sub-cooled
liquid R134a ﬂowing through the test section from bottom to top. The experimental test conditions are
presented in Table 6.1.
Tubes Smooth tubes (Table 6.2)
Test ﬂuid R134a
Saturation temperature Tsat=14 ◦C
Mass ﬂux 4-40 [Kg/m2s]
Table 6.1: Single phase test conditions
The liquid ﬂow is driven through the test section at controlled conditions. When steady-state conditions
were reached, the acquisition was performed. The diﬀerential pressure taps are located at the inlet and
at the exit of the test section.
6.1.1 Geometry
The geometry arrangement of the tube bundle in non-dimensional form is represented as:
a = sq
Do
= 1.178 [−] b = sl
Do
= 1.020 [−] c = sd
Do
= 1.178 [−] (6.1)














Table 6.2: Tube geometry parameters
6.1.2 Experimental results
The following results are representative of the experimental conditions noted previously in Table 6.1. The
Reynolds numbers covered were for Re from 340 to 3400. In Fig. (6.1) the total single phase pressure
drop was measured and its gravitational component is plotted versus the mass ﬂux. As expected, at
low mass velocities in the investigated range, the gravitational component is the dominant one. Its
values for an all liquid ﬂow is 2040Pa, two orders of magnitudes larger than the frictional component.
Fig. (6.2) depicts the experimental frictional component versus those predicted from the Žukauskas and
the Gnielinski methods presented in 3.3.1. As expected, the single phase frictional component is very
small; this is due to the low Reynolds numbers imposed through the test section, according to the feasible
operating range of the test facility. The two prediction methods agree well with each other but they do not
predict the experimental data in a satisfactory way. Considering the accuracy of the diﬀerential pressure
transducers employed that were sized for two-phase ﬂow, the diﬀerence between the experimental and
predicted components remains inside the uncertainty of the diﬀerential pressure transducer. Hence, is
not possible to pre-validate the measurements with single-phase liquid tests, as their values are too low
for the instrumentation chosen for the much larger two-phase pressure drops.


















Figure 6.1: Experimental pressure drop





















Figure 6.2: Experimental frictional pressure
drop versus predicted
6.2 Two-phase pressure drop results
Measurements of the two-phase pressure drop were carried out. Each measurement is comprised three
components: gravitational, momentum and frictional pressure drop. According to the equations presented
in 3.3.2, the gravitational and momentum components can be backed out from the measured test condi-
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tions and from the evaluation of the void fraction by the application of the Feenstra et al. method [50]
described in 3.2. The computation of the void fraction makes use of the computed values of the vapor
quality through the tube bundle; this is possible through thermal balances across a discretized geometry
of the tube bundle. The discretization of the tube bundle for the thermal balance and thus for the vapor
quality and void fraction is depicted in Fig. (6.3): thermal balances are based on the control volumes indi-
cated as A1 to A7 and identiﬁed with the coordinate z from i0 to i7, the corresponding values are shown
in Table 6.3. Coming back to the original problem of the frictional pressure drop computation, once all
the necessary quantities are calculated to determine the gravitational and momentum component, the
frictional one is backed out from the measured total pressure drop. For the pressure drop computation,
the discretization scheme is slightly diﬀerent and the distance between two reference sections is now one
pitch of the tube bundle and is indicated in Fig. (6.3) with letters from a to h. At this point, the values
of the void fraction at the section of interest are computed through a linear interpolation between two
values of the discretization scheme of the heat transfer. This is done, according to equations presented
in 3.3.2, to account for variations of the thermal properties of the refrigerant for the calculation of the
gravitational component.












Table 6.3: Discretization geometric reference
Fig. (6.4) and Fig. (6.5) depict, for adiabatic R134a and R236fa, the static and frictional pressure drop
as a percentage on the total pressure drops. Each static pressure drop data is paired with a frictional one
and vice-versa. The static and frictional pressure drop results are of the same order of magnitude. For
diabatic tests, Fig. (6.6) and Fig. (6.7) additionally depict the momentum component. The static and
frictional pressure drop results are of the same order of magnitude and the momentum pressure drop,
that reﬂects the change in kinetic energy of the ﬂow, is negligible.
The interpretation of the frictional pressure drop data results must consider that the uncertainty on the
frictional pressure drop is strictly linked with the uncertainty on the prediction of the void fraction. The
void fraction model, Feenstra et al. method [50], predicts values within ± 20%.
6.2.1 Local experimental pressure drop results
Adiabatic ﬂow
Local plots of the pressure drop components across the tube bundle are presented here. The frictional
pressure drop appears not to be sensitive to the saturation temperature in the investigated range Tsat=5-
15 ◦C. In Fig. (6.8) and Fig. (6.9), plots of the frictional pressure drop for R134a and R236fa under
adiabatic conditions at a mass velocity G=10 kg/sm2 are presented. The increase in two-phase frictional
pressure drop with vapor quality is also in line with expectations. No clear dependencies on saturation
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Figure 6.4: Comparison of the static and frictional pressure drops, R134a adiabatic















Figure 6.5: Comparison of the static and frictional pressure drops, R236fa adiabatic
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Figure 6.6: Comparison of the static, momentum and frictional pressure drops, R134a diabatic
















Figure 6.7: Comparison of the static, momentum and frictional pressure drops, R236fa diabatic
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temperature are noticed. The same behavior appears for the wide range of mass velocities investigated.
For this reason, only the results at the saturation temperature of 15 ◦C will be shown. Analyzing the
frictional pressure drop data under adiabatic conditions, slightly negative values are obtained, this is
due to the accuracy of the instrumentation and to the procedure used to back out this pressure drop
component; a process which is aﬀected by uncertainties in the heat balances and the void fraction model.

















R134a adiabatic G = 10 kg/sm2
Figure 6.8: R134a adiabatic, G=10 kg/sm2,
frictional pressure drop component

















R236fa adiabatic G = 10 kg/sm2
Figure 6.9: R236fa adiabatic, G=10 kg/sm2,
frictional pressure drop component
Concerning the adiabatic results for R134a in Fig. (6.10), Fig. (6.11) and Fig. (6.12), the total pressure
drop, the static and the frictional component are plotted as a function of the vapor quality according
to the mass velocity that ranges between 4 and 40 kg/sm2. At higher mass velocities, a wide range of
vapor qualities could not be covered due to limitations of the experimental facility. Observing the total
pressure drop Fig. (6.10) and the static one Fig. (6.11), there is a decrease of the pressure drop with
increasing vapor quality for a ﬁxed mass velocity. The measurements also depict lower total and static
pressure drop values for lower mass velocities. This is visible also for R236fa in Fig. (6.13) and Fig. (6.14).
These decreases with increasing vapor qualiy can be explained considering Fig. (6.16), where for a ﬁxed
temperature and vapor quality, the void fraction ε and the velocity ratio S are plotted as a function of
the mass velocity G. The void fraction increases with the mass velocity at a ﬁxed vapor quality, show-
ing a factor of 3 between the lowest and the highest mass velocity (4-30 kg/sm2). The velocity ratio,
between the vapor and liquid phases, decreases by a factor of 5 for mass velocities ranging from 4 to
30. Considering now that the density used to compute the static pressure drop is a linear combination
of vapor and liquid densities weighted respectively to ε and (1 − ε), the behavior is directly linked to
the fact that diﬀerent void fractions are obtained for diﬀerent mass velocities with the same vapor quality.
Analyzing now the frictional component, for R134a and R236fa depicted in Fig. (6.12) and Fig. (6.15),
the frictional pressure drop, as expected, increases with the vapor quality for a ﬁxed mass velocity over
the investigated range (x=0 − 0.9). The adiabatic experiments reached a maximum vapor quality of 0.9
(limited by the pre-heater). A maximum of the pressure drop right before the dry-out would be expected
but could not be reached experimentally. An increase of the mass velocity for the same vapor quality
led to an increase of the frictional pressure drop, as expected. A plot of the void fraction and velocity
ratio for a ﬁxed mass velocity of 4 kg/sm2 as a function of the vapor quality at adiabatic conditions for
R236fa at a saturation temperature of Tsat=15 ◦C is given in Fig. (6.17): the velocity ratio decreases
slightly showing a limited dependency on the vapor quality.
No signiﬁcant changes in trends of the pressure drop were observed, that would perhaps have indi-
cated a change of the ﬂow pattern in the investigated experimental range. Another possibility is that for
the ﬂow patterns covered with the present investigation, the ﬂow patterns do not play a dominant role
in the pressure drop behavior.
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R134a adiabatic Tsat = 15 ◦C
Figure 6.10: R134a adiabatic, Tsat=15 ◦C, total
pressure drop



















R134a adiabatic Tsat = 15 ◦C
Figure 6.11: R134a adiabatic, Tsat=15 ◦C,
static pressure drop component


















R134a adiabatic Tsat = 15 ◦C
Figure 6.12: R134a adiabatic, Tsat=15 ◦C, fric-
tional pressure drop component
















R236fa adiabatic Tsat = 15 ◦C
Figure 6.13: R236fa adiabatic, Tsat=15 ◦C, to-
tal pressure drop



















R236fa adiabatic Tsat = 15 ◦C
Figure 6.14: R236fa adiabatic, Tsat=15 ◦C,
static pressure drop component


















R236fa adiabatic Tsat = 15 ◦C
Figure 6.15: R236fa adiabatic, Tsat=15 ◦C, fric-
tional pressure drop component
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V elocity ratio S
V oid fraction ε
R236fa adiabatic Tsat = 15 ◦C x = 0.2
Figure 6.16: R236fa adiabatic, Tsat=15 ◦C,
x=0.2 [−], void fraction and velocity ratio

















V oid fraction ε
V elocity ratio S
R236fa adiabatic Tsat = 15 ◦C G = 4 kg/sm2
Figure 6.17: R236fa adiabatic, Tsat=15 ◦C,
G=4 [kg/sm2], void fraction and velocity ratio
Diabatic ﬂow
The results for frictional pressure drops for diabatic ﬂow are presented here. The frictional pressure drop
is plotted as a function of the mean vapor quality between the inlet and the outlet of the test section
(the vapor quality changes across the tube bundle). R134a and R236fa were investigated and the results
were grouped according to ﬂuid type and heat ﬂux, depicted from Fig. (6.18) to Fig. (6.23).
The frictional pressure drop in each case shows the classical trend: it increases with the vapor qual-
ity for a ﬁxed mass velocity. When the conditions of the vapor quality equal to 1 are approached for
the lowest mass velocity (4 kg/sm2), there is a dramatic drop of the pressure drop. This is visible for
example at a heat ﬂux of 7000W/m2 in Fig. (6.18), which approaches a vapor quality of 1 at the exit
of the bundle facility is indicated with the circle. At a low mass velocity, dry-out suddenly covers most
of the heat transfer area and for this reason a quick drop in the frictional pressure drop appears. The
same behavior is visible for R236fa at the same heat ﬂux levels as in Fig. (6.21), where dry-out appears
at earlier inlet vapor qualities for a ﬁxed mass velocity. This diﬀerence between R134a and R236fa is
linked to the thermophysical properties of the ﬂuid and particularly to the latent heat of vaporization:
for R236fa at Tsat=15 ◦C, the latent heat is 19% smaller than for R134a. Earlier dry-out for R236fa in
respect to R134a is visible for all levels of heat ﬂux. Particularly, at low mass velocities, the frictional
pressure drop indicates the dry-out as a sudden drop as in Fig. (6.18) to Fig. (6.23).

















R134a q = 7000W/m2 Tsat = 15 ◦C
dry-out
xout=1
Figure 6.18: R134a, q=7000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent

















R134a q = 12000W/m2 Tsat = 15 ◦C
dry-out
xout=1
Figure 6.19: R134a, q=12000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent
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Figure 6.20: R134a, q=21000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent



















R236fa q = 7000W/m2 Tsat = 15 ◦C
Figure 6.21: R236fa, q=7000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent



















R236fa q = 12000W/m2 Tsat = 15 ◦C
Figure 6.22: R236fa, q=12000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent
















R236fa q = 21000W/m2 Tsat = 15 ◦C
dry-out
xout=1
Figure 6.23: R236fa, q=21000W/m2,
Tsat=15 ◦C, frictional pressure drop com-
ponent
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6.2.2 Experimental results vs. prediction methods
Adiabatic ﬂow
The experimental frictional pressure drop results for R134a and R236fa in adiabatic conditions were
compared to the prediction methods of Ishihara et al. [58], Xu et al. [14] and Consolini et al. [51].
The basic idea was to select the adiabatic experimental results as reference for a comparison with the
existing methods; they are more accurate as they account for the fact that during the measurements,
the momentum component of the pressure drop is not present and the vapor quality (and thus the void
fraction) are uniform in the bundle.
The method of Ishihara et al. and Xu et al. are correlations based on the Martinelli model to represent
the two-phase friction multiplier. The two-phase multiplier accounts for the ratio between the two-phase









Ishihara set the parameter C to a value of 8 (for the data reduction, the single phase pressure drop
was predicted by the method of Žukauskas and Ulinska [52] presented in 3.3.1). Xu et al. instead
of using a constant value of C as assumed by Ishihara, proposed an empirical equation for C based
on the dimensionless superﬁcial velocity and the vapor quality. The method of Ishihara Fig. (6.24)
and Fig. (6.25), and the method of Xu Fig. (6.26) and Fig. (6.27) do not predict the experimental trends
and values of the frictional pressure drop. This is due to a very poor prediction of the factor C that
greatly diﬀer from the experimental values. A plot of the two phase friction multiplier as a function of
the Martinelli parameter is given in Fig. (6.28) for R134a and in Fig. (6.29) for R236fa. The assumption
of a constant C is hardly applicable, in tube bundle literature, as underlined by Ribatski [49], since the
values of C seem to change according to the ﬂuid, the tube bundle layout, the pitch to the diameter
ratio and to the ﬂow conditions. The method of Xu et al. was developed with a database covering mass
velocities ranging for 40 to 700 kg/sm2, so considering that the experimental campaign in the present
work covered a range from 4 to 40 kg/sm2, this could be a reason for the poor prediction of the factor C.
The Ishihara et al. method was also developed for a range of mass velocities much larger than the low
mass velocity conditions tested here; the present conditions are typical of actual operating conditions of
such units.

























Figure 6.24: R134a adiabatic, frictional pres-
sure drop, experimental vs. predicted - Ishi-
hara [58]
























Figure 6.25: R236fa adiabatic, frictional pres-
sure drop, experimental vs. predicted - Ishi-
hara [58]
The results were then compared to the method developed at LTCM [51]; this method is described in 3.3.2
and is based on the prediction of the friction factor in respect to homogeneous ﬂow. The comparison with
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Figure 6.26: R134a adiabatic, frictional pres-
sure drop experimental vs. predicted - Xu [14]




















Figure 6.27: R236fa adiabatic, frictional pres-
sure drop experimental vs. predicted - Xu [14]

















Figure 6.28: R134a adiabatic, two-phase fric-
tion multiplier data with Martinelli parameter

















Figure 6.29: R236fa adiabatic, two-phase fric-
tion multiplier data with Martinelli parameter
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the experimental data for R134a and R236fa is depicted in Fig. (6.30) and Fig. (6.31). The method of
Consolini et al. developed at LTCM only predicts 7.3% and 13.4%, respectively, of the data for R134a
and R236fa within ± 30%.


























Figure 6.30: R134a adiabatic, frictional pres-
sure drop, experimental vs. predicted by the
method of Consolini et al. [51]


























Figure 6.31: R236fa adiabatic, frictional pres-
sure drop, experimental vs. predicted by the
method of Consolini et al. [51]
The principle reason why the model developed at LTCM does not predict in a satisfactory way the
adiabatic experimental data is that it was based on diabatic data and because it accounts for diﬀerent
types of tube surfaces: smooth and enhanced. The possibility of using adiabatic data as validation for
a model would give more reliability, accounting for the fact that adiabatic data are intrinsically more
accurate than diabatic.
Going now through the method, it is based on the prediction of the ratio of the homegenous friction
factor f1 to the two-phase factor f2. This ratio λ = f2/f1 is assumed to have a parabolic distribution
with x and is parameterized with a non dimensional mass velocity. Assuming the parabolic distribution
of λ proposed by Consolini et al. is like assuming a maximum diﬀerence between the homogeneous model
and the real case at x = 0.5 for all the mass velocities. Considering now the experimental results in terms
of λ at G = 4 kg/sm2 for R134a and R236fa, they show a diﬀerent behavior in respect to the prediction
method proposed by Consolini et al. as depicted in Fig. (6.32). The parabolic distribution does not ﬁt
the data, secondly the maximum value in λ is not at x = 0.5 for all the mass velocities and thirdly the
peak value is underestimated by a factor of 5. This means that the divergence from the homogeneous
model does not have a maximum at x = 0.5.
As shown in Fig. (6.32), diﬀerent ﬂuids, with diﬀerent thermophysical properties, show the same trends.
Fig. (6.33) depicts a plot of the experimental results for R134a and R236fa (grouped together) in terms
of λ as a function of the vapor quality at various mass velocities. The parameter λ appears to be strongly
dependent on the mass velocity. The distribution of λ as function of the vapor quality changes according
to the mass velocity. Particularly, the peak in the distribution shifts from high vapor qualities for low
mass velocities to lower values at higher mass velocities. Increasing the mass velocity, the curve gets
ﬂatter, showing that the frictional factor at higher mass velocities corresponds to a closer approximation
to the homogeneous frictional factor. This agrees with the Feenstra et al. model [50] implemented for
the void fraction prediction. In Fig. (6.34) the void fraction as a function of the vapor quality is plotted
for the homogeneous model and for the Feenstra et al. method; the mass velocities range from 4 to
30 kg/sm2 at a saturation temperature Tsat=15 ◦C for R134a. The void fraction predicted, as expected,
tends to approach the homogeneous one with increasing mass velocity.
Frictional pressure drop model update An adjustment to the LTCM prediction method is
proposed for adiabatic ﬂows, the following new set of equations ﬁt the experimental data well, as shown
in Fig. (6.33).
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Experiment G=4 kg/sm2 R236fa
Experiment G=4 kg/sm2 R134a
Consolini
Figure 6.32: Friction factor multiplier λ, experimental vs. predicted by the method of Consolini et al. [51]


















































C1 = −25.015Λ+ 24.193 (6.4)







This new set of equations is substituted for the ones proposed by Consolini et al. [51] and appears to
be more representative of the two-phase ﬂow conditions. The new prediction method allows a satisfying
prediction of the adiabatic frictional pressure drop data. For R134a, the new method predicts 63.8% of
the data within ±30% and 81.3% within ±30% for R236fa. The results are depicted in Fig. (6.35) and
Fig. (6.36).

























Figure 6.35: R134a adiabatic, frictional pres-
sure drop experimental vs. new prediction
method

























Figure 6.36: R236fa adiabatic, frictional pres-
sure drop experimental vs. new prediction
method
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Diabatic ﬂow
Existing methods, available in literature, were also employed to evaluate the prediction of the diabatic
frictional pressure drop data described earlier. The models of Ishihara et al. [58] and Xu et al. [14] did
not predict the experimental frictional pressure drop data satisfactory for diabatic tests with R134a and
R236fa, with 0% of the data within ±30%. The method proposed by Aprin [57], whose method accounts
for the heat ﬂux inﬂuence through the Boiling number introduced in the expression for the friction factor,
was also tried here. Since that the bundle boiling facility is half adiabatic and half diabatic, the method
was implemented for the diabatic part but did not capture any trend for R134a and R236fa.
In Fig. (6.38) a comparison with the LTCM method is shown. The method of Consolini et al. [51]
applied to the diabatic frictional pressure drop data, predicted 18.6% of the data within ±30% for R134a
and 18.5% of the data within ±30% for R236fa, Fig. (6.37) and Fig. (6.38). The resulting predictions
are poor and underpredict the data, also the trends are not respected.


























Figure 6.37: R134a diabatic, Frictional pressure
drop experimental vs. predicted by the method
of Consolini et al. [51]


























Figure 6.38: R236fa diabatic, frictional pres-
sure drop experimental vs. predicted by the
method of Consolini et al. [51]
The new model proposed for the adiabatic two-phase frictional pressure drop will now be applied for
diabatic tests. In this case, the computation is performed over a discretized tube bundle domain, which
accounts for the variation of the thermophysical quantities, vapor quality and void fraction across the test
section during evaporation. The diabatic frictional pressure drop data were predicted well with 75.4% of
the data within ±30% for R134a. This is not the case for R236fa, where only 12.3% of the data were
within ±30%. Results are depicted in Fig. (6.39) and in Fig. (6.40). While better than the previous
methods, the present method still requires further improvement, with more ﬂuids added to the database.
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Figure 6.39: R134a diabatic, frictional pressure
drop, experimental vs. new prediction method

























Figure 6.40: R236fa diabatic, frictional pres-




An analysis of the local heat transfer data is presented and compared with the existing prediction methods.
7.1 Heat transfer coeﬃcient
The enthalpy proﬁle method is employed to obtain the local heat ﬂux. The experimental methodology
is such that the water supplies the amount of heat necessary to evaporate the refrigerant. Water ﬂows
through tubes whose circuits are highly instrumented. Measurements of temperature at ﬁxed locations
along the developing water circuits are made. A second order polynomial ﬁt of the temperature proﬁle is
made, this provides an optimal estimation of the water temperature variation along the circuit. From this
information, the local heat ﬂux is computed and employed to evaluate the local heat transfer coeﬃcient
on the outside of the tube. The local external heat transfer coeﬃcient may be expressed as:
αo =
qo
Twall,o − Tsat (7.1)
This technique does not provide wall temperature measurements; it makes use of the water temperature.
In such a case, the axial conduction along the axis of the tube is negligible and thus neglected. Knowing
the temperature proﬁle Twat = Twat(s), where s is the curvilinear coordinate through the water circuit,
we can state:
δQ = m˙cp,watδTwat (7.2)
Considering that
dAo = πDods (7.3)







The heat transfer phenomena can be analyzed through a thermal resistance model. The overall resistance
is the sum of the external, wall, and internal resistances. In a ﬂooded evaporator, the external resistance
refers to the evaporating ﬂuid, the internal one to the ﬂuid that supplies the heat necessary to the phase
change, and the wall resistance to the physical barrier between the two ﬂuids (metallic tube wall). Thus,
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Rov = Ro + R˜wall +Ri (7.5)



























qo = Uo(Twat − Tsat) (7.9)
Using water and refrigerant thermocouple readings and through equations Eq. (7.4) to Eq. (7.9), Uo is
computed. Uo represents the global heat transfer coeﬃcient in respect to the reference heat transfer
area Ao. To compute the external heat transfer coeﬃcient α0, the relationship Eq. (7.8) is employed.
The internal heat transfer coeﬃcient is estimated by the Gnielinski correlation [59], corrected through a
multiplier Ci determined using the Modiﬁed Wilson Plot Method:
αi = CiαGn,i (7.10)
The formulation of αGn,i and of the friction factor f , deﬁned by Petukov [60] are:
αGn,i =
(f/8)(ReDh − 1000)Pr




f = (0.79ln(ReDh)− 1.64)−2 (7.12)
This correlation is suitable for Reynolds numbers corresponding to the transition region (2300  ReDh 
10000) as well as for the fully turbulent regime up to ReDh = 106. The hydraulic diameter Dh is the





7.2 Evaluation of physical properties
The procedure for physical properties evaluation described in Gstöhl [61] has been employed. The phys-
ical properties of water were evaluated by the software Engineering Equation Solver: EES. For the
refrigerants, REFPROP 8.0, developed at NIST, was used. The saturation properties were based on
temperature values: they turned out to be the most accurate. The same procedure can be carried out
from the pressure measurements of the refrigerants but leads to less accurate values.
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7.3 Wilson plot results
The Wilson Plot experimental campaign lead to the determination of the coeﬃcient Ci. By accounting for
the internal heat transfer enhancement of the tube due to the annulus and the helical rib wrapped around
the inner tube to increase mixing, this yielded a more accurate value for the local water temperature.
This coeﬃcient is independent from the external ﬂuid and from its saturation temperature. Thus R134a
at a saturation temperature Tsat=20 ◦C was selected as the external conditions. The experimental test
conditions are presented in Table 7.1.
Tubes Smooth tubes (Table 6.2)
Test ﬂuid R134a
Saturation temperature Tsat=20 [◦C]
Heat ﬂux qref=24000 [W/m2]
Water Reynolds number Rewater=8000-16000 [−]
Pool boiling exponent n=0.667 [−]
Table 7.1: Wilson Plot - Experimental conditions
In Figure Fig. (7.1) the Modiﬁed Wilson Plot, applying the LTCM method, is presented. The slope of
the interpolating curve allows the computation of the Ci.





















Figure 7.1: Tube geometry
Starting from the same raw experimental data, four diﬀerent methods described in appendix B were im-
plemented. The diﬀerent values are reported in Table 7.2. No mean on the obtained values is proposed,
and each one of them represents the parameter Ci as a result of diﬀerent approaches. It is the freedom
of the experimenter to choose the one he considers as the most representative. The Jacobi approach,
here applied respectively to LTCM and Rose’s methods, assumes constant uncertainties on the abscissa
and ordinate: this hypothesis is not respected for the present investigation. For this reason, the resulting
uncertainties are not reported here. The implementation of the complete method presented by Styryl-
ska [62] is left to future experimenters.
The parameter Ci is assumed to be 1.2856. The value of the coeﬃcient agrees well with the experi-
mental results for plain tubes obtained from Gstöhl [61] (Ci = 1.27). It diﬀers from the value measured
by Robinson [63] (Ci = 1) but in that case the inner tubes were not yet equipped with a helicoidal rib
for heat transfer augmentation.
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LTCM Rose Jacobi - LTCM Jacobi - Rose
Ci [−] 1.2856 1.2854 1.3196 1.2806
Table 7.2: Gnielinski multiplier - Ci
7.4 Convective boiling
In convective boiling, a controlled amount of refrigerant ﬂows through the test section. The water side
heat transfer coeﬃcient can now be computed through the Gnielinski correlation corrected with the
multiplier obtained by the Modiﬁed Wilson Plot method. From the measured water temperature proﬁle
and applying Eq. (7.4), the local heat ﬂux is computed. Through Eq. (7.9) and Eq. (7.8), the outside
heat transfer coeﬃcient (shell side) αo is ﬁnally obtained.
7.5 Pool boiling
The same data-reduction procedure described in 7.4 is employed for pool boiling experiments. In this
case there is no refrigerant ﬂowing and experiments are run at constant saturation temperature (water
from a cooling source is circulated through an upper tube to condense the vapor generated and thus to
maintain the thermal equilibrium). A correlation like Eq. (B.12) ﬁts the pool boiling data well. Applying
a logarithmic function we get:
ln(αo) = ln(Co) + n ln(qo) (7.14)
Performing a linear ﬁt with the variables ln(qo), ln(αo), the values of the exponent n and the constant
ln(Co) are obtained. The pool boiling heat transfer coeﬃcient will be referred to αo,pb.
To compute the Gnielinsky correction multiplier Ci, a value of the exponent n is required. Contrary,
the multiplier Ci is necessary to compute the value of n. To overcome this problem, an iterative procedure
is mandatory: a guessed value of n is imposed, the multiplier Ci is computed and pool boiling experiments
were run and n is recalculated.
7.5.1 Smooth tubes
Pool boiling results
The experimental conditions and results are reported in Table 7.3. The pool boiling curves for R134a,
varying the saturation temperature, are depicted in Fig. (7.2), Fig. (7.3) and Fig. (7.4) and for R236fa
in Fig. (7.5), Fig. (7.6) and Fig. (7.7). With the given ﬂuids and the bundle boiling facility it was not
possible to perform tests at 5 ◦C at pool boiling conditions on a single tube.
The experimental results are compared to the pool boiling correlation proposed by Cooper [64] as reported
in Eq. (7.15).
αo,pb = 55p (0.12−0.08686ln(Rp))r (−0.4343ln(pr))−0.55M−0.5q0.67o (7.15)
where pr is the reduced pressure, M is the molecular weight of the investigated ﬂuid and Rp is the
roughness parameter of the tube measured in μm (DIN 4762). The roughness of the smooth tubes was
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10 8500 1.2856 15.116 0.7074
15 8500 1.2856 15.088 0.7211
20 8500 1.2856 34.590 0.5559
R236fa
10 9000 1.2856 16.298 0.6418
15 9000 1.2856 16.676 0.6541
20 9000 1.2856 16.725 0.5809
Table 7.3: Pool boiling - experimental conditions
measured by means of a laser proﬁlometer; several samples were measured and the resulting roughness
was Rp=2.30 [μm]. The Cooper correlation, as visible from Fig. (7.2) to Fig. (7.7), underpredicts the pool
boiling experimental data. The approximate deviation are as follows: 35% in Fig. (7.2), 38% in Fig. (7.3),
48% in Fig. (7.4), 22% in Fig. (7.5), 28% in Fig. (7.6) and 35% in Fig. (7.7).

















Figure 7.2: Pool boiling R134a, Tsat=10 ◦C

















Figure 7.3: Pool boiling R134a, Tsat=15 ◦C
Bundle boiling results
The local bundle results are now calculated and presented for ﬂuid R134a, the values are depicted
in Fig. (7.8) to Fig. (7.37) and for ﬂuid R236fa the values in Fig. (7.38) to Fig. (7.67). The data are
segregated according to the mass ﬂux that ranges from 4 to 36 kg/sm2, to the saturation temperature
that varies from 5 to 15 ◦C and the heat ﬂux that was varied from 7000 to 21000W/m2.
The experimental results for ﬂuid R134a exhibit an increase of the heat transfer coeﬃcient with the
heat ﬂux. Considering now that local measurements of the heat transfer coeﬃcient were performed at
rows number 1 and 3, the results show a dependence on the vertical position. The local heat transfer
coeﬃcient slightly decreases, going from row 1 to row 3. This is due to the nature of the experiments
where the heat ﬂux is not constant along the developing water circuit. Considering the fact that the
water temperature follows a quadratic distribution, the heat ﬂux will decrease linearly across the tube
bundle. The results are independent for the saturation temperature and almost independent of the vapor
quality. The independency of the heat transfer coeﬃcient from the vapor quality is diﬀerent from the
general trend observed in an in-tube convective boiling, where the heat transfer usually increases as the
vapor quality increases up to x=0.8-0.9 due to the thinning of the annular ﬁlm on the tube wall. No de-
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Figure 7.4: Pool boiling R134a, Tsat=20 ◦C
















Figure 7.5: Pool boiling R236fa, Tsat=10 ◦C
















Figure 7.6: Pool boiling R236fa, Tsat=15 ◦C
















Figure 7.7: Pool boiling R236fa, Tsat=20 ◦C
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pendance on G was evident. According to the ﬂow maps discussed in the literature review, chapter 3, the
experimental data fall in the bubbly and intermittent regions. No annular ﬂow conditions were covered.
The local heat transfer coeﬃcient trends fully agree with the results of Kim et al. [65]. As underlined
by Kim et al., the independency of the heat transfer coeﬃcient on the vapor quality is believed to be
related to the ﬂow pattern in the tube bundle; the mass velocity eﬀect is known to be signiﬁcant only
at low heat ﬂux combined with a high mass velocity. For ﬂuid R236fa, the dependance on the heat ﬂux
exhibits the same behavior as for ﬂuid R134a. The dependance on the row number is limited for this
ﬂuid and reduced to the minimum: the values are almost the same. There is a slight increase of the local
heat transfer coeﬃcient with increasing saturation temperature. Also, in this case, the results are almost
independent of the vapor quality.
Heat transfer prediction: experimental data vs. Shah model [55]
The present heat transfer results were compared with the recent empirical model of Shah [55]. This
model accounts of three possible heat transfer regimes: intense boiling, convective boiling, and convection
regimes. The experimental data collected with the bundle boiling facility falls in the ﬁrst two regimes
according to the Shah classiﬁcation. The presented data are grouped according to the ﬂuid type and
the saturation temperature. In Fig. (7.68), Fig. (7.69) and Fig. (7.70) experimental vs. predicted data
for R134a are presented. The model makes use of the experimental pool boiling curves; since the curve
for the saturation temperature of 5 ◦C was not measured, the curve measured from Robinson [63] was
employed. For R134a, the model predicts 88.7% of the data within ± 30% at a saturation temperature
of 5 ◦C. For temperatures of 10 and 15 ◦C, the model underpredicts the experimental data. Concerning
the results for ﬂuid R236fa, the Shah model predicts 100% of the data within ± 30% for saturation
temperatures of 5 and 10 ◦C and 98.7% for 15 ◦C. Thus the Shah method predicts the experimental data
well for R236fa. The reason for its weakness concerning R134a is not evident. In general, the Shah
method underpredicts the data. Implementing a correction factor of 1.194 to his method, now the 77.4%
of all the data are predicted within ± 20%, see Fig. (7.74). The reason to this larger increase relative to
pool boiling values may be the tight tube pitch tested here.
The Shah model, implemented as a comparison to the obtained experimental data, deﬁnes a parame-
ter able to identify the heat transfer regime. It is now interesting to examine the ﬂow map depicted
in Fig. (7.75) and Fig. (7.76) for ﬂuid R134a and R236fa respectively. In ﬁgures Fig. (7.75) and
Fig. (7.76), the acquired experimental data points are grouped according to the heat transfer ﬂow pattern
map deﬁned by Shah. In particular, the circles refer to the intensive boiling regime and the triangles
to the convective boiling regime. This plot shows an immediate and clear discrepancy between the ﬂuid
structure to be considered as a reciprocal disposition of the two phases in the ﬂuid and the results in the
heat transfer. At this point, it seems that the prediction proposed by Shah for heat transfer on plain
tube bundles is not coupled with the ﬂow regime, at least if we consider a classiﬁcation based on the
superﬁcial velocities of the maps by Noghrehkar et al. [16] and Ulbrich and Mewes [12].
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R134a Tsat = 5 ◦C G = 4 kg/sm2
Figure 7.8: Local bundle heat transfer coeﬃcient,
R134a, Tsat=5 ◦C, G=4 kg/sm2

























R134a Tsat=10 ◦C G= 4 kg/sm2
Figure 7.9: Local bundle heat transfer coeﬃcient,
R134a, Tsat=10 ◦C, G=4 kg/sm2
























R134a Tsat = 15 ◦C G = 4 kg/sm2
Figure 7.10: Local bundle heat transfer coeﬃcient,
R134a, Tsat=15 ◦C, G=4 kg/sm2

























R134a q=7000W/m2 G = 4 kg/sm2
Figure 7.11: Local bundle heat transfer coeﬃcient,
R134a, q=7000W/m2, G=4 kg/sm2

























R134a q=12000W/m2 G = 4 kg/sm2
Figure 7.12: Local bundle heat transfer coeﬃcient,
R134a, q=12000W/m2, G=4 kg/sm2
























R134a q=21000W/m2 G=4 kg/sm2
Figure 7.13: Local bundle heat transfer coeﬃcient,
R134a, q=21000W/m2, G=4 kg/sm2
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R134a Tsat = 5 ◦C G = 10 kg/sm2
Figure 7.14: Local bundle heat transfer coeﬃcient,
R134a, Tsat=5 ◦C, G=10 kg/sm2

























R134a Tsat = 10 ◦C G = 10 kg/sm2
Figure 7.15: Local bundle heat transfer coeﬃcient,
R134a, Tsat=10 ◦C, G=10 kg/sm2

























R134a Tsat = 15 ◦C G = 10 kg/sm2
Figure 7.16: Local bundle heat transfer coeﬃcient,
R134a, Tsat=15 ◦C, G=10 kg/sm2

























R134a q=7000W/m2 G = 10 kg/sm2
Figure 7.17: Local bundle heat transfer coeﬃcient,
R134a, q=7000W/m2, G=10 kg/sm2

























R134a q=12000W/m2 G=10 kg/sm2
Figure 7.18: Local bundle heat transfer coeﬃcient,
R134a, q=12000W/m2, G=10 kg/sm2

























R134a q=21000W/m2 G = 10 kg/sm2
Figure 7.19: Local bundle heat transfer coeﬃcient,
R134a, q=21000W/m2, G=10 kg/sm2
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R134a Tsat = 5 ◦C G=20 kg/sm2
Figure 7.20: Local bundle heat transfer coeﬃcient,
R134a, Tsat=5 ◦C, G=20 kg/sm2

























R134a Tsat = 10 ◦C G=20 kg/sm2
Figure 7.21: Local bundle heat transfer coeﬃcient,
R134a, Tsat=10 ◦C, G=20 kg/sm2

























R134a Tsat = 15 ◦C G=20 kg/sm2
Figure 7.22: Local bundle heat transfer coeﬃcient,
R134a, Tsat=15 ◦C, G=20 kg/sm2

























R134a q=7000W/m2 G=20 kg/sm2
Figure 7.23: Local bundle heat transfer coeﬃcient,
R134a, q=7000W/m2, G=20 kg/sm2

























R134a q=12000W/m2 G=20 kg/sm2
Figure 7.24: Local bundle heat transfer coeﬃcient,
R134a, q=12000W/m2, G=20 kg/sm2

























R134a q=21000W/m2 G=20 kg/sm2
Figure 7.25: Local bundle heat transfer coeﬃcient,
R134a, q=21000W/m2, G=20 kg/sm2
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R134a Tsat = 5 ◦C G=30 kg/sm2
Figure 7.26: Local bundle heat transfer coeﬃcient,
R134a, Tsat=5 ◦C, G=30 kg/sm2

























R134a Tsat = 10 ◦C G=30 kg/sm2
Figure 7.27: Local bundle heat transfer coeﬃcient,
R134a, Tsat=10 ◦C, G=30 kg/sm2

























R134a Tsat = 15 ◦C G=30 kg/sm2
Figure 7.28: Local bundle heat transfer coeﬃcient,
R134a, Tsat=15 ◦C, G=30 kg/sm2

























R134a q=7000W/m2 G=30 kg/sm2
Figure 7.29: Local bundle heat transfer coeﬃcient,
R134a, q=7000W/m2, G=30 kg/sm2

























R134a q=12000W/m2 G=30 kg/sm2
Figure 7.30: Local bundle heat transfer coeﬃcient,
R134a, q=12000W/m2, G=30 kg/sm2

























R134a q=21000W/m2 G=30 kg/sm2
Figure 7.31: Local bundle heat transfer coeﬃcient,
R134a, q=21000W/m2, G=30 kg/sm2
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R134a Tsat = 5 ◦C G=36 kg/sm2
Figure 7.32: Local bundle heat transfer coeﬃcient,
R134a, Tsat=5 ◦C, G=36 kg/sm2

























R134a Tsat = 10 ◦C G=36 kg/sm2
Figure 7.33: Local bundle heat transfer coeﬃcient,
R134a, Tsat=10 ◦C, G=36 kg/sm2

























R134a Tsat = 15 ◦C G=36 kg/sm2
Figure 7.34: Local bundle heat transfer coeﬃcient,
R134a, Tsat=15 ◦C, G=36 kg/sm2

























R134a q=7000W/m2 G=36 kg/sm2
Figure 7.35: Local bundle heat transfer coeﬃcient,
R134a, q=7000W/m2, G=36 kg/sm2

























R134a q=12000W/m2 G=36 kg/sm2
Figure 7.36: Local bundle heat transfer coeﬃcient,
R134a, q=12000W/m2, G=36 kg/sm2

























R134a q=21000W/m2 G=36 kg/sm2
Figure 7.37: Local bundle heat transfer coeﬃcient,
R134a, q=21000W/m2, G=36 kg/sm2
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R236fa Tsat = 5 ◦C G=4 kg/sm2
Figure 7.38: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=5 ◦C, G=4 kg/sm2























R236fa Tsat = 10 ◦C G=4 kg/sm2
Figure 7.39: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=10 ◦C, G=4 kg/sm2
























R236fa Tsat = 15 ◦C G=4 kg/sm2
Figure 7.40: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=15 ◦C, G=4 kg/sm2

























R236fa q=7000W/m2 G=4 kg/sm2
Figure 7.41: Local bundle heat transfer coeﬃcient,
R236fa, q=7000W/m2, G=4 kg/sm2
























R236fa q=12000W/m2 G=4 kg/sm2
Figure 7.42: Local bundle heat transfer coeﬃcient,
R236fa, q=12000W/m2, G=4 kg/sm2






















R236fa q=21000W/m2 G=4 kg/sm2
Figure 7.43: Local bundle heat transfer coeﬃcient,
R236fa, q=21000W/m2, G=4 kg/sm2
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R236fa Tsat = 5 ◦C G=10 kg/sm2
Figure 7.44: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=5 ◦C, G=10 kg/sm2

























R236fa Tsat = 10 ◦C G=10 kg/sm2
Figure 7.45: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=10 ◦C, G=10 kg/sm2

























R236fa Tsat = 15 ◦C G=10 kg/sm2
Figure 7.46: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=15 ◦C, G=10 kg/sm2

























R236fa q=7000W/m2 G=10 kg/sm2
Figure 7.47: Local bundle heat transfer coeﬃcient,
R236fa, q=7000W/m2, G=10 kg/sm2

























R236fa q=12000W/m2 G=10 kg/sm2
Figure 7.48: Local bundle heat transfer coeﬃcient,
R236fa, q=12000W/m2, G=10 kg/sm2

























R236fa q=21000W/m2 G=10 kg/sm2
Figure 7.49: Local bundle heat transfer coeﬃcient,
R236fa, q=21000W/m2, G=10 kg/sm2
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R236fa Tsat = 5 ◦C G=20 kg/sm2
Figure 7.50: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=5 ◦C, G=20 kg/sm2

























R236fa Tsat = 10 ◦C G=20 kg/sm2
Figure 7.51: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=10 ◦C, G=20 kg/sm2

























R236fa Tsat = 15 ◦C G=20 kg/sm2
Figure 7.52: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=15 ◦C, G=20 kg/sm2

























R236fa q=7000W/m2 G=20 kg/sm2
Figure 7.53: Local bundle heat transfer coeﬃcient,
R236fa, q=7000W/m2, G=20 kg/sm2

























R236fa q=12000W/m2 G=20 kg/sm2
Figure 7.54: Local bundle heat transfer coeﬃcient,
R236fa, q=12000W/m2, G=20 kg/sm2

























R236fa q=21000W/m2 G=20 kg/sm2
Figure 7.55: Local bundle heat transfer coeﬃcient,
R236fa, q=21000W/m2, G=20 kg/sm2
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R236fa Tsat = 5 ◦C G=30 kg/sm2
Figure 7.56: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=5 ◦C, G=30 kg/sm2

























R236fa Tsat = 10 ◦C G=30 kg/sm2
Figure 7.57: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=10 ◦C, G=30 kg/sm2

























R236fa Tsat = 15 ◦C G=30 kg/sm2
Figure 7.58: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=15 ◦C, G=30 kg/sm2

























R236fa q=7000W/m2 G=30 kg/sm2
Figure 7.59: Local bundle heat transfer coeﬃcient,
R236fa, q=7000W/m2, G=30 kg/sm2

























R236fa q=12000W/m2 G=30 kg/sm2
Figure 7.60: Local bundle heat transfer coeﬃcient,
R236fa, q=12000W/m2, G=30 kg/sm2

























R236fa q=21000W/m2 G=30 kg/sm2
Figure 7.61: Local bundle heat transfer coeﬃcient,
R236fa, q=21000W/m2, G=30 kg/sm2
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R236fa Tsat = 5 ◦C G=36 kg/sm2
Figure 7.62: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=5 ◦C, G=36 kg/sm2

























R236fa Tsat = 10 ◦C G=36 kg/sm2
Figure 7.63: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=10 ◦C, G=36 kg/sm2

























R236fa Tsat = 15 ◦C G=36 kg/sm2
Figure 7.64: Local bundle heat transfer coeﬃcient,
R236fa, Tsat=15 ◦C, G=36 kg/sm2

























R236fa q=7000W/m2 G=36 kg/sm2
Figure 7.65: Local bundle heat transfer coeﬃcient,
R236fa, q=7000W/m2, G=36 kg/sm2

























R236fa q=12000W/m2 G=36 kg/sm2
Figure 7.66: Local bundle heat transfer coeﬃcient,
R236fa, q=12000W/m2, G=36 kg/sm2

























R236fa q=21000W/m2 G=36 kg/sm2
Figure 7.67: Local bundle heat transfer coeﬃcient,
R236fa, q=21000W/m2, G=36 kg/sm2
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Figure 7.68: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R134a, Tsat = 5 ◦C

























Figure 7.69: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R134a, Tsat = 10 ◦C

























Figure 7.70: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R134a, Tsat = 15 ◦C

























Figure 7.71: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R236fa, Tsat = 5 ◦C

























Figure 7.72: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R236fa, Tsat = 10 ◦C

























Figure 7.73: Local bundle heat transfer coeﬃcients,
experimental vs. predicted, R236fa, Tsat = 15 ◦C
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Figure 7.74: Local bundle heat transfer coeﬃcients, experimental vs. predicted (corrected), R134a,
R236fa
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Figure 7.75: R134a, boiling regimes at their test
conditions vs. two ﬂow pattern maps
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Figure 7.76: R236fa, boiling regimes at their test
conditions vs. two ﬂow pattern maps
In summary, a large experimental database for R134a and R236fa has been obtained for a plain tube
bundle at three saturation temperatures. The Shah [55] bundle boiling method is only partially successful
in predicting these data. By including an empirical adjustment factor of 1.45 to his method, to account




The present study involved an experimental investigation of two-phase ﬂow and heat transfer in tube
bundles. Boiling refrigerants were tested in an operability range comparable with that of an industrial
shell-side bundle boiling evaporator. Local ﬂow measurements were taken to characterize the two-phase
ﬂow structure and improve understanding the physical phenomena taking place. These ﬂow structure
observations and measurements were made with a laser-photodiode setup, a piezo-electric pressure trans-
ducer and a high speed video ﬂow visualization system. The designed instrumentation, for the ﬁrst time,
allowed a visualization of two-phase structures in the core of a tube bundle. The conclusions drawn from
this work are summarized below:
• The laser attenuation technique lead to the development a precise method for identifying the onset
of dry-out. A dry-out line was then identiﬁed on a ﬂow pattern map, thus allowing the clear
identiﬁcation of a dry-out zone and the much higher heat transfer in the wetted zone. These
zones were shown to be the same for R134a and R236fa ﬂuids. The deﬁnition of the dry-out zone
constitutes an important achievement in the ﬁeld of bundle boiling evaporation because it enables
one to identify conditions of low thermal eﬃciency.
• The analysis of the pressure ﬂuctuation power spectrum and the ﬂow visualization results gave
a better view of the two-phase ﬂow inside tube bundle. No signiﬁcant ﬂow pattern eﬀects on
two-phase pressure drop and heat transfer data were evident from pressure ﬂuctuations in the
investigated experimental range. From the visualization of the ﬂow, it was found that changes
in experimental conditions lead to continuous and smooth changes in the relative distribution of
gas and liquid phases. Therefore, no classiﬁcation was possible since the ﬂow did not highlight
characteristics that could indicate a change in ﬂow pattern. No bubbly ﬂow, as is usually deﬁned
in literature, was found at low vapor qualities. Notably, the size of the bubbles at low gas velocity
conditions was much bigger than the tube gap and became elongated when passing between the
tubes. At higher vapor qualities, the gas structures merged to cover all the visual area. In the
condition of non dry-out and high vapor quality, a ﬁlm of liquid appears to be present around the
tube; this can be identiﬁed from the visual observation as a pattern of waves over the tube surface.
• The experimental database, based on smooth tubes, allowed the reﬁnement of frictional pressure
drop models previously developed at LTCM. Particularly, the adiabatic data set was employed to
give a better prediction of the frictional multiplier that accounts for the diﬀerence between the
homogeneous model and reality. The parameter was found to be dependent on the mass velocity.
The magnitude of the peak decreased with mass velocity and shifted to lower vapor qualities with
increasing mass velocities. The new two-phase multiplier was found not to be dependent on the
ﬂuid type. No particular trends of the frictional pressure drop were highlighted when changing
the experimental conditions; this indicates a negligible eﬀect of the ﬂow pattern on this measured
parameter. No eﬀects of the saturation temperature were found for the frictional pressure drop in
the narrow range tested. The measured decrease in the total pressure drop with increasing vapor
quality was explainable by the decrease in the static head component. The new model provided a
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good prediction of the adiabatic data and a satisfactory prediction for the diabatic data.
• The local heat transfer data highlighted the dependency of the heat transfer coeﬃcient on the heat
ﬂux. The heat transfer values for the tube bundle were found to be independent of the saturation
temperature over the range tested and were almost independent of the vapor quality. Some what
surprisingly, no dependency on mass velocity was found. As for the frictional pressure drop, no
clear trends that could indicate an inﬂuence of ﬂow pattern on the heat transfer behavior were
found. Once a correction factor was introduced to account for the tighter tube pitch used in the
present investigation. Current methods available in literature satisfactory predicted the data.
• The present study aimed to provide further insights into two-phase bundle boiling ﬂow through
the development of new instrumentation. However, a new ﬂow pattern map could not be proposed
since no ﬂow pattern eﬀects were identiﬁed in the investigated range at the measurement location.
Furthermore, no direct eﬀects of ﬂow distribution on the local heat transfer and the pressure drop
were found. It is left to future investigations to reﬁne the developed measurement techniques. Due
to local variations in the ﬂow over the bundle, and a secondary ﬂow eﬀect, such further development
should include multipoint measurements.
Appendix A
Statistics of Signal Processing:
Fundamentals and Tips
Deﬁnitions: Let x(t) be a time trace representative of a physical quantity. Let (x1, ..., xn) be measured
values: sampled discrete signals (at equal increment of time). Let x¯ be the most probable value.
A.1 Statistical moments
A.1.1 Variance
The Variance is the square of the Standard Deviation (SD). The standard deviation is the Root Mean
Square (RMS) deviation of the individual measurements about the universe average. There is a substantial
diﬀerence between the root mean square and the variance. The RMS does not have the widest possible
signiﬁcance because it indicates only how a particular set of N values deviate from their average. We
do not know whether or not this quantity depends systematically upon the number of values N in the
set. Furthermore, the errors we are now considering are completely random, so that a second set of N
measurements generally does not yield an average value identical with the ﬁrst, nor an identical set of
deviations because of what are called statistical ﬂuctuations. To establish a quantity which has greater
signiﬁcance, we employ the concept that such sets of N measurements are two samples of the entire
universe of measurements which might be made, the number of the measurements in the universe being
inﬁnite [26].





(xj − x)2 (A.1)
A.1.2 Skewness
The Skewness or third moment, characterizes the degree of asymmetry of a distribution around its mean.
The skewness is deﬁned in such a way to be non-dimensional. It is a pure number that characterizes only
the shape of the distribution. A positive value of the skewness signiﬁes a distribution with an asymmetric
tail extending out toward more positive values of x; a negative value will be representative of a tail
extending toward negative values of x.
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A.1.3 Kurtosis
Kurtosis it is a non dimensional quantity. It measures the relative peakedness or ﬂatness of a distribution
relative to a normal distribution. A distribution with a positive Kurtosis is deﬁned as Leptokurtic while
a negative distribution is Platykurtic (this last one will be the ﬂatter one).








(The −3 term makes the value zero for a normal distribution. This term is a pure convention. It may be
omitted.)
A.2 Probability Density Function (PDF)
The PDF is a widely used statistical tool for the linear analysis of experimental time series: it represents
the probability that the value of a given time series falls into an inﬁnitesimal interval of the time series
co-domain, so that the PDF integration over the whole co-domain equals one, and the integral of the
PDF-weighted co-domain yields the time series mean value. Let’s assume the following quantities:
x signal trace (A.4)
P (x) probability that the signal x is below some speciﬁc value (A.5)
dP (x)
dx
= p(x) probability per unit void fraction that the void fraction lies in theinterval [x, x + dx] (A.6)
Consider a time-signal trace record where the signal scale is broken into equal increments Δxi and the
time scale broken into equal increments is Δtj . If, during the total time interval T , the signal is seen to













T is the probability that the void fraction lies within the given interval Δxi, it







Δtj → p(x) (A.8)
The previous equation represents the probability density function of the particular record examined.






If suﬃcient records are used for a statistically stationary process to cover a time interval that is large
compared with the longest signiﬁcant period of ﬂuctuation, the PDF itself becomes becomes relatively con-
stant. In fact, the result becomes essentially identical to a single PDF taken over a total period of time
representing the one used for all K records.
A.3. Spectral methods 127
A.3 Spectral methods
A physical process can be described either in the time domain, by the value of a quantity x as a function
of time t, e.g. x(t), or else in the frequency domain, where the process is speciﬁed by giving the amplitude
X (generally a complex number indicating also the phase) as a function of frequency f , that is X(f).
For many purposes it useful to think of x(t) and X(f) as being two diﬀerent representations of the
same function. The Fourier transform provides the mathematical basis for frequency-domain analysis.










The Fourier transform is a linear operation.
A.3.1 Convolution
Let x(t) and y(t) be two functions and X(f) and Y (f) their corresponding Fourier transforms. The
convolution is deﬁned as:
x ∗ y =
∫ ∞
−∞
x(τ)y(t − τ)dτ (A.13)
The Convolution theorem says that:
x ∗ y ⇔ X(f)Y (f) (A.14)
A.3.2 Correlation
We deﬁne correlation as follows:
Corr(x, y) = Rxy =
∫ ∞
−∞
x(τ + t)y(τ)dτ (A.15)
The Correlation theorem:
Corr(x, y)⇔ X(f)Y (f) (A.16)
The Correlation is a function of t, which is called the lag. It therefore lies in the time domain. The time
lag is ﬁxed for each integration, so the correlation is dependent on that time lag. The correlation is also
known as the cross correlation. It is a standard method of estimating the degree at which two series are
correlated. The correlation of a function with itself is called the autocorrelation:
Corr(x, x) = Rxx =
∫ ∞
−∞
x(τ + t)x(τ)dτ (A.17)
Corr(x, x) ⇔ X(f)X(f) = X(f)2 (A.18)
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In other words we speak about autocorrelation when the correlation is calculated between a series and a
lagged version of the latter. In this case, a high correlation is likely to indicate a periodicity in the signal
of the corresponding time duration. This quantity is a powerful tool to detect non-randomness in data
and to identify an appropriate time series model if the data is not random.
A.3.3 Power spectrum









Frequently one wants to know "how much power" is contained in the frequency interval between f and
f + df . In such cases, one deﬁnes the one-side power spectral density PSD of the function x as:
Px(f) = |X(f)|2 + |X(−f)|2 (A.20)
When the function x(t) is real (not complex):
Px(f) = 2|X(f)|2 (A.21)
If the function y(t) goes endlessly from −∞ < t < ∞, then its total power and power spectral density
will, in general, be inﬁnite. It is common to deﬁne the power spectral density per unit time. This is
computed by taking a long, but ﬁnite, interval of the function y(t), computing its PSD (that is, the PSD
of a function that equals y(t) in the ﬁnite interval but is zero everywhere else), and dividing the resulting
PSD by the length of the interval used. Taking an interval of the function y(t) over a time T , the PSD






(Occasionally the previous quantity is deﬁned without the factor two. Strictly speaking, they are called
two-sided spectral densities). What is previously described in terms of signal analysis, refers to continuous
signals y(t). In the general case of a sampled signal at evenly spaced intervals of time, we must deal with
discretely sampled data. In such a case, the previous relationships can be rewritten to answer to the new
requirements. Conceptually the two cases are similar.
An analysis of the previous quantities will provide information about the possible periodicity in the signal.
A.3.4 Fast Fourier Transform (FFT)
In terms of computation, it is important to consider the Fast Fourier Transform FFT. The discrete Fourier
transform appears to be an O(N2) process. The discrete Fourier transform can, in fact, be computed in
O(N log2N) with the algorithm called FFT. Limitations are introduced by the use of the FFT algorithm.
We defer here to specialized texts and basic considerations are available in [48].
Appendix B
Wilson Plot: a Critical Historical
Review
Historically, the Wilson plot technique was developed by Wilson [66] in 1915. Wilson devised a method
to determine individual resistances from an overall resistance. this method is useful when the thermal
resistance of the test ﬂuid is the same order of magnitude as that of the other side and the other side is
also unknown. Wilson expressed the tube-side resistance in terms of a reduced velocity vr including the
eﬀects of property variations with temperature and tube diameter. In discussing this paper, Buckingham,
father of the dimensional analysis [70], showed that the reduced velocity was the dimensionless quantity
D.u.ρ/μ. Buckingham call this parameter the turbulence variable, known today as the Reynolds number.
Wilson modiﬁed equation (Eq. (7.7)) introducing the reduced velocity vr (the original formulation con-
sider a global area of exchange and does not consider a diﬀerential one as latter introduced).








The out side resistance is kept ﬁxed and provided by condensing steam, the tube-side Nusselt number for
turbulent ﬂow was assumed to be:
Nu = CReaPr0.4 (B.2)
The exponent a was chosen such that the resulting ﬁt was the ’best’ linear ﬁt to the data points. This
was done using the available data by a trial-and-error procedure. a was assumed to be 0.82. The value of
a is close to 4/5, the value used in the Dittus-Boelter equation [69] as exponent of the Reynolds number




= C 1(vr)0.82︸ ︷︷ ︸
x
+R (B.3)
Equation (Eq. (B.3)) takes the form of a straight line. C is a constant, R is the sum of the wall and
shell-side resistances, A has to be intended as the reference heat transfer area and U the overall heat
transfer coeﬃcient referred to the mentioned area. It is important to underline that in the experimental
campaign carried out from Wilson, the heat ﬂux was not the same for all data points, which meant a
shell-side resistance not constant.
Shah [74], underline several limitations regarding to this method because generally it requires:
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 stable log-mean average temperatures of ﬂuids and mass ﬂow rates in both circuits
 known exponents of the Reynolds (reduced velocity) and Prandtl numbers
 the same order of magnitude of thermal resistances on both sides of separating barrier
 all the test data for the Wilson plot technique must be in one ﬂow regime for the test ﬂuid.
Going further in the development of this technique, Nobbs and Mayhew [73] modiﬁed the original approach
of Wilson. They conducted experiments where the objective was to investigate variations in the steam-
side resistance. For this reason, the Wilson plot method, where the steam-side resistance was assumed to
be constant, could not be used. They proposed a modiﬁcation in which relations were assumed for both
condensing steam (shell-side) and cooling water (tube-side) heat transfer coeﬃcients.
B.1 Modiﬁed Wilson Plot Method
Historically, the second important step in the development of this methodology is found in the work of
Briggs and Young [72], fathers of the so called Modiﬁed Wilson Plot. The starting point is provided from
Young and Wall (see [71]); they proposed heat transfer correlation for both the external and internal
ﬂows.
B.1.1 Young and Wall
In the case of single phase ﬂow they assumed valid the correlation (Eq. (B.2)) for the external and
internal ﬂows. Imposing the same value for each side of a, equal to 0.8 (Dittus-Boelter, turbulent ﬂow),
and rewriting the resistance balance:
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The parameters Cs and Ct can be determined from the linear ﬁtting respectively from the slope and
from the intercept. In this case, the quantity [Re0.8.P r0.4.A.λ/D]s has to be kept constant in order to
ﬁt a linear line. This requires that the external ﬂuid velocity and average temperature have to be kept
constant.
B.1.2 Briggs and Young
Briggs and Young relaxed the requirement that the out-side Reynolds number exponent had to be know
in advance. In this case, equation (Eq. (B.4)) assumes the form:
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In this case the unknowns are Cs,Ct and d. The wall resistance is assumed to be known. If d is known,
as in equation (Eq. (B.4)), equation (Eq. (B.5)) can be written in the form of a straight line form and
then Ct and Cs can be computed separately. But the same equation cannot be used to calculate all
three unknowns by imposing a linear ﬁt. The authors overcame this issue by using two successive linear
regressions in an iterative scheme. Rearranging:





















If the Reynolds number exponent d is known, then the parameters Ct and Cs can be determined through
a linear ﬁt.
If the internal ﬂuid correlation is known, the out-side parameters Cs and d can be determined by subtract-













In this case Ct is assumed to be known, from equation (Eq. (B.7)):
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Assuming single phase ﬂow also for the out-side, from equation (Eq. (B.2)) we know also that:
y = (Prs)0.4/Nus (B.10)








= ln (Cs) + d ln (Res)︸ ︷︷ ︸
X
(B.11)
New values of Cs and d can now be determined with a linear ﬁt according to equation (Eq. (B.11)).
The procedure may be summarized as follow: a value of d is assumed. The parameters Ct and Cs
are calculated from the ﬁrst linear ﬁt; the values of Cs and d are recomputed through a second linear ﬁt
closing the iterative loop. d is the parameter of convergence.
Shah [74], analyzing this method made the following considerations:
 a complete out-side and internal-side range should be covered applying this method ( equation
(Eq. (B.11)) represents a out-side modiﬁed Wilson plot, (Eq. (B.6)) represents an internal-side
modiﬁed Wilson plot)
 the wall resistance must be kept considerably lower than the global resistance for all data points
 for the internal-side modiﬁed Wilson plot, (Eq. (B.6)), both terms on the right hand side should
be of the same order of magnitude
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 for the out-side modiﬁed Wilson plot, (Eq. (B.11)), the out-side thermal resistance must be domi-
nant for all the test points
 if the out-side resistance is dominant, Cs will not converge in the iteration and the method of
Briggs and Young will not yield a reasonably accurate correlation on the out-side.
Khartabil, Christensen and Richards [71] pointed out that the previous methods, here presented, can be
applied to limited types of heat exchangers for which some information about both heat transfer and
wall resistance have to be known in advance. They point out that there are situations, where neither
heat transfer correlations, nor wall resistance expressions are available. A new method, with a modiﬁed
Wilson plot scheme was proposed: it allows for determining all three resistances (tube, shell and wall)
from overall resistance measurements and up to ﬁve parameters. The authors in this case underline the
importance of the method accuracy and its management. For this method, the value of each resistance
can be obtained by subtracting the two remaining resistances from the overall resistance. The uncertainty
in each resistance is therefore determined by how large that resistance is when compared with the two
remaining. From this point of view, the relative resistances have a signiﬁcative eﬀect on the accuracy of
the resulting correlations. Also for this case, Shah [74], point out the limitation that all the test data on
one ﬂuid side must be in one ﬂow regime only (e.g. turbulent regime).
The more recent developments of this technique and examples of its implementations will now be pre-
sented.
B.1.3 LTCM approach [61]
The conceptual basis of the LTCM approach is the method developed from Briggs and Young. In this
approach, currently used at LTCM, initially pool boiling tests are performed on the outside of the tube,
taking advantage of their large values to characterize the internal correlation. For a ﬁxed saturation
temperature, the outside pool boiling heat transfer coeﬃcient can be correlated according to the following
expression:
αo = Coqno (B.12)

















Plotting [ 1Uo − Rwall].qno versus [
qno
αGn,i
.(Do/Di)], 1Ci will be the slope of the line ﬁtted through the ex-
perimental data points. The ’best’ straight line by linear regression minimizes S, the sum of squares of
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These two equations will yield a linear algebraic system that may be solved for Co and Ci. To obtain the
data points, the internal heat transfer coeﬃcient is varied. This is obtained by varying the water mass
ﬂow rate and thus the Reynolds number. During this procedure the external heat transfer coeﬃcient
must be kept constant. The imposed inlet water temperature is varied to maintain the mean heat ﬂux
constant. This means that the heat per unit time discharged to the refrigerant is constant. Remembering
that the temperature proﬁle was ﬁtted with a second order polynomial, this is equivalent to maintaining
the same heat ﬂux at the center of the tube. The multiplier Ci accounts for the internal enhancement
provided from the internal ﬁns of the tube.
In this procedure, equal weight is given to all the data points. This means that the same uncertainty,
for a given conﬁdence interval, is postulated for the quantities whose residuals will be minimized during
the ﬁtting. As pointed out by Rose [67], more accurate parameters, with the presented approach, would
be obtained by using appropriate weighting factors for the points in the minimization (linear regression)
procedure.
B.1.4 Rose [67]
The method presented in B.1.3 is based on the concept of the thermal resistance, a ratio between tem-
perature diﬀerence and heat ﬂux. Instead, Rose’s method considers directly the temperature diﬀerences.
The overall temperature diﬀerence is written as:
ΔTov = ΔTo + ΔTwall + ΔTi (B.16)
Without axial conduction, the following thermal balance may be written:
δQ = πDiδsqi = πDoδsqo (B.17)










ΔTwall = qoRwall (B.19)


































ΔTov = ax+ y + bz (B.21)

























xy −∑ x2∑ yz +∑ x2∑ zΔTo −∑xz∑xΔTo∑
z2
∑
x2 −∑ xz∑ xz (B.25)
The LTCM approach in B.1.3 is an indirect approach: the minimized quantities are not direct measure-
ments. Instead, Rose’s approach is a direct one. The quantities that are minimized are the diﬀerences of
temperature. A particular advantage of this method is that the error in the quantities whose residuals
are minimized is generally expected to be approximately constant for each data point. So the assumption
of a constant uncertainty for each point is more visible.
B.1.5 El Sherbini, Joardar, Jacobi [68]
Their method is based on the fact that measurement uncertainties in the measured quantities have a
direct impact on the slope and the ordinate intercept of the Wilson Plot. Moreover, the magnitude and
the relative distribution of each point on the Wilson plot also aﬀects the uncertainty in the ordinate
intercept. In general terms, these authors point out that in all the Wilson plot methods the accuracy
depends on:
 Number of data points for each Wilson line
 Range and spatial separation between each data point (abscissa)
 The single-sample uncertainty for each data point and the distribution of uncertainty
 Validity and accuracy of the Nusselt correlation used for one or both ﬂuids
 Number of constants to be determined.
This method could be generally applied to the LTCM and Rose approaches since it focuses on the ﬁtting
procedure.
For a last-squared ﬁtting (the residual sum of squares of the quantity in the ordinate are minimized)
the major disadvantage is that the same weight is assigned to all data points and the single uncertainties
are neglected. El Sherbini et al. overcame this problem using a weighted least square or χ2-ﬁtting. It is
a quantitative measure of how well the data ﬁt the model (agreement between model and data set) and
whether the ﬁt is reasonable or out right wrong. If the measurement errors are normally distributed and
the ﬁtting equation is of the form:
yi = a+ bxi (B.26)
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It will give the maximum likelihood parameter estimation of a, b as:





























Δ = SSxx − (Sx)2 (B.29)
The method allows for an uncertainty computation to be made on the resulting estimated parameter and









where Q is the incomplete gamma function and N are the number of data points. Details are also avail-
able from [48].
From a theorical point of view, this is the best method because an approach to ﬁtting data statisti-
cally gives the right importance to the uncertainty terms. The previous equations are valid only when
the uncertainty is associated to the yi variable and the values of xi are considered to be exactly known
and this is not generally true.
The method presented by Styrylska [62], known as the uniﬁed Wilson plot method, overcame all the
problems shown previously. The data reduction employed is based on constrained optimization methods.
The method involves to complex matrix/iterative computations. So from this point of view of the experi-
menter, in terms of computational costs, its application is appropriate only when the other methodologies
do not. Several critics of the Wilson plot technique and the modiﬁed Wilson plot technique have been
advanced. Shah [74] underlined some of the limitations in the diﬀerent presented techniques. Wójs and
Tietze [75] showed that the stability of temperature within a test section investigated with the Wilson
plot technique aﬀects measured values of the heat transfer coeﬃcient. This investigation lead to the
evaluation of the eﬀects of temperature uncertainty on the calculated heat transfer coeﬃcient through
the modiﬁed Wilson plot method. The results indicate that the Wilson plot technique of determining
the heat transfer coeﬃcient is sensitive to temperature interference. For the analyzed case, they showed
that a root-mean-square deviation of 0.1K in temperature measurements (representative of the uncer-
tainty for high accuracy thermometers) lead to an error of 
 20% in the heat transfer coeﬃcient. Their
simulations also showed that a deviation of 1K can lead to physically un-reasonable results. Kumar et
al. [76] experimentally found that the modiﬁed Wilson plot technique under-predicts the condensing side
heat transfer coeﬃcient by 7.5− 25% for diﬀerent ﬂuid, but no uncertainty analysis was presented.
B.1.6 Roetzel and Spang
Roetzel and Spang [78] presented a new steady state method for determining heat transfer coeﬃcients
on both sides of a heat exchanger from measuring the overall heat transfer coeﬃcients. The method
overcomes the limitations previously exposed in the description of the Wilson plot techniques. It is based
on measurements with two ﬂuids of diﬀerent thermal conductivity under the same conditions.
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The basic idea of the method is to carry out two independent measurements, I and II, using ﬂuids
of diﬀerent thermal conductivity. This means that in the ﬁrst experimental session a ﬁrst ﬂuid is used; in
the second session a ﬂuid with diﬀerent thermal conductivity will substitute the ﬁrst one. Experimental
conditions have to be done such that:
Nuo,I = Nuo,II = Nuo (B.31)
Nui,I = Nui,II = Nui (B.32)

















Measuring (UA)I and (UA)II and knowing the geometrical parameters and thermo-physical properties,



































The authors suggest that the method can also be applied using ﬂuids of diﬀerent thermal conductivity
only on one side and working with the same ﬂuid during both measurements on the other side. With an



































In implementing this method experimentally, in order to have the same Nusselt number during both
measurements, besides the geometrical dimensions, the Reynolds numbers, Prandl number and viscosity
ratios at the wall temperature and bulk mean temperature must be approximatively constant. If this
cannot be ensured, the dependency of the Nusselt number on this parameter must be known. The authors
point out that, in general, the application of the methods require ﬂuids with high thermal conductivities
but nearly the same Prandtl numbers. The method presented has the advantage, compared with the
Wilson plot techniques, that no assumptions about the heat transfer characteristics are made. On the
other hand, the experimental implementation of the method may be problematic in terms of testing and
ﬂuid handling.
In the successive work of Roetzel and Na Ranong [77], the authors consider a few simple but realistic cal-
culated "experiments" and their evaluation according to the Wilson plot methodology. They showed that
despite good results of the data regression, undesirable systematic errors in the obtained heat transfer
coeﬃcients may occur. The authors made the following recommendations to avoid undesirable systematic
errors when applying the Wilson Plot Technique:
B.1. Modiﬁed Wilson Plot Method 137
 when the heat transfer coeﬃcient on one of the two ﬂuid sides is kept at a constant value, the
thermal conductivity of the ﬂuid with changing ﬂow rate has to be varied in the experiments
 when both mass and ﬂow rates are varied, the ratio of the thermal conductivities of the ﬂuids in
both channels has to be varied in the experiments
 the total range of Re and Pr or other dimensionless variables should be subdivided into subranges,
for which simple correlations, can be used. When the ranges shrink to a single point, the method
described previously may be employed
 the change of thermal conductivity ratio could be realized by interchanging the ﬂuids of both
channels. One could arrange two identical heat exchangers in series to exchange the ﬂuids in one
experimental run. If gases are employed, one can make use of the temperature dependance of the
thermal conductivity and merely change the mean gas temperature on one or both sides.
B.1.7 Additional considerations
A problem linked with the application of the Modiﬁed Wilson Plot Method its extreme sensitivity to the
temperature measurement accuracy; see Wójs and Tietze [75]. Conceptually, this issue reﬂects the need
to know more about the robustness of the estimator.
In order to check the sensitivity of the presented method, white noise is added to the current values
of the measured temperature. A random normal distribution is employed to simulate the white noise.







Table B.1: Added noise: standard deviations
What was found it is that for values of the standard deviation larger than 0.5 ◦C, physically unrealistic
results are obtained: negative heat transfer coeﬃcients and negative heat ﬂuxes that do not correspond to
the investigated physical phenomena, see [79]. This tells us that the method is very sensitive with respect
to the uncertainty associated to the temperature measurements, and it fails when the instrumentation is
not able to provide a value with an acceptable uncertainty.
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Appendix C
Air-Water Tests
Prior to their use to the bundle boiling facility, the instrumentation was selected, designed and test
through a series of air-water experiments carried out in a horizontal tube. This appendix describes the
development of the piezo-electric transducer, laser photodiode and high speed ﬂow visualization systems.
It also presents the results of the their application in determining the ﬂow regimes of the air-water ﬂow.
C.1 Bubble frequency
An estimation of the bubble frequency was made in order to guide the selection of the instrumentation.
Two diﬀerent cases were considered:
a. Frequency of departure, a process linked with the boiling at the wall.
b. Bubble frequency due to forced convection.
Figure C.1: Bubble frequency: a. departure; b. forced convection
C.1.1 Bubble departure diameter and frequency of bubble release
From bubble growth analysis, the departure diameter and the release frequency appear to be related. The
inverse of the frequency, T = 1/f , which is the time period associated with the growth of each bubble,
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must equal the sum of the waiting period and the time required for the bubble to grow to its departure
diameter Dd. The frequency of bubble release depends directly on how large the bubble must become
before a release can occur, and, as consequence, on the rate at which the bubble can grow to this size.
The bubble diameter at release is primarily determined by the net eﬀect of forces acting on the bubble
as it grows on the surface. Interfacial tension acting along the contact line invariably acts to hold the
bubble in place on the surface. Buoyancy is often a major player in the force balance. If the bubble grows
very rapidly, the inertia associated with the induced liquid ﬂow ﬁeld around the bubble may also tend to
pull the bubble away from the surface. When the liquid adjacent to the surface has a bulk motion associ-
ated with it, drag and lift forces on the growing bubble may also act to detach the bubble from the surface.
Many correlations make use of the Bond number (or Eotvos number), representing the ratio between
buoyancy forces and surface tension forces, to predict the departure diameter of bubbles during nucleate
boiling:





According to Cole [82], the Bond number can be expressed in terms of the Jacob number; it represents
a ratio between sensible heat of superheating the liquid and latent heat of vaporization:
Ja = (Tw − Tsat)cpLρL
ρGhLV
(C.2)
Bo1/2 = 0.04Ja (C.3)
Once the Jacob number, and successively also the Bond number, are evaluated, the departure diameter




g(ρL − ρV )
]1/2
(C.4)








The departure frequency can now be evaluated.
C.1.2 Forced convection




∼ length scaletime scale (C.6)
where uG represents the characteristic velocity of the gas phase; it represents a ratio between length and
time scales.
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Knowing experimentally the values of the mass ﬂux G, the vapor quality x, the void fraction α and the
thermo-physical properties of the ﬂuid, the gas velocity can be computed. Assuming the length scale to be
approximated by of the bubble departure diameter, the characteristic time scale can be evaluated. This
assumption considers the fact that the minimum scale length is relative to the bubble at the condition
of departure. The associated frequency will be its inverse value fc.
From the experimental conditions reported in Table C.1, the frequencies previously discussed have been
computed and the following result have been obtained:
 fd = 220.7Hz
 fc = 4287.0Hz
















Table C.1: Bubble frequency evaluation (R134a): experimental conditions ( (∗) Computed using the
Feenstra et al. [50] void fraction model)
C.2 Instrumentation test
Once the laser-photodiode and the piezo-electric pressure systems were selected, we investigated their
capability to characterize the two-phase ﬂows with a simpliﬁed experiment. Tests were conducted in an
horizontal tube such that the diameter was comparable with the interspace between two tubes d∗ in the
bundle boiling facility, as represented in Fig. (C.3). For the LTCM bundle boiling facility d∗ = 3.35mm
therefore, a glass tube with an internal diameter of 3mm was selected. An experimental campaign
was then carried out [85]. A sketch of the facility is given in Fig. (C.2). Three independent parts are
highlighted:
A. Test section: It is composed of a system for injection air into the water stream, a static mixer and
the horizontal glass tube.
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B Air circuit: This provides dry air at controlled conditions to the mixer.
C Water circuit: This was composed of two systems connected in parallel; the ﬁrst one works with
a variable speed pump and a water tank for high ﬂow rates, the second one is designed for lower
ﬂow rates and works with a bottle of water pressurized with nitrogen.
Figure C.2: Air-water facility: horizontal tube test circuit (A. test section; B. air circuit; C. water circuit)
The instrumentation was installed at the exit of the horizontal tube at a suitable distance from the mixer.
The position of the measurement from the mixer discharge is reported in Table C.2. At this distance the
ﬂow can be considered fully developed and independent from the injection mechanism of the two ﬂuids,
see Fossa and Guglielmini [84]. For the 3mm tube diameter, the results are reported here. A further step
was to install the instrumentation in a simpliﬁed tube bundle, comprised a single row of tubes, to verify
the optical alignment of the laser components and the piezo-pressure capability. A schematic is given
in Fig. (C.4). The two tubes were placed in a metallic box ﬁlled with distilled water, the air injectors
were connected to the air system shown as B in ﬁgure Fig. (C.2). Two types of injectors were employed,
as represented in Fig. (C.5).
Figure C.3: Intertube spacing
Di Do L L/Di
[mm] [mm] [mm] [−]
0.50 0.70 100 200
1.00 1.20 100 100
3.00 4.00 400 133
6.00 8.00 400 167
Table C.2: Air-water, horizontal tubes
tests
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Figure C.4: Intertube spacing and setup
Figure C.5: Air injectors: A. Tube with
holes; B. Tubular jet
C.2.1 Results
A few representative results for Di = 3mm are presented here. The ﬁve points plotted, see Fig. (C.6),
on the Barnea map [86], are classiﬁed as follows:
 Bubbly ﬂow: The ﬂowing water phase is continuous and contains bubbles of various sizes with
diameters lower than the internal diameter Fig. (C.7).
 Intermittent: Air bubbles are present with diameters comparable to the internal diameter. They
assume an elongated shape. Bubbles are separated by water slugs. A thin ﬁlm of water coats the
tube wall Fig. (C.8).
 Slug: Taking as reference the elongated ﬂow regime, with increasing air velocity, the shape of the
bubbles changes; starting at the tail and evolving to a more irregular bubble shape. Bubbles are
separated by water bridges containing a dispersion of small bubbles Fig. (C.9).
 Churn: Starting from slug ﬂow with increasing water and air velocities, the air structures are broken
down which leads to oscillatory motion of the water. The main phenomena are the instability of
the bubbles near their trailing edges and periodical ﬂooding waves Fig. (C.10).
 Annular : This pattern is characteristic for low water velocity and high air velocity. The core of
the tube will be occupied by air; a water ﬁlm will cover the internal perimiter of the tube. Due
to gravity, the thickness of the ﬁlm is usually diﬀerent between the bottom and top part of the
tube Fig. (C.11).
The laser and the piezo-electric pressure transducer measurement were done at diﬀerent axial locations.
The two signals were normalized and plotted in the time domain with the shift determined by the cross
correlation Fig. (C.12)- Fig. (C.16). Due to the computation of the cross correlation between the two
signals, it was possible to determine the time shift of the two signals relative to the same gas structure.
This appeared as a peak in the cross correlation plot Fig. (C.27). We could clearly identify a peak in the










Table C.3: Test conditions, Di = 3mm
Figure C.7: Bubbly (B) Figure C.8: Intermittent (I)
Figure C.9: Slug (S) Figure C.10: Churn (C)
Figure C.11: Annular (A)
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Figure C.6: Barnea map, 3mm tube
From the amplitude plot of the laser signal, the gas structure passage appears as sharp variations for
bubbly, intermittent and slug ﬂows. For intermittent and slug ﬂows, directly from the analysis of the
signal path, it is possible to underline a link between the laser signal and the pressure signal. This is
present but less evident for bubbly and churn ﬂows, where a single bubble is not passing but a family
with diﬀerent shapes, diameters and lengths. The plotted signals were normalized between 0 and 1.
Concerning the laser diode system: a value close to 1 means gas phase whilst a value close to 0 implies
the presence of the liquid phase. The frequency of acquisition was ﬁxed to facq = 10000Hz over a time
of 1 s. The time scales change according to the ﬂow regime: the signal abscissa representing time are
modiﬁed accordingly.
In the state of the art review chapter, PDF analysis was underlined as a powerful tool to detect ﬂow
regimes. Considering the acquired signals, it was possible to assume a direct link between the void fraction
and the laser signal. Analyzing the PDF plots shown in Fig. (C.17)- Fig. (C.21), we can see that the
PDF is single peaked at a low normalized amplitude for bubbly ﬂow, and double peaked for intermittent
ﬂow. The PDF peak amplitude at low void fraction decreases for slug ﬂow until it disappears for churn
and annular ﬂows. These are characterized by a single peaked PDF at high void fraction whose intensity
slightly decreases in amplitude for annular ﬂow. These data match well with comparable data available
in literature.
The analysis of the PDF of the pressure signal did not provide such clear results as for the photo-diode
signal, see Fig. (C.22)- Fig. (C.26). Diﬀerent distributions according to the ﬂow regime were obtained.
To give a full characterization, the Skewness and the Kurtosis were computed and reported in Table C.4.
To complete the signal analysis, the power spectrums of the signals for the diﬀerent conditions were
computed. For intermittent ﬂow the power spectrums of the laser signals are reported in Fig. (C.28).
Four diﬀerent peaks are visible, the main one at a frequency of f˜ = 23.8Hz represents the passage of the
main gas structures.
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Figure C.12: Bubbly (B), Normalized signal






















Figure C.13: Intermittent (I), Normalized signal






















Figure C.14: Slug (S), Normalized signal






















Figure C.15: Churn (C), Normalized signal






















Figure C.16: Annular (A), Normalized signal
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Figure C.17: Bubbly (B), PDF laser signal













Figure C.18: Intermittent (I), PDF laser signal













Figure C.19: Slug (S), PDF laser signal













Figure C.20: Churn (C), PDF laser signal













Figure C.21: Annular (A), PDF laser signal
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Figure C.22: Bubbly (B), PDF pressure signal












Figure C.23: Intermittent (I), PDF pressure signal












Figure C.24: Slug (S), PDF pressure signal












Figure C.25: Churn (C), PDF pressure signal



















Table C.4: Skewness and Kurtosis of the PDF pres-
sure signal
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Alter demonstrating the quality of the instrumentation and its capability in identifying the ﬂow pat-
terns for air-water ﬂows, the next step was to implement the same system in the tube bundle. In passing
to a bundle conﬁguration with refrigerant, it was necessary to design a proper system for the installation
of the laser photodiode, the piezo-electric pressure transducer and the ﬂow visualization system. Once
the design was completed, the instrumentation was re-tested in bundle conditions to verify the correct
alignment of the laser; two diﬀerent piezo-electric pressure transducer installations were tested, allowing
the selection of the most suitable one.















Figure C.27: Slug (S), Cross-Correlation laser-
pressure (τ˜ = −0.0106 [s])
















Figure C.28: Bubbly (B), Spectral density
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C.3 Light transmission: reﬂection
The lighting and camera system were tested to obtain high quality ﬂow visualizations. Big eﬀort was
put into the design of the system to obtain a uniform distribution of the background light. This section
is dedicated to the design of reﬂection free lighting system that carries light along the tube axis. As
described by Lion and Renotte [81], based on the earlier work of Cohen and Potts [80]: if a point source
of coherent light is observed through a cylindrical tube with reﬂective inner walls, a series of deﬁnite light
rings can be observed. These rings are caused by multiple reﬂections of the incident beam on the inner
walls.
The present system was composed of a cold light source and an optical ﬁber. The optical ﬁber was
necessary to bring light from the source to an elliptical mirror installed inside a copper tube at a distance
of 500mm from its entrance, refer to chapter 4 for more details. The optical ﬁber reduces the physical
distance between source and mirror. The adopted scheme reduces the number of reﬂections but does not
ensure a free-reﬂection system. In Fig. (C.29) a schematic, as in Lion and Renotte [81], is given.
Figure C.29: In-tube reﬂection phenomena
For a simple explanation of the phenomenon a point source is considered, however in reality we have to
deal with an illuminating area source. The geometry is a cross section of a tube of internal diameter
Di and length L. The light source is positioned at a distance K from the tube front, and the screen
at a distance mL from the end of the tube itself. It is interesting to note that if the source of light is








After reﬂection, the light beams form a cone whose vertex is at O2 on the axis of the tube at a distance
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As visible in Fig. (C.29), the pattern will change according to the position of the screen S and its relative







The reﬂection issue represented an obstacle to the successful illumination of the measurement volume. An
experimental set-up was installed to verify the feasible solutions to this issue as reported in Fig. (C.30).
The source light is coming from the optical ﬁber and is represented as a point source for simplicity.
Figure C.30: Light reﬂection: test stand layout(a=40mm; b=500mm; c=60mm)
The reﬂection issue for a non-treated tube is depicted in Fig. (C.31). Analyzing the picture relative to
the reﬂection in a plain tube and post processing it, Fig. (C.32) is obtained. From the obtained results,
the pattern described in Fig. (C.29) is easily identiﬁable.
The requirement was to design a system that avoided reﬂections without a reduction of the internal
diameter of the tube. A ﬁrst solution to the reﬂection issue was to wrap the internal diameter with black
paper. This solution appeared to be optimal in terms of uniformity of the light but not applicable: since,
in the main facility, the tube is installed such that the external part is in contact with refrigerant at a
temperature lower than the atmospheric one and the internal part is in contact with air at atmospheric
conditions, thus leading to condensation and deterioration of the "anti-reﬂecting" paper.
A normal black paint treatment and a black chrome surface treatment were tested as shown in Fig. (C.33)
and Fig. (C.34) without solving the problem. The only solution was to increase the surface roughness
in such a way as to trap the reﬂected light. Therefore, an internally enhanced tube Fig. (C.36) was
employed. This resulted in a completely reﬂection-free system Fig. (C.35), and so provided an optimal
solution to our problem.
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Figure C.31: Plain copper tube
Figure C.32: Reﬂection pattern identiﬁcation,
plain tube
Figure C.33: Black painted surface Figure C.34: Black chrome surface treatment
Figure C.35: Enhanced tube structure Figure C.36: Enhanced surface
Appendix D
Flow visualization data
































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































   





















































































































































































































































































































































































































































































   

























































































































































































































































































































































































































































   






















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































   













































































































































































































































































































































































































   


























































































































































































































































































































































































































































































































































































































































   

























































































































































































































































































































































































































































































































































































































































   



































































































































































































































































































































































































































































































































































   


































































































































































































































































































































































































































































































































   



































































































































































































































































































































































































































































































































































   


























































































































































































































































































































































































































































































































   































































































































































































































































































































































































































   



















































































































































































































































































































































































































































   














































































































































































































































































































































































































   





















































































































































































































































































































   






































































































































































































































































































































































   









































































Consider the geometry Fig. (E.1).
Di Dor Do



























↪→ T (r) = c1ln(r) + C2 (E.6)
Imposing as boundary conditions:
T (ri) = T1 T (ror) = T2 (E.7)
175
176 Thermal Resistance Model: Conduction Cylinder












































































































It is assumed that (D,F,G) other terms.
This equation is obtained considering the error propagation law and the hypothesis of completely inde-
pendent and random errors to avoid an overestimate of the overall uncertainty. A quadratic summation
is taken, see [88]. The various terms A, B, C, D, E, F, G will be discussed below.
In this preliminary phase, the following hypotheses are made:
Hyp 1 Geometric quantities are known exactly;
Hyp 2 Thermo-physical properties are known exactly;








































The same type of thermocouple is employed to measure Twat and Tsat, so it is a good approximation























































δm˙ := this is known from the Coriolis ﬂow-meter calibration. Twat comes from a polynomial ﬁt:




























The uncertainty in the curvilinear coordinate, δs, can be easily estimated. For a second order polynomial
ﬁt, it is not straightforward to calculate the uncertainties in the parameter a and b (δa and δb). From
this point of view, the open literature gives the right approach to solve this problem: [93], [90], [89], [92].
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A basic understanding of the problem is given in [88]. The method currently employed makes use of a
mathematical software [91] that computes the conﬁdence bound for a set of ﬁtted coeﬃcients. To calculate
the conﬁdence bound, that are given at a level of 95% of conﬁdence, R−1 (the inverse R factor from
QR decomposition of the Jacobian), the degree of freedom for error, and the root mean squared error
are used. This means that the returned values are in a form like: x = x¯ ± 2.δx, the conﬁdence bounds
is an interval of the type [Min,Max]. It means that (Max −Min) = 4δx and that the uncertainty is:
δx = (Max−Min)4 . Alternatively, as stated inGstöhl [61], for a speciﬁc case of a second order polynomial




















































































Considering that the accuracy of the heat transfer coeﬃcient is mainly dependent on the accuracy of the





























y = ax+ b






∣∣∣∣ = ∣∣∣∣ 1a2 δa
∣∣∣∣
It is now necessary to determine the uncertainty in the ﬁtting parameters: δa, δb. One possible way
is to determine these quantities numerically through mathematical software, as was presented for the
quadratic ﬁt in C1. A much more elegant way is the method presented in [93]. For the case of linear
regression, the analytical expressions of the uncertainties δa and δb are obtained. More details about the
available methodologies are presented in [94]. Before going through this method the uncertainties in the
observations xj and yj are computed here.












































= (n− 1).qn−2o (Twat − Tsat)− n.Rwqn−1o
δqo see C
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Skipping the methodology to determinate the parameters a and b, already presented in [93], here the
focus on the procedure to determinate δa. The vertical distance between the jth point and the ﬁtting
curve at the abscissa xj is:
dj = yj − (axj + b)
where a and b are determined minimize the sum of the squared distances dj weighted on the squared

































































































A.C −B2 (B −AFj)
Substituting the partial derivatives of the ﬁtting parameter to the expressions for δa2 and δb2, the
analytical expressions of the uncertainties δa and δb are determined.
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Bibliography
[1] Diehl, J.E., 1957, Calculate condenser pressure drop, Petroleum Reﬁner, 36(10), 147-153
[2] Sutherland, L.A., Murray, I., 1969, Pressure-drop and heat-transfer on the shell-side of model heat
exchanger with two-phase ﬂow, NEL Report No 395, National Engineering Laboratory, East Kilbride,
Glasgow
[3] Grant, I.D.R., Murray, I., 1972, Pressure drop on the shell-side of a segmentally buﬄed shell-and-tube
heat exchanger with vertical two-phase ﬂow, NEL Report No 500, National Engineering Laboratory,
East Kilbride, Glasgow
[4] Grant, I.D.R., Murray, I., 1974, Pressuredrop on the shell-side of a segmentally buﬄed shell-and-
tube heat exchanger with horizontal two-phase ﬂow, NEL Report No 560, National Engineering
Laboratory, East Kilbride, Glasgow
[5] Report of a meeting at NEL 28 November 1973, 1975, Advances in thermal and mechanical design of
shell-and tube heat exchangers, NEL Report No 590, National Engineering Laboratory, East Kilbride,
Glasgow
[6] Grant, I.D.R., Chisholm, D., 1979, Two-phase ﬂow on the shell-side of a segmentally buﬄed shell-
and-tube heat exchanger, Journal of Heat Transfer, 101, 38-42
[7] Kondo, M., Nakajima, K.I, 1980, Experimental investigation of air-water two phase upﬂow across
horizontal tube bundles (Part I, Flow pattern and void fraction, Bull. of JSME, 23(177),385-393
[8] Kondo, M., 1984, Experimental investigation of air-water two phase upﬂow across horizontal tube
bundles (Part II, Pressure drop, Bull. of JSME, 27(230), 1616-1624
[9] Pettigrew, M.J., Taylor, C.E., Kim, B.S., 1989, Vibration of tube bundles in two-phase cross-ﬂow:
Part 1-Hydrodynamic mass and damping, Journal of Pressure Vessel Technology, 111, 466-477
[10] Pettigrew, M.J., Tromp, J.H., Taylor, C.E., Kim, B.S., 1989, Vibration of tube bundles in two-phase
cross-ﬂow: Part 2-Fluid-elastic instability, Journal of Pressure Vessel Technology, 111, 478-487
[11] Pettigrew, M.J., Tromp, J.H., Taylor, C.E., Kim, B.S., 1989, Vibration of tube bundles in two-phase
cross-ﬂow: Part 3-Turbulence-induced excitation, Journal of Pressure Vessel Technology, 111, 488-
500
[12] Ulbrich, R., Mewes, D., 1994, Vertical, upward gas-liquid two-phase ﬂow across a tube bundle, Inter-
national Journal of Multiphase Flow, 20(2), 249-272
[13] Lian, H.Y., Chan, A.M.C., Kawaji, M., 1992, Eﬀects of void fraction on vibration of tubes in tube
bundles under two-phase cross ﬂow, HTD-Vol. 230/NE-Vol. 9, Symposium on ﬂow-induced vibration
and noise - Volume 1, ASME
[14] Xu, G.P., Tso, C.P., Tou, K.W., 1998, Hydrodynamics of two-phase ﬂow across a horizontal tube
bundle, International Journal of Multiphase Flow, 24(8), 1317-1342
[15] Xu, G.P., Tou, K.W., Tso, C.P., 1998, Two-phase void fraction and pressure drop in horizontal
crossﬂow across a tube bundle, Journal of Fluids Engineering, 120, 140-145
184 Bibliography
[16] Noghrehkar, G.R., Kawaji, M., Chan, A.M.C., 1999, Investigation of two-phase ﬂow regimes in tube
bundles under cross-ﬂow conditions, International Journal of Multiphase Flow, 25(5), 854-874
[17] Umeda, S., Yang, D., 1999, Interaction of von Karman vortices and intersecting main streams in
staggered tube bundles, Experiments in Fluids, 26(5), 389-396
[18] Burnside, B.M., Miller, K.M., McNeil, D.A., Bruce, T., 2005, Flow velocities in an experimental
kettle reboiler determined by particle image velocimetry, International Journal of Heat and Mass
Transfer, 48(5), 1000-1016
[19] Iwaki, C., Cheong, K.H., Monji, H., Matsui, G., 2005, Vertical, bubbly, cross-ﬂow characteristics
over tube bundle, Experiments in Fluids, 39(6), 1024-1039
[20] Khushnood, S., Khan, Z.M., Malik, M.A., Koreshi, Z.U., Khan, M.A., 2004, A review of heat ex-
changer tube bundle vibrations in two-phase cross-ﬂow, Nuclear Engineering and Design, 230(1-3),
233-251
[21] Ribatski, G., Thome, J.R., 2004, Dynamics of two-phase ﬂow across horizontal tube bundles - a
review Proceedings of the 10th Brazilian Congress of Thermal Sciences and Engineering, ENCIT
2004, Braz. Soc. of Mechanical Sciences and Engineering, ABCM, Rio de janeiro, Brazil, CIT04-
0036
[22] Jones, O.C. Jr, 1973, Statistical considerations in heterogeneous two-phase ﬂowing systems, PhD
Thesis, Rensselaer Polytechnic Institute, Troy, New York
[23] Jones, O.C. Jr, Zuber, N., 1974, Statistical methods for measurement and analysis in two-phase ﬂow,
Heat Transfer 1974: Proceedings of the 5th International Heat Transfer Conference, September 3 -
September 7, Tokyo/Japan Society Of Mechanical Engineers, Society of Chemical Engineers, Japan,
4, 200-204
[24] Jones, O.C. Jr, Zuber, N., 1975, The interrelation between void fraction ﬂuctuations and ﬂow patterns
in two-phase ﬂow, International Journal of Multiphase Flow, 2(3), 273-306
[25] Tutu, N.K., 1982, Pressure ﬂuctuations and ﬂow pattern recognition in vertical two-phase liquid ﬂow,
International Journal of Multiphase Flow, 8(4), 443-447
[26] Beers, Y., 1957, Introduction to the theory of error, Addison-Wesley Publishing Company Inc.
[27] Matsui, G., 1984, Identiﬁcation of ﬂow regimes in vertical gas-liquid two-phase ﬂow using diﬀerential
pressure ﬂuctuations, International Journal of Multiphase Flow, 10(6), 711-720
[28] Vince, M.A., Lahey, R.T.Jr., 1982, On the development of an objective ﬂow regime indicator, Inter-
national Journal of Multiphase Flow, 8(2), 93-124
[29] Hubbard, M.G., Dukler, A.E., 1966, The characterization of ﬂow regimes for horizontal two phase
ﬂow, Proceedings Heat Transfer and Fluid Mechanics Institute, Stantford University Press
[30] Liebenberg, L., Thome, J.R., Meyer, J.P., 2005, Flow visualization and ﬂow pattern identiﬁcation
with power spectral density distributions of pressure traces during refrigerant condensation in smooth
and microﬁn tubes, Journal of Heat Transfer, 127(3), 209-220
[31] Alekseev, G.V., Ibragimov, M.G., Nevstrueva, E.I., Ryabtsev, V.A., Sabelev, G.I., Tyutyaev, V.V.
, 1978, Some spectral characteristics of two-phase non-equilibrium ﬂows, 6th International Heat
Transfer Conference, Toronto (Canada), Hemisphere Washington DC, FB-11, 333-338
[32] Weisman, J., Duncan, D., Gibson, J., Crawford, T., 1979, Eﬀects of ﬂuid properties and pipe diameter
on two-phase ﬂow patterns in horizontal lines, International Journal of Multiphase Flow, 5(6), 437-
462
[33] Lin, P.Y., Hanratty, T.J., 1987, Detection of slug ﬂow from pressure measurements, International
Journal of Multiphase Flow, 13(1), 13-21
[34] Matsui, G., 1986, Automatic identiﬁcation of ﬂow regimes in vertical two-phase ﬂow using diﬀerential
pressure ﬂuctuations, Nuclear Engineering and Design, 95, 221-231
Bibliography 185
[35] Rajković, M., Riznić, J.R., Kojasoy, G., 1996, Dynamical characteristics of ﬂow pattern transitions
in horizontal two-phase ﬂow, 2nd European Thermal-Science and 14th UIT National Heat Transfer
Conference, Rome, Italy, Ed. ETS, 1403-1408
[36] Ito, K., Inoue, M., Ozawa, M., Shoji, M., 2004, A simpliﬁed model of gas-liquid two-phase ﬂow
pattern transition, Heat Transfer-Asian Research, 33(7), 445-461
[37] Jain, P.K., Roy, R.P., 1983, Stochastic characteristics of vapor and wall pressure ﬂuctuations in
boiling ﬂows, International Journal of Multiphase ﬂow, 9(5), 463-489
[38] Bertola, V., 2003, Experimental characterization of gas-liquid intermittent subregimes by phase den-
sity function measurements, Experiments in Fluids, 34(1), 122-129
[39] Tutu, N.K., 1984, Pressure drop ﬂuctuations and bubble-slug transition in a vertical two-phase air-
water ﬂow, International Journal of Multiphase Flow, 10(2), 211-216
[40] Pike, R.W., Wilkins, B.Jr., Ward,H.C., 1965, Measurement of the void fraction in two-phase ﬂow by
X-ray attenuation, AiChE Journal, 11(5), 794-800
[41] Matsui, G., 1985, Identiﬁcation of ﬂow patterns in horizontal gas-liquid two-phase ﬂow using diﬀeren-
tial pressure ﬂuctuations, International Symposium on Fluid Control and Measurements, FLUCOME
’85, Tokyo, 2-5 September 1985, Society of Instrument and Control Engineers
[42] Nishikawa, K., Sekoguchi, K., Fukano, T., 1969, On the pulsation phenomena in gas liquid two-phase
ﬂow, Bulletin of JSME, 12(54), 1410-1416
[43] Akagawa, K., Hamaguchi, H., Sakaguchi, T., Ikari, T., 1971, Studies on the ﬂuctuation of pressure
drop in two-phase ﬂow (1st Report, Experimental study), Bulletin of JSME, 14(71), 447-454
[44] Akagawa, K., Hamaguchi, H., Sakaguchi, T., Ikari, T., 1971, Studies on the ﬂuctuation of pressure
drop in two-phase ﬂow (2nd Report, Theoretical analysis), Bulletin of JSME, 14(71), 455-461
[45] Akagawa, K., Hamaguchi, H., Sakaguchi, T., Ikari, T., 1971, Studies on the ﬂuctuation of pressure
drop in two-phase ﬂow (3rd Report, Pressure recovery behind a bubble, and lengths of bubble and
liquid slug), Bulletin of JSME, 14(71), 462-469
[46] Franca, F., Acikgoz, M., Lahey, R.T.Jr., Clausse, A., 1991, The use of fractal techniques for ﬂow
regime identiﬁcation, International Journal of Multiphase Flow, 17(4), 545-552
[47] Lowe, D.C., Rezkallah, K.S., 1999, Flow regime identiﬁcation in microgravity two-phase ﬂows using
void fraction signals, International Journal of Multiphase Flow, 25(3), 433-457
[48] Press, W.H., Teukolsky, S.A., Vetterling, W.T., Flannery, B.P., 1992, Numerical Recipes in C. The
Art of Scientiﬁc Computing. Second Edition, Cambridge University Press
[49] Ribastski, G., Thome, J.R., 2007, Two-phase ﬂow and heat transfer across horizontal tube bundles -
A review, Heat Transfer Engineering, 28(6), 508-524
[50] Feenstra, P.A., Weaver, D.S., Judd R.L., 2000, An improved void fraction model for two-phase cross-
ﬂow in horizontal tube bundles, International Journal of Multiphase ﬂow, 26(11), 1851-1873
[51] Consolini, L., Robinson, D., Thome, J.R., 2008, Void fraction and two-phase pressure drops for
evaporating ﬂow over horizontal tube bundles, Heat Transfer Engineering, 27(3), 5-21
[52] Žukauskas, A., Ulinskas, R., 1983, Banks of plain and ﬁnned tubes, Heat Exchanger Design Hand-
book, Chapter 2.2.4, Hemisphere Publishing Corporation
[53] Gaddis, E.S., Gnielinski, V., 1985, Pressure drop in cross ﬂow across tube bundles, International
Chemical Engineering, 25(1), 1-15
[54] Thome, J.R., Robinson, D., 2006, Prediction of local bundle boiling heat transfer coeﬃcients: pure
refrigerant boiling on plain, low ﬁn, and Turbo-BII HP tube bundles, Heat Transfer Engineering,
27(10), 20-29
186 Bibliography
[55] Shah, M.M., 2007, A general correlation for heat transfer during saturated boiling with ﬂow across
tube bundles, HVAC&R Research, 27(10), 20-29
[56] Chae, H.B., Schmidt, J.W., Moldover, M.R., 1990, Alternative refrigerants R123a, R134a, R141b,
and R152a: critical temperature, refractive index, surface tension, and estimates of liquid, vapor,
and critical densities, The Journal of Physical Chemistry, 94(25),8840-8845
[57] Aprin, L., 2003, Etude expérimentale de l’ébullition d’hydrocarbures sur un faisceau de tubes hori-
zontaux. Inﬂuence de la nature du ﬂuide et de l’état de surface, PhD Thesis, Université de Provence
Aix-Marseille I
[58] Ishihara, K., Palen, J.W., Taborek, J., 1980, Critical review of correlations fro predicting two-phase
ﬂow pressure drop across tube banks, Heat Transfer Engineering, 1(3), 23-32
[59] Gnielinski, V., 1976, New equations for heat and mass transfer in turbulent pipe and channel ﬂow,
Advances in Heat Transfer, 16(2), 359-368
[60] Petukhov, B.S., 1970, Heat transfer and friction in turbulent pipe ﬂow with variable physical prop-
erties, Advances in Heat Transfer, 6, 503-564
[61] Gstöhl, D.,2004, Heat transfer and ﬂow visualization of falling ﬁlm condensation on tube arrays with
plain and enhanced surfaces, PhD Thesis, Swiss Federal Institute of Technology, Lausanne
[62] Styrylska, T.B., Lechowska, A.A., 2003, Uniﬁed Wilson Plot Method for determining heat transfer
correlations for heat exchangers, Journal of Heat Transfer, 125(4), 752-756
[63] Robinson, D., Thome, J.R., 2003, Flooded evaporation heat transfer performance for tube bundles
including the eﬀects of oil using R-410A and R-507A, ASHRAE Research Project RP-1089
[64] Cooper, M.,G., 1984, Heat ﬂow rates in saturated nucleate pool boiling. A wide-ranging examination
using reduced properties, Advances in Heat Transfer, Academic Press, Orlando, 16, 157-239
[65] Kim, N.,-H., Cho, J.,-P., Youn, B., 2002, Forced convective boiling of pure refrigerants in a bundle of
enhanced tubes having pores and connecting gaps, Internationaal Journal of Heat and Mass Transfer,
45(12), 2449-2463
[66] Wilson, E.E., 1915, A basis for rotational design of heat transfer apparatus, Trans. ASME, 37, 47-82
[67] Rose, J.W., 2004, Heat-transfer coeﬃcients, Wilson plots and accuracy of thermal measurements,
Experimental Thermal and Fluid Science, 28(2004), 77-86
[68] El Sherbini, A.I., Joardar, A., Jacobi, A.M., 2004, Modiﬁed Wilson-Plot Technique for heat exchanger
performance: strategies for minimizing uncertainty in data reduction, International Refrigeration and
Air Conditioning Conference at Pordue, R069, 1-8
[69] Winterton, R.H.S., 1998, Where did the Dittus-Boelter equation come from?, International Journal
of Heat and Mass Transfer, 41(4-5), 809-810
[70] Buckingham, E., 1914, On phisically similar systems; illustrations of the use of dimensional equa-
tions, Physical Review, IV(4), 345-376
[71] Khartabil, H.F., Christensen, R.N., Richards, D.E., 1988, A modiﬁed Wilson plot technique for
determining heat transfer correlations, Proc. 2nd UK National Heat Transfer Conference, C168/88,
1331-1357
[72] Briggs, D.E., Young, E.H., 1969, Modiﬁed Wilson plot technique for obtaining heat transfer correla-
tions for shell and tube heat exchangers, Chemical Engineering Progress Symposium Series, 65(92),
35-45
[73] Mayhew, Y.R., 1981, Additional observations on vapour shear and condensate inundation, Power
Condenser Heat Transfer Technology, (eds) Marto, P.J., Nunn, R.H., Hemisphere, 243-257
[74] Shah, R.K., 1990, Assesment of modiﬁed Wilson plot techniques for obtaining heat exchanger design
data, 9th International Heat Transfer Conference Jerusalem, Israel, 19-24 August, Paper 14-HX-9,
51-56
Bibliography 187
[75] Wójs, K., Tietze, T., 1997, Eﬀects on the temperature interface on the results obtained using the
Wilson plot technique, Heat and Mass Transfer, 33(3), 241-245
[76] Kumar, R., Varma, H.K., Agrawal, K.N., Mohanty, B., 2001, A comprehensive study of modiﬁed
Wilson plot technique to determine the heat transfer coeﬃcient during condensation of steam and
R134a over single horizontal plain and ﬁnned tubes, Heat Transfer Engineering, 22(2), 3-12
[77] Roetzel, W., Na Ranong, C., 2002, On the application of the Wilson plot technique, Compact Heat
Exchanger Symposium - A Festschrift on the 60th Birthday of Ramesh K. Shah, S 151-156 (Extended
version of: Roetzel, W., Na Ranong, C., 2000, Zur anwendung der Wilson-plot-methode, Wärmeaus-
tausch und erneuerbare energiequellen, Tagunsband VIII Internationales Symposium Szcecin-Leba,
Poland, 18-20.09.2000, 317-326)
[78] Roetzel, W., Spang, B., 1995, Measurement of heat transfer coeﬃcients in heat exchangers - an
alternative to the Wilson plot technique, Proceedings of the 2nd Baltic Heat Transfer Conference,
589-596
[79] Agostini, F., 2007, Design of experiments: "Modiﬁed Wilson plot method", LTCM Report, Swiss
Federal Institute of Technology, Lausanne
[80] Cohen, D.K., Potts, J.E., 1978, Light transmission through reﬂecting cylindrical tubes, American
Journal of Physics, 46(7), 727-728
[81] Lion, Y., Renotte, Y., 1992, Interference of light by reﬂection on the inner walls of cylindrical tubes,
European Journal of Physics, 13(1), 47-52
[82] Carey, Van. P., 1992, Liquid-Vapor Phase-Change Phenomena: an introduction to the thermophysics
of vaporization and condensation processes in heat transfer equipment, 206-211, Taylor & Francis,
Hemisphere, Whasington DC
[83] Zuber, N., 1962, Nucleate boiling. The region of isolated bubbles and the similarity with natural
convection,International Journal of Heat and Mass Transfer, 6(1), 53-78
[84] Fossa, M., Guglielmini, G., 1998, Indagine sperimentale sullo sviluppo della struttura del moto nel
ﬂusso bifase orizzontale in regime intermittente, Proceedings of the 16th UIT National Heat Transfer
Conference, Siena, Italy, 18-19 June, 1, Ed. ETS, Pisa, Italy, 313-324
[85] Zobeiri, A., 2006, Flow pattern characterization for air-water ﬂow by high speed visualization, optical
measurement and dynamic pressure signal, Master Project, Swiss Federal Institute of Technology,
Lausanne
[86] Barnea, D., 1987, A ubiﬁed model for predicting ﬂow-pattern transitions for the whole range of pipe,
International Journal of Multiphase Flow, 13(1),1-12
[87] Kline, S.J., McClintock, F.A., 1953, Describing uncertainties in sinlge-sample experiments, ASME
Mechanical Engineering, 75(1), 3-8
[88] Taylor, J.R., 1997, An introduction to error analysis: the study of uncertainties in physical measure-
ments, University Science Books
[89] Lira, I., Cordero R.R., François, M., Vial-Edwards, C., 2004, The uncertainty of experimental deriva-
tives: application to strain measurements, Measurement Science and Technology, 15, 2381-2388
[90] Lira, I., 2000, Curve adjustment by the least-square method, Metrologia, 37, 677-681
[91] Curve ﬁtting toolbox User’s Guide. For use with MATLAB, The MathWorks
[92] Scarpa, F., 1998, Evaluation of reliable bounds for sensor calibration curves, Metrologia, 35, 1-5
[93] Cecchi, G.C., 1991, Error analysis of the parameters of a least-squares determined curve when both
variables have uncertainties, Measurement Science and Technology, 2, 1127-1128
[94] Neri, F., Saitta, G., Chiofalo, S., 1989, An accurate straighforward approach to line regression analysis





Date of birth 23rd December, 1978
Birthplace Gazzaniga (Bergamo), Italy
Nationality Italian
EDUCATION
2004-2008 Doctoral Student and Assistant, Laboratory of Heat and Mass Transfer, Swiss Federal
Institute of Technology Lausanne (EPFL), Switzerland
2003-2004 Diploma Course in Fluid Dynamics, von Karman Institute for Fluid Dynamics (VKI),
Turbomachinery Department, Rhode Saint Genèse, Belgium
1997-2003 Laurea di Dottore in Ingegneria Meccanica, Università degli Studi di Bergamo, Bergamo,
Italy (2001, one year obligatory military service)
1992-1997 High School Certiﬁcate (specialization in constructions and surveying), Istituto
Tecnico Andrea Fantoni, Clusone, Bergamo, Italy
WORKING EXPERIENCE
2004-2008 Swiss Federal Institute of Technology (EPFL), Laboratory of Heat and Mass Trans-
fer, Lausanne, research project development, industrial contract, laboratory activity, students
supervision and training:
• Boiling on a tube bundle. Heat transfer, pressure drop and ﬂow patterns. Work supervised
by Prof. John R.Thome;
• TURBO ELP, bundle boiling tests with R123 (Industrial contract);
• Two-phase ﬂow (air-water) ﬂow pattern recognition: supervisor of Master/Diploma projects.
2003-2004 von Karman Institute for Fluid Dynamics (VKI), Turbomachinery department,
Belgium, research project and laboratory activity:
• Conjugate heat transfer investigation of rib-roughened cooling channels. Work supervised
by Prof. Tony Arts. ASME TURBO EXPO 2005, Reno, Nevada, USA (GT-2005-68166)
2002-2003 Università degli Studi di Bergamo, Italy, research project and laboratory activity:
• Thermochromic liquid crystal technique applied on a ﬁlm cooled nozzle vane - Adiabatic
eﬀectiveness and heat transfer coeﬃcient. Work supervised by Prof. Giovanna Barigozzi
ADDITIONAL TRAINING
2007 Short Course on Hydraulic Machinery Engineering, Laboratory of Hydraulic Machines
(LMH), Swiss Federal Institute of Technology (EPFL, Lausanne
Summers
1992-1996
Architectural Oﬃce, Vertova, Bergamo, Italy. Constructions and surveying.
